Line Item 0001 *************** 1560-00-053-5118 ***************

              ITEM DESCRIPTION

PLATE,STRUCTURAL,AI

RIGHTS GUARD APPLIES

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN:  1560-00-053-5118

PART NUMBER:  65-15379-804

1.  PART MARK PER MIL-STD-130, METHOD PER

BAC5307.

2.  DELETE REFERENCE TO BAC5005.

3.  AFTER WELDING, -804 ASSY, HEAT TREAT PER

AMS2770 AND MIL-H-6088 TO T6 TEMPER.

4.  USE MIL-STD-2219 IN LIEU OF BAC5935.

5.  FINISH -804 ASSY AS FOLLOWS: CHEMICAL TREAT

TO MEET THE REQUIREMENTS OF MIL-C-5541, CLASS 1A

OR ANODIZE TO MEET THE REQUIREMENTS OF

MIL-A-8625, TYPE I, CLASS 1. APPLY ONE COAT OF

MIL-P-23377F, TYPE I, CLASS 2, ACCORDING TO

MANUFACTURER'S APPLICATION INSTRUCTIONS AND MIL-F-18264.

6.  USE WW-T-700 AND WW-T-700/6 IN LIEU OF

WW-T-789.

7.  DISREGARD WW-T-789 MATERIAL CALLOUT FOR

-6 PLATE. MAKE THE -6 PLATE FROM 6061-0 ALUMINUM

SHEET PER QQ-A-250 AND QQ-A-250/11.

8.  PART TO BE FURNISHED WITHOUT RIVET OR

FASTENER HOLES.

9.  REFERENCE PAGE 13, PARAGRAPH 5.1.2: USE

ISOPROPYL ALCOHOL PER TT-I-735 IN LIEU OF

0-T-620. (MIL-F-18264).

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 000535118-02351         BASIC DATE: 2002351AMEND NR:    AMEND DT: 2002351

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 65-15379                BASIC DATE: 1964366AMEND NR:  D AMEND DT: 1964366

TYPE 65-15379-804

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  FA

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1994231

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0002 *************** 1560-00-055-8811 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL COMPONENT,AIRCRAFT

RIGHTS GUARD APPLIES

"EXCEPTIONS"

SPECIAL INSTRUCTIONS FOR NSN:  1560-00-055-8811

PART NUMBER:  65-1769-4

DWG 65-1769 NOTES: 1,2,4 & 5

DWG 5-89562 NOTES: 2,3,& 5

1.  F-2.30 FINISH CODE DEFINED:

CHEMICAL TREAT TO MEET THE REQUIREMENTS OF

MIL-C-5541, CLASS 1A, OR ANODIZE TO MEET THE

REQUIREMENTS OF MIL-A-8625, TYPE 1, CLASS 1.

APPLY MIL-P-23377 TYPE 1, TO A DRY FILM

THICKNESS OF 0.0003 TO 0.0005 INCH ACCORDING TO

MIL-C-22751 AND MIL-F-18264.

2.  USE ANSIB46.1 IN LIEU OF BACD2097.

3.  USE BSS7015 IN LIEU OF BAC5405.

4.  OPTIONAL TO USE 7075-T6 FORGED BAR IN LIEU

OF 7075-T6 DIE FORGING. DELETE DRAFT ANGLES AS

SHOT-PEEN AS - FORGED SURFACES PER MIL-S-13165.

5.  DELETE REFERENCE TO DRAWING BAC5005.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 000558811-04097         BASIC DATE: 2004097AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5423                 BASIC DATE: 1998142AMEND NR:  W AMEND DT: 1998142

TYPE

81205 BAC5423                 BASIC DATE: 1999245AMEND NR:  W AMEND DT: 1999245

TYPE

81205 BMS7-186J               BASIC DATE: 1999118AMEND NR:  J AMEND DT: 1999118

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 5-89562                 BASIC DATE: 1976209AMEND NR:  F AMEND DT: 1976209

TYPE

81205 65-1769                 BASIC DATE: 1983220AMEND NR:  C AMEND DT: 1983220

TYPE

81205 65-1769                 BASIC DATE: 1960277AMEND NR:  C AMEND DT: 1960277

TYPE 65-1769-4

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004117

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0003 *************** 1560-00-325-1439 ***************
              ITEM DESCRIPTION

PLATE,STRUCTURAL,AIRCRAFT

"RIGHTS GUARD APPLIES"

"GOVERNMENT MYLAR APPLIES"

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

"EXCEPTIONS:"

SPECIAL INSTRUCTIONS FOR:

NSN 1560-00-325-1439, P/N 6-72093-3001 AND

NSN 1560-00-325-1507, P/N 6-72093-3002

1.  USE MIL-W-6858 IN LIEU OF BAC5003.

2.  USE 65-88700 IN LIEU OF BAC5005.

3.  FINISH CODE SRF-2.114 DEFINED: CHEMICAL

TREAT TO MEET THE REQUIREMENTS OF MIL-C-5541.

APPLY ONE COAT OF MIL-P-23377, TYPE 1, ACCORDING

TO MIL-C-22751 AND MIL-F-18264.

4.  USE QQ-A-250 AND QQ-A-250/5 IN LIEU OF

QQ-A-362.

5.  HEAT TREAT TO T42 IN LIEU OF T4.

6.  FINISH CODE F-2.10 DEFINED: APPLY NO FINISH,

EXCEPT TEMPORARY COATINGS MAY BE APPLIED AS

REQUIRED FOR PROTECTION DURING HANDLING,

TRANSPORTATION AND STORAGE ACCORDING TO BAC5034.

7.  USE BMS5-34 WITH BAC5010, TYPE 49.

8.  USE PART MARKING PER MIL-STD-130 METHOD PER

BAC5307.

9.  ADCN'S # 12 & 13 APPLY TO DRAWING 6-72093.

10. USE HEAT TREAT PER MIL-H-6088.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 003251439-02354         BASIC DATE: 2002354AMEND NR:    AMEND DT:

TYPE

81205 BAC1523                 BASIC DATE: 2000014AMEND NR:  V AMEND DT: 2000014

TYPE

81205 BAC5010                 BASIC DATE: 1998275AMEND NR:  W AMEND DT: 1998275

TYPE

81205 BAC5010                 BASIC DATE: 1998303AMEND NR:  W AMEND DT: 1998303

TYPE

81205 BAC5034                 BASIC DATE: 1993204AMEND NR:  M AMEND DT: 1993204

TYPE

81205 BAC5034                 BASIC DATE: 1999214AMEND NR:  M AMEND DT: 1999214

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5602                 BASIC DATE: 1969321AMEND NR: AF AMEND DT: 1969321

TYPE

81205 BAC5602                 BASIC DATE: 2001240AMEND NR: AF AMEND DT: 2001240

TYPE

81205 BAC5719                 BASIC DATE: 2000315AMEND NR:  W AMEND DT: 2000315

TYPE

81205 BAC5719                 BASIC DATE: 2002100AMEND NR:  W AMEND DT: 2002100

TYPE

81205 BAC5736                 BASIC DATE: 1988356AMEND NR:  R AMEND DT: 1988356

TYPE

81205 BAC5736                 BASIC DATE: 1998072AMEND NR:  R AMEND DT: 1998072

TYPE

81205 BAC5977                 BASIC DATE: 1992169AMEND NR:  N AMEND DT: 1992169

TYPE

81205 BAC5977                 BASIC DATE: 1995310AMEND NR:  N AMEND DT: 1995310

TYPE

81205 BMS10-11V               BASIC DATE: 1994187AMEND NR:  V AMEND DT: 1994187

TYPE

81205 BMS10-11V               BASIC DATE: 2001102AMEND NR:  G AMEND DT: 2001102

TYPE

81205 BMS5-126H               BASIC DATE: 1998152AMEND NR:  H AMEND DT: 1998152

TYPE

81205 BMS5-126H               BASIC DATE: 2001003AMEND NR:  B AMEND DT: 2001003

TYPE

81205 6-72093                 BASIC DATE: 1988339AMEND NR:  J AMEND DT: 1988339

TYPE 6-72093-3001

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  FA

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1993105

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0004 *************** 1560-00-326-9862 ***************

              ITEM DESCRIPTION

PLATE,STRUCTURAL

RIGHTS GUARD APPLIES

EXCEPTIONS TO DWG 3-95650:

1) USE 2024-T3 CLAD, QQ-A-250 AND QQ-A-250/5

T-3 TEMPER IN LIEU OF 2024-T3 CLAD QQ-A-362 T3.

2) USE MS21047L3 IN LIEU OF BAC-N10LA-A35.

3) USE MS20426 RIVET TO FASTEN NUT PLATE PER

BAC5004, BAC5004-1 AND BAC5049.

4) FINISH CODE F2.115 DEFINED: CHEMICAL TREAT

TO MEET THE REQUIREMENTS OF MIL-C-5541 CLASS 1A

OR ANODIZE TO MEET THE REQUIREMENTS OF MIL-A-

8625 TYPE 1 CLASS 1. APPLY ONE COAT OF MIL-P-

23377 TYPE 1 ACCORDING TO MANUFACTURES APPLICA-

TION INSTRUCTIONS AND MIL-F-18264.

5) DELETE REFERENCE TO BAC5005 AND NAS463.

6) PART MARK PER MIL-STD-130 METHOD PER BAC5307.

...END OF SPECIAL INSTRUCTIONS...

GOVERNMENT FURNISHED MYLAR

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 003269862-02207         BASIC DATE: 2002207AMEND NR:    AMEND DT: 2002207

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5004-1               BASIC DATE: 1986054AMEND NR:  L AMEND DT: 1986054

TYPE

81205 BAC5004-1               BASIC DATE: 1996113AMEND NR:  L AMEND DT: 1996113

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

82918 3-95650                 BASIC DATE: 1978143AMEND NR:  C AMEND DT: 1978143

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = D3 INTRMDT CONT QTY = AAA CONV DT = 1995116

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0005 *************** 1560-00-391-3227 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL

RIGHTS GUARD APPLIES

SPECIAL INSTRUCTIONS FOR NSN 1560-00-391-3227

DRAWING 66-3062 NOTES; 1-6,9

DRAWING 66-3059 NOTES; 1-5,7-9

1.PART MARK PER MIL-STD-130, METHOD PER BAC5307

2.SURFACE TEXTURE PER ASME B46.1 I/L/O BACD2097

3.DIMENSIONS AND TOLERANCES PER ASME Y14.5M

4.DELETE REFERENCE TO D2-5000 AND BAC5005

5.FINISH CODE F-2.10 DEFINED:APPLY ONLY

TEMPORARY COATING TO PROVIDE PROTECTION DURING

HANDLING, TRANSPORTATION AND STORAGE PER BAC5034

6.FINISH CODE SRF-2.30 DEFINED: CHEMICAL TREAT

PER MIL-C-5541, CLASS 1A OR ANODIZE TO MEET

MIL-A-8625, TYPE I, CLASS 1. APPLY ONE COAT OF

MIL-P-23377, TYPE I, CLASS C PRIMER PER THE

MANUFACTURERS APPLICATION INSTRUCTIONS AND

MIL-F-18264.

7.DIMENSION CONTROL OF FORGING PER BSS7015

I/L/O BAC5405

8.OPTIONAL TO DELETE RAISED LETTERING ON FORGING

9.MAJOR CHARACTERISTICS; GRAIN DIRECTION AND

COUNTER BORE DIMENSIONS.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

FORGING SOURCES

APPROVED FORGING SOURCES PER BOEING DOCUMENT

D2-4426 REV V

3M AULD

1209 N. 5TH ST.

P.O. BOX 8459

COLUMBUS, OH 43201                    70677

A B A INDUSTRIES INC.

10260 U.S. HIGHWAY 19 NORTH

PINELLAS PARK, FL 34290-9000

ALCOA

1600 HARVARD AVE.

CLEVELAND, OH 44105                   2A356

ALCOA-VERNON

5151 ALCOA AVE.

P.O. BOX 58407

LOS ANGELES, CA 90058

ALUMINUM FORGE CO.

502 E. ALTON ST.

SANTA ANA, CA 92707                   7T998

ALUMINUM PRECISION PRODUCTS INC.

2621 S. SUSAN ST.

SANTA ANA, CA 92704                   50502

ARCTURUS MFG

6001 ARCTURUS AVE.

OXNARD, CA 93033                      82149

BERGMAN MFG. CO.

1202 N. FIFTH

P.O. BOX 560

GARLAND, TX 75040                     2F604

CAMERON FORGE CO.

22301 HEMPSTEAD HWY

P.O. BOX 1212

HOUSTON, TX 77251-1212                10447

CANTON DROP FORGE

4575 SOUTHWAY ST., S.W.

P.O. BOX 6902

CANTON, OH 44706                      10591

CHEN-TECH INDUSTRIES INC.

10 AUTRY

IRVINE, CA 92714-4289                 61139

CONSOLIDATED INDUSTRIES

677 MIXVILLE RD.

CHESIRE, CT 06410                     96563

CONTINENTAL FORGE CO.

512 E. CARLIN ST.

COMPTON, CA 90222                     1H280

FANSTEEL CALIF. DROP FORGE

1033 ALHAMBRA AVE.

LOS ANGELES, CA 90012                 29784

INTERNATIONAL LIGHT METALS

19200 S. WESTERN AVE.

TORRANCE, CA 90509                    27610

INTERSTATE DROP FORGE

4051 N. 27TH ST.

MILWAUKEE, WI 53216                   85036

INTERSTATE S.W. FORGE CO.

P.O. BOX 1030

NAVOSTA, TX 77868                     52576

KAISER ALUMINUM AND CHEMICAL

1001 MCWANE

P.O. BOX 2398

OXNARD, CA 93030                      28317

KAISER ALUMINUM AND CHEMICAL

1015 E. 12TH ST.

ERIE, PA 16503                        28311

KROPP FORGE CO. DIVISION OF ANADITE

5301 W. ROSEVELT RD.

CHICAGO, IL 60650                     22618

LADISH CO.

5481 S. PACKARD AVE.

CUDAHY, WI 53110                      34646

LADISH PACIFIC DIVISION

3321 E. SLAUSON AVE.

BOX 58825

LOS ANGELES, CA  90058-3991           10633

PACIFIC FORGE INC.

10641 ETIWANDA AVE.

FONTANA, CA 92335                     07754

PARK DROP FORGE

777E. 79TH ST.

CLEVELAND, OH 44103                   77115

QUALITY ALUMINUM FORGE

430 W. COLLINS AVE.

ORANGE, CA 92667                      58635

SHULTZ STEEL CO.

5321 FIRESTONE BLVD

SOUTH GATE, CA 90280                  86985

STEEL IMPROVEMENT AND FORGE (SIFCO)

970 E. 64TH ST.

CLEVELAND, OH 44103-1694              78226

T AND W FORGE INC.

562 W. ELY ST.

ALLIANCE, OH 44601

W. PAT CROW FORGING INC.

200 LUXTON

P.O. BOX 1720

FT WORTH, TX 76101                    94790

WEBER METALS

16706 GARFIELD AVE.

PARAMOUNT, CA 90723                   5E579

WYMAN GORDON CO.

LYNCH RD.

DANVILLE, IL 61832

WYMAN GORDON CO.

105 MADISON ST.

WORCESTER, MA 01601                   79448

WYMAN GORDON CO.

WORCESTER ST.

NORTH GRAFTON, MA 01536               26968

...END OF APPROVED FORGING SOURCES...

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 003913227-04079         BASIC DATE: 2004079AMEND NR:    AMEND DT:

TYPE

81205 BACB10C                 BASIC DATE: 2002135AMEND NR: AR AMEND DT: 2002135

TYPE

81205 BAC5034                 BASIC DATE: 1993204AMEND NR:  M AMEND DT: 1993204

TYPE

81205 BAC5034                 BASIC DATE: 1999214AMEND NR:  M AMEND DT: 1999214

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5423                 BASIC DATE: 1998142AMEND NR:  W AMEND DT: 1998142

TYPE

81205 BAC5423                 BASIC DATE: 1999245AMEND NR:  W AMEND DT: 1999245

TYPE

81205 BAC5435                 BASIC DATE: 2001332AMEND NR:  V AMEND DT: 2001332

TYPE

81205 BAC5435                 BASIC DATE: 2001325AMEND NR:  V AMEND DT: 2001325

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 D-10875                 BASIC DATE: 1967248AMEND NR:  P AMEND DT: 1967248

TYPE

81205 66-3059                 BASIC DATE: 1961061AMEND NR:  C AMEND DT: 1961061

TYPE

81205 66-3062                 BASIC DATE: 1978058AMEND NR:  H AMEND DT: 1978058

TYPE 66-3062-11

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004217

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0006 *************** 1560-00-436-2409 ***************

              ITEM DESCRIPTION

RETAINER,RADIATION BARRIER

RIGHTS GUARD APPLIES

THE FOLLOWING EXCEPTIONS TO DWG 66-13193,REV"A"

APPLY:1)FINISH CODE F-1.10 DEFINED:APPLY TEMPORA

-RY COATINGS AS REQUIRED FOR PROTECTION DURING

HANDLING,TRANSPORTATION,& STORAGE.2)DELETE REFER

-ENCE TO BAC5005.3)PART MARKING PER MIL-STD-130,

METHOD PER BAC5307.

...END OF SPECIAL INSTRUCTIONS...

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 004362409-02235         BASIC DATE: 2002235AMEND NR:    AMEND DT:

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 BMS8-44F                BASIC DATE: 2000019AMEND NR:  F AMEND DT: 2000019

TYPE

81205 BMS8-44F                BASIC DATE: 2000019AMEND NR:    AMEND DT:

TYPE

81205 66-13193                BASIC DATE: 1962077AMEND NR:  A AMEND DT: 1962077

TYPE 66-13193-1

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = D3 INTRMDT CONT QTY = AAA CONV DT = 1991309

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0007 *************** 1560-00-574-9532 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL

BOEING CO (81205)

EXCEPTIONS

SPECIAL INSTRUCTIONS FOR NSN 1560-00-574-9532

DRAWING 9-55698 NOTES: 1-4,7-10,12,16

DRAWING 9-55697 NOTES: 5,6,8,11,13-15

1. PART MARKING PER MIL-STD-130 METHOD PER

BAC5307

2. SURFACE TEXTURE PER ASMEB46.1 IN LIEU OF

BACD2097.

3. DIMENSIONS AND TOLERANCES PER ASME Y14.5M.

4. DELETE REFERENCE TO BAC5005 AND D2-5000.

5. USE FINISH CODE F-2.10 I/L/O F-3.15.

6. FINISH CODE F-2.10 DEFINED: APPLY ONLY

TEMPORARY COATING AS REQUIRED FOR PROTECTION

DURING HANDLING, TRANSPORTATION AND STORAGE PER

BAC5034.

7. FINISH CODE F-12.40 DEFINED: APPLY WET

MIL-P-23377, TY I CL C PRIMER PER THE

MANUFACTURERS APPLICATION INSTRUCTIONS AND

MIL-F-18264 TO ALL AREAS OF THE HOLE INCLUDING

ANY COUNTERSINK, COUNTERBORE, OR OTHER RECESS,

AND IMMEDIATELY INSTALL FASTENER OR INSERT;

EXCEPT WHEN FASTENER IS INSTALLED INTO AN INSERT

OR OTHER LOCATION REQUIRING EASE OF REMOVAL OF

THE FASTENER THEN USE CORROSION PREVENTATIVE

COMPOUND MIL-C-11796, CLASS 3 INSTEAD OF PRIMER.

8. OPTIONAL TO DELETE RAISED LETTERING ON

CASTING.

9. NUT, CASTELLATED PER NASM310 I/L/O AN310.

10. PIN COTTER PER NASM24665 I/L/O AN380.

11. ALUMINUM CASTING MATERIAL PER MIL-A-21180

I/L/O QQ-M-56 MAGNESIUM.

12. WASHER PER NAS1197 I/L/O BACW10T-5161.

13. CASTING INSPECTION PER MIL-STD-2175 I/L/O

MIL-C-6021.

14. RADIOGRAPHIC INSPECTION PER ASTM E1742

I/L/O D-14841.

15. DIMENSION CONTROL OF CASTING PER BSS7015

I/L/O BAC5405.

...END OF SPECIAL INSTRUCTIONS...

ADDITIONAL EXCEPTION;16. PART IS TO BE FURNISHED

WITHOUT FASTENER OR RIVET HOLES.

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

TECH DATA PACKAGE AVAILABILITY:

AN UNRESTRICTED TECHNICAL DATA PACKAGE IS

AVAILABLE AT DSCR FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 005749532-03050         BASIC DATE: 2003050AMEND NR:    AMEND DT: 2003050

TYPE

81205 BACB10B                 BASIC DATE: 1999123AMEND NR: AE AMEND DT: 1999123

TYPE

81205 BAC5008                 BASIC DATE: 1993042AMEND NR:  R AMEND DT: 1993042

TYPE

81205 BAC5008                 BASIC DATE: 2001032AMEND NR:  R AMEND DT: 2001032

TYPE

81205 BAC5009                 BASIC DATE: 2002044AMEND NR:  P AMEND DT: 2002044

TYPE

81205 BAC5009                 BASIC DATE: 2002044AMEND NR:  P AMEND DT: 2002044

TYPE

81205 BAC5034                 BASIC DATE: 1993204AMEND NR:  M AMEND DT: 1993204

TYPE

81205 BAC5034                 BASIC DATE: 1999214AMEND NR:  M AMEND DT: 1999214

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5423                 BASIC DATE: 1998142AMEND NR:  W AMEND DT: 1998142

TYPE

81205 BAC5423                 BASIC DATE: 1999245AMEND NR:  W AMEND DT: 1999245

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT: 1989298

TYPE

81205 BSS7039                 BASIC DATE: 1999021AMEND NR:    AMEND DT: 1999021

TYPE

81205 9-55697                 BASIC DATE: 1987178AMEND NR:  B AMEND DT: 1987178

TYPE

81205 9-55698                 BASIC DATE: 1957365AMEND NR:  E AMEND DT: 1957365

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004124

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS

Line Item 0008 *************** 1560-00-674-3851 ***************

              ITEM DESCRIPTION

SEAL-COVE LIP DOOR,INBOARD

RIGHTS GUARD APPLIES

EXCEPTIONS TO DWG 69-23059: USE QQ-A-250 AND

QQ-A-250/5 IN LIEU OF QQ-A-362. USE MIL-H-6088

IN LIEU OF BAC5602. USE BAC5010, TYPE 79 IN LIEU

OF TYPE 42. USE BAC5010, TYPE 68 IN LIEU OF TYPE

45. USE BAC5010, TYPE 77 IN LIEU OF TYPE 46.

PART MARK PER MIL-STD-130 PER BAC5307. DELETE

.141-.151 DIA HOLES.DELETE REFERENCE TO BAC5005.

FINISH CODE SRF-2.115 DEFINED:CHEMICAL TREAT

I/A/W MIL-C-5541,CLASS 1A,OR ANODIZE I/A/W MIL-A

-8625,TYPE 1,CLASS 1.APPLY 1 COAT OF MIL-P-23377

TYPE 1,I/A/W MFR'S APPLICATION,& MIL-F-18264.

...END OF SPECIAL INSTRUCTIONS...

"GOVERNMENT FURNISHED MYLAR APPLIES"

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

DATA AVAILABILITY:

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 006743851-03156         BASIC DATE: 2003156AMEND NR:    AMEND DT:

TYPE

81205 BAC1521                 BASIC DATE: 1990250AMEND NR: AR AMEND DT: 1990250

TYPE

81205 BAC1521                 BASIC DATE: 1990250AMEND NR:  J AMEND DT: 1990250

TYPE

81205 BAC5010                 BASIC DATE: 1998275AMEND NR:  W AMEND DT: 1998275

TYPE

81205 BAC5010                 BASIC DATE: 1998303AMEND NR:  W AMEND DT: 1998303

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BMS1-57J                BASIC DATE: 2003051AMEND NR:  J AMEND DT: 2003051

TYPE

81205 BMS1-57J                BASIC DATE: 2003094AMEND NR:  A AMEND DT: 2003094

TYPE

81205 BMS5-30F                BASIC DATE: 1994126AMEND NR:  F AMEND DT: 1994126

TYPE

81205 BMS5-30F                BASIC DATE: 2001103AMEND NR:  B AMEND DT: 2001103

TYPE

81205 D2-5000                 BASIC DATE: 2002024AMEND NR: CG AMEND DT: 2002024

TYPE

81205 69-23059                BASIC DATE: 1974180AMEND NR:  D AMEND DT: 1974180

TYPE 69-23059-31

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004128

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0009 *************** 1560-00-676-6644 ***************

              ITEM DESCRIPTION

PLATE,STRUCTURAL,AI

RIGHTS GUARD APPLIES

EXCEPTIONS

SPECIAL INSTRUCTIONS FOR NSN 1560-00-676-6644

DRAWING 69-47055 NOTES: 1-12

1. PART MARKING PER MIL-STD-130 METHOD PER

BAC5307

2. SURFACE TEXTURE PER ASMEB46.1 IN LIEU OF

BACD2097.

3. DIMENSIONS AND TOLERANCES PER ASME Y14.5M.

4. DELETE REFERENCE TO BAC5005 AND D2-5000.

5. DELETE REFERENCE TO LOCATE TO MATCH 5-87421.

DRILL HOLES PER DRAWING DIMENSIONS.

6. 4130 STEEL PER AMS-S-6758 I/L/O MIL-S-6758.

7. FINISH CODE SRF-12.206 DEFINED: APPLY TWO

COATS OF MIL-PRF-23377 TYPE I CLASS C PER THE

MANUFACTURERS APPLICATION INSTRUCTIONS AND

MIL-F-18264.

8. MAGNETIC PARTICLE INSPECT PER ASTM E1444

I/L/O MIL-I-6868 (MIL-STD-1949) WITH THE

FOLLOWING ADDITIONAL REQUIREMENT:THE INTENSITY

OF VISIBLE LIGHT REFERRED TO IN PARA 5.7.1 IS TO

BE A MINIMUM OF 200FC.

9. FINISH CODE F-1.191 DEFINED: CADMIUM PLATE

PER QQ-P-416, TYPE I, CLASS 2. BAKE THREE HOURS

AT 375 DEGREES + OR 
 25F.

10. FINISH CODE F-12.42 DEFINED: INSTALL ANTI-

FRICTION (ROLLER ELEMENT) AND FRICTION (SLIDING

ELEMENT) BEARINGS WITH A THIN FILM OF

MIL-PRF-23827 GREASE APPLIED TO MATING SURFACE

OF GEARS AND HOUSING.

11. HEAT TREAT PER AMS-H-6875 I/L/O BAC5601.

12. MAJOR CHARACTERISTICS: BEFORE AND AFTER

PLATING DIMENSIONS, GRAIN DIRECTION.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 006766644-03169         BASIC DATE: 2003169AMEND NR:    AMEND DT:

TYPE

81205 69-47055 REV B          BASIC DATE: 1978093AMEND NR:    AMEND DT:

TYPE DWG P/N -2

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  FA

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1994083

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0010 *************** 1560-00-731-0571 ***************

              ITEM DESCRIPTION

PLATE,STRUCTURAL,AIRCRAFT

"RIGHTS GUARD APPLIES"

"EXCEPTIONS"

1)USE 2024-T3 PER QQ-A-200 AND QQ-A-200/3, T3

TEMPER IN LIEU OF 2024-T4 PER QQ-A-267, T4 TEMP.

2)FINISH CODE F2.21 DEFINED: CHEMICAL TREAT

ACCORDING TO MIL-C-5541 CLASSS 1A. 3) FINISH

CODE F12.20 DEFINED: APPLY ONE COAT MIL-P-23377

TYPE I, ACCORDING TO MANUFACTURERS APPLICATION

INSTRUCTIONS AND MIL-F-18264. 4)DELETE REFERENCE

TO BAC5005. 5)PART MARK PER MIL-STD-130 METHOD

PER BAC5307.

...END OF SPECIAL INSTRUCTIONS...

IDENTIFY TO:

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 007310571-03134         BASIC DATE: 2003134AMEND NR:    AMEND DT:

TYPE

20566 ST200                   BASIC DATE: 1962335AMEND NR:    AMEND DT:

TYPE

81205 BAC1505-11              BASIC DATE: 1991039AMEND NR: AW AMEND DT: 1991039

TYPE

81205 BAC1523                 BASIC DATE: 2000014AMEND NR:  V AMEND DT: 2000014

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 6-83671                 BASIC DATE: 1974337AMEND NR:  E AMEND DT: 1974337

TYPE

81205 6-83671                 BASIC DATE: 1961179AMEND NR:  E AMEND DT: 1961179

TYPE 6-83671-3

82918 D6-5878                 BASIC DATE: 1979004AMEND NR:  B AMEND DT: 1979004

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  FA

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1992142

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0011 *************** 1560-00-852-4169 ***************

              ITEM DESCRIPTION

SUPPORT STRUCTURAL

RIGHTS GUARD APPLIES

SPECIAL INSTRUCTIONS FOR NSN 1560-00-852-4169

DWG 69-34502 NOTES: 1-4,9,10

DWG 66-22257 NOTES: 1-8

1.PART MARK PER MIL-STD-130, METHOD PER BAC5307

2.SURFACE TEXTURE PER ASME B46.1 I/L/O BACD2097

3.DIMENSIONS AND TOLERANCES PER ASME Y14.5M

4.DELETE REFERENCE TO BAC5005 AND D2-5000

5.2024 ALUMINUM PER AMS-QQ-A-250/5 I/L/O

QQ-A-362

6.HEAT TREAT PER AMS2770 AND AMS-H-6088

7.FINISH CODE F-2.115 DEFINED: CHEMICAL TREAT

TO MEET MIL-C-5541, CLASS 1A OR ANODIZE TO

MEET MIL-A-8625, TYPE I, CLASS I. APPLY

MIL-PRF-23377, TYPE I, CLASS C TO A DRY FILM

THICKNESS PER THE MFR'S APPLICATION INSTRUCTIONS

AND MIL-F-18264.

8.FINISH CODE SRF-12.63 DEFINED: APPLY ONE COAT

OF BMS 10-11, TY II, FED-STD-595 COLOR 26493

PER BAC5736

9.RIVETS PER NASM20426 I/L/O MS20426

10.RIVETS PER NASM20470 I/L/O MS20470

...END OF SPECIAL INSTRUCTIONS...

GOVERNMENT FURNISHED MYLAR

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 008524169-01312         BASIC DATE: 2001312AMEND NR:    AMEND DT:

TYPE

81205 BACD2074                BASIC DATE: 2001064AMEND NR: AF AMEND DT: 2001064

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5004-1               BASIC DATE: 1986054AMEND NR:  L AMEND DT: 1986054

TYPE

81205 BAC5004-1               BASIC DATE: 1996113AMEND NR:  L AMEND DT: 1996113

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 BAC5736                 BASIC DATE: 1988356AMEND NR:  R AMEND DT: 1988356

TYPE

81205 BAC5736                 BASIC DATE: 1998072AMEND NR:  R AMEND DT: 1998072

TYPE

81205 BMS10-11V               BASIC DATE: 1994187AMEND NR:  V AMEND DT: 1994187

TYPE

81205 BMS10-11V               BASIC DATE: 1999004AMEND NR:  F AMEND DT: 1999004

TYPE

81205 66-22257                BASIC DATE: 2000088AMEND NR:  C AMEND DT: 2000088

TYPE

81205 69-34502                BASIC DATE: 1965088AMEND NR:  B AMEND DT: 1965088

TYPE

81205 69-34502                BASIC DATE: 1978060AMEND NR:  B AMEND DT: 1978060

TYPE 69-34502-2

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1996358

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0012 *************** 1560-00-859-9708 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN: 1560-00-859-9708

PART NUMBER: 69-2978

DWG 69-2978 (NOTES: 1 THRU 7;10 THRU 14).

DWG 9-66862 (NOTES: 7 THRU 10).

1.  DELETE REFERENCE TO BAC5005.

2.  USE MIL-H-6875 IN LIEU OF BAC5601.

3.  USE ANSIB46.1 IN LIEU OF BACD2097.

4.  USE MIL-STD-1949 AND ANY ADDITIONAL

REQUIREMENTS IDENTIFIED IN ENGINEERING NOTE 13

IN LIEU OF MIL-I-6868. ACCEPT/REJECT CRITERIA AS

STATED IN ENGINEERING NOTE 14.

5.  PART MARK PER MIL-STD-130, METHOD PER

BAC5307.

6.  FINISH CODE F-1.20 DEFINED: CADMIUM PLATE

PER QQ-P-416, TYPE II, CLASS 2.

7.  FINISH CODE F-1.10 DEFINED: APPLY TEMPORARY

COATINGS AS REQUIRED FOR PROTECTION DURING

HANDLING, TRANSPORTATION AND STORAGE.

8.  USE BAC5482 IN LIEU OF BAC5405.

9.  OPTIONAL TO DELETE RAISED LETTERING.

10. OPTIONAL TO MACHINE FROM FORGED BLOCK, 4130

STEEL PER MIL-S-6758. MINIMUM BLOCK DIMENSIONS

SHALL BE 2.30 X 3.00 X 4.10.

11. PART TO BE FURNISHED WITHOUT HOLE LOCATION

FOR 5/16 DIA BOLT.

12. MAJOR CHARACTERISTIC:

A.  .3112, .3112-/+.3122 DIA HOLE THRU.

13. USE MIL-STD-1949 WITH THESE ADDITIONAL

REQUIREMENTS:

A.  REPLACE PARAGARAPH 4.10.3 WITH "THE

CONCENTRATION OF PARTICLES IN THE TEST BATH

SHALL BE AS SPECIFIED IN THE WRITTEN PROCEDURE,

BUT IN NO CASE OUTSIDE THE RANGE OF 0.15 ML TO

0.25 ML IN A 100 ML BATH SAMPLE FOR FLUORESCENT

PARTICLES AND 1.5 TO 2.4 ML IN A 100 BATH ML

BATH SAMPLE FOR NON-FLUORESCENT PARTICLES.

FLUORESCENT PARTICLES AND NON-FLUORESCENT

PARTICLES SHALL NOT BE USED TOGETHER."

B.  THE WATER BREAK TEST (PARAGRAPH 4.10.4 SHALL

REQUIRE VERIFICATION ONCE PER WEEK IN LIEU OF

ONCE A MONTH (AS LISTED IN TABLE 11).

C.  THE INSPECTION PROCESS IS TO BE FLUORESCENT,

WET CONTINUOUS, DIRECT CURRENT.

14. ACCEPT/REJECT CRITERIA FOR MAGNETIC PARTICLE

INSPECTION FOR FERROUS ALLOYS (NON-CRES) OF LESS

THAN 180 KSI.

A.  INDICATIONS OF MATERIAL DISCONTINUITIES

CAUSED BY OR REVEALED BY ANY PROCESSING STEP ARE

NOT ACCEPTABLE. EXAMPLES OF DISCONTINUITIES ARE:

CRACKS, LAPS, COLD SHUTS, LAMINATIONS, SEAMS,

TEARS, BLOWHOLES, FLAKES, FORGING BURSTS,

INTRUDED SCALE, LINEAR POROSITY, PIPES,

CORROSION PITS, CRAZING, GALLING. EXAMPLES OF

PROCESSING STEPS INCLUDE: CASTING, FORGING,

FORMING, GRINDING, HEAT TREATMENT, PLATING,

WELDING, MACHINING, STRAIGHTENING.

B.  INDICATIONS OF ANY LENGTH THAT EXTEND OVER

OR INTO AN EDGE, CHAMFER, CORNER, RADIUS, FILLET

OR HOLE ARE CAUSE FOR REJECTION.

C.  DELETED.

D.  PARTS EXHIBITING ARC MARKS ARE NOT

ACCEPTABLE.

E.  THE AGGREGATE LENGTH OF INDICATIONS CAUSED

BY INCLUSIONS AND ALLOY OR METALLIC PHASE

SEGREGATIONS SHALL NOT EXCEED 1.5 INCHES IN ANY

3X3 INCH AREA.

...END OF SPECIAL INSTRUCTIONS...

EXTRA EXCEPTION: BAC5482 OBSOLETE REPLACED BY

BSS7015.

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 008599708-03248         BASIC DATE: 2003248AMEND NR:    AMEND DT:

TYPE

81205 BAC5009                 BASIC DATE: 2002044AMEND NR:  P AMEND DT: 2002044

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 69-2978                 BASIC DATE: 1956319AMEND NR:    AMEND DT:

TYPE

81205 9-66862                 BASIC DATE: 1958266AMEND NR:  C AMEND DT: 1958266

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  FA

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 1994144

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0013 *************** 1560-01-004-1786 ***************

              ITEM DESCRIPTION

FORMER,AIRCRAFT

BOEING CO (81205)

EXCEPTIONS: 1)USE ANSIB46.1 ILO BACD2097.

2)PART MARKING PER MIL-STD-130 METHOD PER

MIL-STD-130. 3)USE  L-P-509 TY II GR LE ILO MIL-

P-79 TY FBE.

...END OF EXCEPTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TDP AVAILABLITY:

AN UNRESTRICTED TECHNICAL DATA PACKAGE IS

AVAILABLE AT DSCR FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010041786-04099         BASIC DATE: 2004099AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 3-84438                 BASIC DATE: 1961116AMEND NR:  E AMEND DT: 1961116

TYPE 3-84438

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = XX WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = XX LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1997147

PACK CODE = Z PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

CONTRACTOR TO PACKAGE IAW

ATA 300 OR ASTM-D-3951-95

WITH MIL-STD-129 MARKINGS

INCLUDED.

Line Item 0014 *************** 1560-01-020-4162 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN 1560-01-020-4162

DRAWING 65-13348 (NOTES: 1-6, 8,10)

DRAWING 65-27303 (NOTES: 4,7,9,11)

1.  SRF-2.30 FINISH CODE DEFINED:  CHEMICAL

TREAT TO MEET THE REQUIREMENTS OF MIL-C-5541,

CLASS 1A, OR ANODIZE ACCORDING TO MIL-A-8625,

TYPE I, CLASS 1.  APPLY ONE COAT OF MIL-P-23377,

TYPE 1 ACCORDING TO MIL-C-22751 AND MIL-F-18264.

2.  F-2.10 FINISH CODE DEFINED:  APPLY NO FINISH

EXCEPT TEMPORARY COATINGS MAY BE APPLIED AS

REQUIRED FOR PROTECTION DURING HANDLING,

TRANSPORTATION AND STORAGE ACCORDING TO BAC5034.

3.  BACD-10875 SHOULD READ D-10875.

4.  USE ASNIB46.1 IN LIEU OF BACD2097.

5.  USE MIL-G-23827 IN LIEU OF BAC5008, TYPE 2

OR MIL-G-7118.

6.  DELETE REFERENCE TO BOEING FORGING IN ZONE

C5 OF THE DRAWING.

7.  F-4.202 FINISH CODE DEFINED:  CADMIUM PLATE

TO A THICKNESS OF 0.0002 TO 0.0004 INCH TO MEET

THE REQUIREMENTS OF QQ-P-416, TYPE I, CLASS 3.

8.  PART MARK PER MIL-STD-130 METHOD PER

BAC5307.

9.  DRAWING 65-13348-3 MAJOR CHARACTERISTICS:

A.  GRAIN DIRECTION OF FORGING 65-13348-2.

B.  ACCEPTABLE FREEDOM FROM SURFACE DEFECTS OF

FINISHED PART 65-13348-1 AS DETERMINED BY

MIL-I-6866 AND AS-3071.

C.  0.9985/+.9995/-.9985 DIAMETER BUSHING

INSTALLATION HOLES IN THE ATTACHMENT TANGS.

D.  0.8735/+.8763/-.8735 BUSHING INSIDE

DIAMETERS AFTER INSTALLATION AND MACHINING.

E.  3.147/+3.150/-3.147 DIMENSION MEASURED FROM

MACHINING REFERENCE PLANE C (SEE DRAWING ZONE

D2).

F.  2.268/+.2.268/-2.265 DIMENSION MEASURED FROM

MACHINING REFERENCE PLANE C (SEE DRAWING ZONE

D2).

10.  DRAWING 65-27303-11 AND 12 MAJOR

CHARACTERISTIC:  OUTSIDE DIAMETERS BEFORE AND

AFTER PLATING.

11.  NOTES AND SPECIFICATIONS:

A.  USE MIL-I-6866 IN LIEU OF BAC5423.

ACCEPTANCE CRITERIA PER AS3071 IN LIEU OF

BAC5423.

B.  ALUMINUM ALLOY FORGINGS 7075-T6.

C.  RODS, BARS AND FORGINGS - ALUMINUM BRONZE.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

TECHNICAL DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010204162-02248         BASIC DATE: 2002248AMEND NR:    AMEND DT:

TYPE

81205 BAC5008                 BASIC DATE: 1993042AMEND NR:  R AMEND DT: 1993042

TYPE

81205 BAC5008                 BASIC DATE: 2001032AMEND NR:  R AMEND DT: 2001032

TYPE

81205 BAC5034                 BASIC DATE: 1993204AMEND NR:  M AMEND DT: 1993204

TYPE

81205 BAC5034                 BASIC DATE: 1999214AMEND NR:  M AMEND DT: 1999214

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 BAC5423                 BASIC DATE: 1998142AMEND NR:  W AMEND DT: 1998142

TYPE

81205 BAC5423                 BASIC DATE: 1999245AMEND NR:  W AMEND DT: 1999245

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 65-13348                BASIC DATE: 1997008AMEND NR:  C AMEND DT: 1997008

TYPE

81205 65-13348                BASIC DATE: 1939001AMEND NR:  C AMEND DT: 1939001

TYPE 65-13348-3

81205 65-27303                BASIC DATE: 1977294AMEND NR:  C AMEND DT: 1977294

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004141

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0015 *************** 1560-01-021-5500 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL

RIGHTS GUARD APPLIES

THE FOLLOWING EXCEPTIONS APPLY:1) PART MARK PER

MIL-STD-130 METHOD PR AS478-30 ILO BAC5307.

2)DEL REF TO BAC5005 AND D2-5000. 3)SURFACE

ROUGHNESS PER ASMEB46.1 ILO BACD2097. 4)FINISH

CODE F-1.1927 DEFINED: CADMIUM PLATE TO MEET THE

REQUIREMENTS OF QQ-P-416, TYPE II, CLASS 3. BAKE

5 TO 8 HOURS MINIMUM AT 275 DEGREES PLUS OR

MINUS 25F. 5)DEL REF TO "LOCATE TOMATCH 65-

19489". 6)USE AMS6484 ILO MIL-S-5000. 7)USE

MIL-H-6875 ILO BAC5617. 8)MAJOR CHARACTERISTICS:

3.299/+3.301/TO -3.299 DIAMETER.

9)FINISH CODE SRF-12.206 DEFINED: APPLY TWO

COATS EPOXY PRIMER MIL-P-23377 IN ACCORDANCE

WITH MIL-F-18264 AND MANUFACTURERS APPLICATION

INSTRUCTIONS.

...END OF EXCEPTIONS...

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECHNICAL DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010215500-04009         BASIC DATE: 2004009AMEND NR:    AMEND DT:

TYPE

81205 BAC5424                 BASIC DATE: 1983115AMEND NR:  U AMEND DT: 1983115

TYPE

81205 BAC5424                 BASIC DATE: 1999245AMEND NR:  U AMEND DT: 1999245

TYPE

81205 69-15401                BASIC DATE: 1978150AMEND NR:  C AMEND DT: 1978150

TYPE 69-15401-3

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = XX WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = XX LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1999140

PACK CODE = Z PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

CONTRACTOR TO PACKAGE IAW

ATA 300 OR ASTM-D-3951-95

WITH MIL-STD-129 MARKINGS

INCLUDED.

Line Item 0016 *************** 1560-01-027-1682 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL

RIGHTS GUARD APPLIES

SPECIAL INSTRUCTIONS FOR NSN 1560-01-027-1682

1.FINISH CODE SRF-2.30 DEFINED; CHEMICAL TREAT

TO MEET THE REQUIREMENTS OF MIL-C-5541, CL 1A

OR ANODIZE ACCORDING TO MIL-A-8625, TY 1 CL 1.

APPLY ONE COAT OF MIL-P-23377, TY 1 ACCORDING

TO THE MANUFACTURERS APPLICATION INSTRUCTIONS

AND MIL-F-18264.

2.USE ASTM E1417 IN LIEU OF BAC5423.

3.SURFACE ROUGHNESS PER ANSIB46.1 IN LIEU OF

BACD2097.

4.PART MARK PER MIL-STD-130, METHOD PER BAC5307

5.DELETE REFERENCE TO BAC 5005

6.FINISH CODE F-2.10 DEFINED; APPLY NO FINISH,

EXCEPT TEMPORARY COATINGS FOR PROTECTION

DURING HANDLING, TRANSPORTATION AND STORAGE TO

BAC5034, TYPE 111, CLASS 2, GRADE A

7. USE BSS7017 IN LIEU OF BAC5482

8.DELETE THE WORD "BOEING" FROM FORGING

PART MARKINGS.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010271682-04112         BASIC DATE: 2004112AMEND NR:    AMEND DT:

TYPE

81205 BAC5034                 BASIC DATE: 1993204AMEND NR:  M AMEND DT: 1993204

TYPE

81205 BAC5034                 BASIC DATE: 1999214AMEND NR:  M AMEND DT: 1999214

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BMS7-186J               BASIC DATE: 1999118AMEND NR:  J AMEND DT: 1999118

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 D-10875                 BASIC DATE: 1967248AMEND NR:  P AMEND DT: 1967248

TYPE

81205 65-6384                 BASIC DATE: 1986077AMEND NR:  B AMEND DT: 1986077

TYPE

81205 65-6385                 BASIC DATE: 1939001AMEND NR:  C AMEND DT: 1939001

TYPE

81205 65-6385                 BASIC DATE: 1978107AMEND NR:  C AMEND DT: 1978107

TYPE 65-6385-3

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1998166

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0017 *************** 1560-01-037-8401 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL COMPONENT,AIRCRAFT

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN 1560-01-037-8401

DRAWING 6-68450

1.  USE ALUM ALLOY 7075-T6 EXTRUDED PER QQ-A-200

AND QQ-A-200/11 T6 TEMP IN LIEU OF 7075-T6 EXTR

QQ-A-277 T6 TEMP.

2.  USE MIL-G-23827 IN LIEU OF BAC5008 TYPE I

APPLY GREASE PER BAC5008.

3.  FINISH CODE SRF-2.30 DEFINED:  CHEMICAL

TREAT TO MEET THE REQUIREMENTS OF MIL-C-5541,

CLASS 1A OR ANODIZE ACCORDING TO MIL-A-8625

TYPE IB, CLASS 1.  APPLY ONE COAT OF MIL-P-23377

TYPE I ACCORDING TO MIL-C-22751 AND MIL-F-18264.

4.  FINISH CODE F-12.42 DEFINED:  INSTALL

ANTI-FRICTION (ROLLING ELEMENT) AND FRICTION

(SLIDING ELEMENT) BEARING WITH A THIN FILM OF

MIL-G-23827 GREASE APPLIED TO MATING SURFACE OF

BEARING AND HOUSING ACCORDING TO BAC5008.

5.  SURFACE ROUGHNESS PER ANSIB46.1 IN LIEU OF

BACD2097.

6.  PART MARK PER MIL-STD-130 METHOD PER

BAC5307.

7.  DELETE REFERENCE TO BAC5005.

8.  DELETE TO MATCH 9-60365, 9-60366, 69-1353.

LOCATE HOLES PER DRAWING DIMENSIONS.

9.  USE NAS516-1A IN LIEU OF NAS516.1.

10. OPTIONAL TO USE MS28914-5C IN LIEU OF

BACB10C78Y.

11. MAJOR CHARACTERISTICS:

A.  1.5609/+1.5617/-1.5609 DIA HOLE.

B.  REAM .1250/+.1235/-.1250 DIA.

C.  .2495/+.2505/-.2495 DIA HOLE (2 PLACES).

...END OF SPECIAL INSTRUCTIONS...

ADDITIONAL EXCEPTION:

BACB10C78Y IS INACTIVE FOR DESIGN & PROCUREMENT

PER ENGINEERING:USE BEARING P/N MS28914-5C

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010378401-03302         BASIC DATE: 2003302AMEND NR:    AMEND DT: 2003302

TYPE

81205 BAC1520                 BASIC DATE: 2000118AMEND NR: AM AMEND DT: 2000118

TYPE

81205 BAC1520                 BASIC DATE: 1985025AMEND NR: AD AMEND DT: 1985025

TYPE

81205 BAC5008                 BASIC DATE: 2001032AMEND NR:  R AMEND DT: 2001032

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5435                 BASIC DATE: 2001332AMEND NR:  V AMEND DT: 2001332

TYPE

81205 BAC5435                 BASIC DATE: 2001325AMEND NR:  V AMEND DT: 2001325

TYPE

82918 ST932                   BASIC DATE: 1975052AMEND NR:  G AMEND DT: 1975052

TYPE

82918 ST932-R                 BASIC DATE: 1986104AMEND NR:  K AMEND DT: 1986104

TYPE

82918 6-68450                 BASIC DATE: 1989025AMEND NR:  F AMEND DT: 1989025

TYPE

82918 6-68450                 BASIC DATE: 1986350AMEND NR:  F AMEND DT: 1986350

TYPE 6-68450-3000

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004142

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0018 *************** 1560-01-039-9205 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL

RIGHTS GUARD APPLIES

SPECIAL INSTRUCTIONS FOR NSN 1560-01-039-9205

DWG 65-6428 NOTES: 1-5,8

DWG 5-89562 NOTES: 1-4, 6,7

1.PART MARK PER MIL-STD-130, MEHTOD PER BAC5307

2.SURFACE TEXTURE PER ASME B46.1 I/L/O BACD2097

3.DIMENSIONS AND TOLERANCES PER ASME Y14.5M

4.DELETE REFERENCE TO BAC5005 AND D2-5000

5.FINISH CODE F-2.30 DEFINED: CHEMICAL TREAT TO

MIL-C-5541, CLASS 1A OR ANODIZE TO MEET

MIL-A-8625, TYPE I, CLASS 1. APPLY ONE COAT OF

MIL-P-23377, TYPE I, CLASS C PER THE MFR'S

APPLICATION INSTRUCTIONS AND MIL-F-18264.

6.DIMENSION CONTROL OF FORGING PER BSS7015

I/L/O BAC5405.

7.OPTIONAL TO DELETE RAISED LETTERING ON FORGING

8.MAJOR CHARACTERISTICS: 4 PLACE DIAMETER

DIMENSIONS.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010399205-03255         BASIC DATE: 2003255AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5423                 BASIC DATE: 1998142AMEND NR:  W AMEND DT: 1998142

TYPE

81205 BAC5423                 BASIC DATE: 1999245AMEND NR:  W AMEND DT: 1999245

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 D-10875                 BASIC DATE: 1967248AMEND NR:  P AMEND DT: 1967248

TYPE

81205 5-89562                 BASIC DATE: 1976209AMEND NR:  F AMEND DT: 1976209

TYPE

81205 65-6428                 BASIC DATE: 1964310AMEND NR:  D AMEND DT: 1964310

TYPE 65-6428-2

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004145

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0019 *************** 1560-01-068-7962 ***************

              ITEM DESCRIPTION

FITTING,STRUCTUAL C

RIGHTS GUARD APPLIES

THE FOLLOWING SPECIAL INSTRUCTIONS APPLY: 1)PART

MARKING PER MIL-STD-130, METHOD PER BAC5307. 2)

SURFACE TEXTURE PER ASMEB46.1 ILO BACD2097. 3)

DIM & TOL PER ASMEY14.5M ILO ANSIY14.5. 4)FIN

CODE SRF-1.285 DEF: CADMIUM PLATE TO MEET THE

REQMTS OF AMS-QQ-P-416, TY II, CL 2. BAKE 3 HRS.

MIN AT 375, PLUS OR MINUS 25F. APPLY ONE COAT OF

BMS10-11, TY I, ACCORDING TO BAC5736. 6)HEAT

TREAT PER AMS-H-6875 ILO BAC5617 & MIL-H-6875.

7)4140 STEEL PER AMS6382 ILO MIL-S-5626.

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECHNICAL DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010687962-01129         BASIC DATE: 2001129AMEND NR:    AMEND DT:

TYPE

81205 BACD2023                BASIC DATE: 1989254AMEND NR:  B AMEND DT: 1989254

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 BAC5736                 BASIC DATE: 1988356AMEND NR:  R AMEND DT: 1988356

TYPE

81205 BAC5736                 BASIC DATE: 1998072AMEND NR:  R AMEND DT: 1998072

TYPE

81205 BMS10-11V               BASIC DATE: 1994187AMEND NR:  V AMEND DT: 1994187

TYPE

81205 BMS10-11V               BASIC DATE: 1999004AMEND NR:  F AMEND DT: 1999004

TYPE

81205 69-17017                BASIC DATE: 1983251AMEND NR:  B AMEND DT: 1983251

TYPE 69-17017-1

81205 69-17017                BASIC DATE: 1983300AMEND NR:    AMEND DT:

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 2001130

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0020 *************** 1560-01-108-1295 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL

EXCEPTIONS TO DWG 204-70011 REV D

1.PART MARK PER MIL-STD-130, METHOD PER BAC5307

2.SURFACE TEXTURE PER ASME B46.1 I/L/O BACD2097

3.DIMENSIONS AND TOLERANCES PER ASME Y14.5M

4.DELETE REFERENCE TO D2-5000 AND BAC5005

5.FINISH CODE SRF-2.30 DEFINED: CHEMICAL TREAT

TO MEET AMS-C-5541 CLASS 1A OR ANODIZE PER

AMS-A-8625, TYPE I CLASS 1. APPLY ONE COAT OF

MIL-PRF-23377 TYPE I CLASS C PRIMER PER THE

MFR'S APPLICATION INSTRUCTIONS & MIL-F-18264.

6.2024 CLAD ALUMINUM PER AMS-QQ-A-250/5 I/L/O

QQ-A-250/5

7.HEAT TREAT ALUMINUM PER AMS2770 & AMS-H-6088

I/L/O BAC5602 AND MIL-H-6088

8.PART TO BE FURNISHED WITHOUT FASTENER OR

RIVET HOLES.

...END OF SPECIAL INSTRUCTIONS...

GOVERNMENT FURNISHED MYLARS

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 011081295-03226         BASIC DATE: 2003226AMEND NR:    AMEND DT: 2003226

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 204-70011               BASIC DATE: 1984160AMEND NR:  D AMEND DT: 1984160

TYPE 204-70011-20

81205 204-70011               BASIC DATE: 1939001AMEND NR:  D AMEND DT: 1939001

TYPE

81205 204-70011               BASIC DATE: 1988140AMEND NR:  F AMEND DT: 1988140

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004147

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0021 *************** 1560-01-131-6134 ***************

              ITEM DESCRIPTION

FITTING,STRUCTUAL C

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN: 1560-01-131-6134

DWG 65-23375 (NOTES: 1-13)

1.  PART MARKING PER MIL-STD-130, METHOD PER

BAC5307.

2. SURFACE TEXTURE PER ASMEB46.1 IN LIEU OF

BACD2097.

3.  DIMENSIONING AND TOLERANCING PER ASMEY14.5M

IN LIEU OF MIL-STD-8.

4.  DELETE REFERENCE TO BAC5005 AND D2-5000.

5.  FINISH CODE F-2.10 DEFINED: APPLY ONLY

TEMPORARY COATING TO PROVIDE PROTECTION DURING

HANDLING, TRANSPORTATION AND STORAGE ACCORDING

TO BAC5034.

6.  HEAT TREAT ALUMINUM PER AMS2770 AND

AMS-H-6088 IN LIEU OF BAC5602 AND MIL-H-6088.

7.  BAC-D-10875 SHOULD READ D-10875.

8.  FINISH CODE SRF-2.30 DEFINED: CHEMICAL TREAT

TO MEET THE REQUIREMENTS OF MIL-C-5541, CLASS

1A, OR ANODIZE ACCORDING TO MIL-A-8625, TYPE I,

CLASS 1. APPLY ONE COAT MIL-PRF-23377, TYPE I,

CLASS C PRIMER ACCORDING TO MANUFACTURERS

APPLICATION INSTRUCTIONS AND MIL-F-18264.

9.  FINISH CODE SRF-12.207 DEFINED: APPLY ONE

COAT OF MIL-PRF-23377, TYPE I, CLASS C,

ACCORDING TO MANUFACTURERS APPLICATION

INSTRUCTIONS AND MIL-F-18264, TO EACH FAYING

SURFACE OR TO THE SURFACE INDICATED. OVERSPRAY

ONTO ADJACENT SURFACES IS PERMITTED.

10. OPTIONAL TO DELETE RAISED LETTERING FROM

FORGING.

11. PART TO BE FURNISHED WITHOUT RIVET HOLES.

12. OPTIONAL 7075-T73 EXTRUDED BAR PER

AMS-QQ-A-200A AND AMS-QQ-A-200/11 IN LIEU OF

BMS7-180.

13. MAJOR CHARACTERISTIC: FOUR PLACE DIMENSION.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECHNICAL DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 011316134-04208         BASIC DATE: 2004208AMEND NR:    AMEND DT:

TYPE

81205 BACB10M                 BASIC DATE: 1997169AMEND NR:  L AMEND DT: 1997169

TYPE

81205 BAC5034                 BASIC DATE: 1993204AMEND NR:  M AMEND DT: 1993204

TYPE

81205 BAC5034                 BASIC DATE: 1999214AMEND NR:  M AMEND DT: 1999214

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 BAC5423                 BASIC DATE: 1998142AMEND NR:  W AMEND DT: 1998142

TYPE

81205 BAC5423                 BASIC DATE: 1999245AMEND NR:  W AMEND DT: 1999245

TYPE

81205 BAC5435                 BASIC DATE: 2001332AMEND NR:  U AMEND DT: 2001332

TYPE

81205 BAC5435                 BASIC DATE: 1999223AMEND NR:  U AMEND DT: 1999223

TYPE

81205 BAC5439                 BASIC DATE: 1987265AMEND NR:  H AMEND DT: 1987265

TYPE

81205 BAC5439                 BASIC DATE: 1987042AMEND NR:  H AMEND DT: 1987042

TYPE

81205 BAC5730                 BASIC DATE: 1999224AMEND NR:  N AMEND DT: 1999224

TYPE

81205 BAC5730                 BASIC DATE: 1999208AMEND NR:  N AMEND DT: 1999208

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 D-10875                 BASIC DATE: 1967248AMEND NR:  P AMEND DT: 1967248

TYPE

81205 65-23375                BASIC DATE: 1984333AMEND NR:  D AMEND DT: 1984333

TYPE 65-23375-5

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004147

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0022 *************** 1560-01-144-4985 ***************

              ITEM DESCRIPTION

SUPPORT, STRUCTURAL COMPONENT, AIRCRAFT

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN:  1560-01-144-4985

PART NUMBER:  5-97088

1.  INSPECT CASTINGS PER LATEST REVISION OF

MIL-C-6021, CLASS 4, GRADE D.

2.  USE ANSIB46.1 IN LIEU OF BACD2097.

3.  USE BAC5811 AND BMS3-8 IN LIEU OF BMS3-3.

4.  USE BAC5482 IN LIEU OF BAC5405.

5.  OPTIONAL TO USE 6061-T6 ALUM PER

QQ-A-200/8 OR QQ-A-225/8 IN LIEU OF 356-T6

ALUMINUM.

6.  PART MARK PER MIL-STD-130 METHOD PER

BAC5307.

7.  USE 32-2727 IN LIEU OF BAC5005.

8.  USE BAC5591 IN LIEU OF BAC5500.

...END OF SPECIAL INSTRUCTIONS...

DELETE REFERENCE TO 32-2727 AND BAC5005.

CORRECTION TO 4. ABOVE IS: 4. USE BSS7015 IN

LIEU OF BAC5405.

USE BAC5591 IN LIEU OF BAC5500.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

TECH DATA PACKAGE AVAILABILITY:

AN UNRESTRICTED TECHNICAL DATA PACKAGE IS

AVAILABLE AT DSCR FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 011444985-04099         BASIC DATE: 2004099AMEND NR:    AMEND DT:

TYPE

81205 BAC5001                 BASIC DATE: 1995193AMEND NR:  K AMEND DT: 1995193

TYPE

81205 BAC5001                 BASIC DATE: 1990235AMEND NR:  K AMEND DT: 1990235

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5009                 BASIC DATE: 1993173AMEND NR:  R AMEND DT: 1993173

TYPE

81205 BAC5009                 BASIC DATE: 2003093AMEND NR:  R AMEND DT: 2003093

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5591                 BASIC DATE: 1996319AMEND NR:  D AMEND DT: 1996319

TYPE

81205 BAC5591                 BASIC DATE: 1990158AMEND NR:  D AMEND DT: 1990158

TYPE

81205 BAC5602                 BASIC DATE: 1969321AMEND NR: AF AMEND DT: 1969321

TYPE

81205 BAC5602                 BASIC DATE: 2001240AMEND NR: AF AMEND DT: 2001240

TYPE

81205 BAC5811                 BASIC DATE: 1996277AMEND NR:  U AMEND DT: 1996277

TYPE

81205 BAC5811                 BASIC DATE: 1997356AMEND NR:  U AMEND DT: 1997356

TYPE

81205 BAC5811U                BASIC DATE: 2002161AMEND NR:  G AMEND DT: 2002161

TYPE

81205 BMS3-8F                 BASIC DATE: 2003281AMEND NR:  F AMEND DT: 2003281

TYPE

81205 BMS3-8F                 BASIC DATE: 2003281AMEND NR:    AMEND DT:

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 D2-5000                 BASIC DATE: 2002024AMEND NR: CG AMEND DT: 2002024

TYPE

81205 5-87164                 BASIC DATE: 1964171AMEND NR:  K AMEND DT: 1964171

TYPE

81205 5-97088                 BASIC DATE: 1963354AMEND NR:  E AMEND DT: 1963354

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 1992140

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0023 *************** 1560-01-146-7553 ***************

              ITEM DESCRIPTION

FORMER,AIRCRAFT

EXCEPTIONS:

1)PART MARK PER MIL-STD-130 METHOD PER BAC5307.

2)SURFACE TEXTURE PER ASME B46.1 ILO BACD2097.

3)DIMENSIONING AND TOLERANCING PER ASME Y14.5M.

4)DELETE REFERENCE TO BAC5005, D6-5000 AND

D2-5000.

5)FINISH CODE SRF-2.30 DEFINED: CHEMICAL TREAT

PER MIL-C-5541 CL 1A OR ANODIZE PER MIL-A-8625

TY I CL 1. APPLY ONE COAT MIL-P-23377 TY I CL C

PRIMER PER MFR'S APPLICATION INSTRUCTIONS AND

MIL-F-18264.

6)2024 ALUM PER AMS-QQ-A-250 AND AMS-QQ-A-250/5A

ILO QQ-A-250/5.

7)PART TO BE FURNISHED WITHOUT FASTENER OR RIVET

HOLES.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

EXPORT CONTROL APPLIES (TDP AVAILABILITY)

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

GOV FURNISHED MYLAR APPLIES:

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 011467553-00006         BASIC DATE: 2000006AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1989318AMEND NR:  J AMEND DT: 1989318

TYPE

81205 BAC5300                 BASIC DATE: 1999189AMEND NR:  J AMEND DT: 1999189

TYPE

81205 BAC5307                 BASIC DATE: 1998165AMEND NR:  L AMEND DT: 1998165

TYPE

81205 BAC5307                 BASIC DATE: 1998099AMEND NR:  L AMEND DT: 1998099

TYPE

81205 204-70099               BASIC DATE: 1982201AMEND NR:  K AMEND DT: 1982201

TYPE 204-70099-36

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = D3 INTRMDT CONT QTY = AAA CONV DT = 2000007

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0024 *************** 1560-01-176-8577 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL

RIGHTS GUARD APPLIES:

EXCEPTIONS FOR DWG 64-8328, REV AE

1.PART MARK IAW MIL-STD-130,I/L/O BAC 5307.

2.DELETE REFERENCE TO D2-5000 & BAC5005.

3.DIMENSIONS & TOLERANCES PER ASME Y14.5M

IN LIEU OF MIL-STD-8.

4.USE SAE AMS-QQ-A-250 & SAE AMS-QQ-A-250/5 IN

LIEU OF QQ-A-362,FOR 2024 ALUMINUM ALCLAD.

5.HEAT TREAT TO T42 I/L/O T4.

6.DEFINE FINISH CODE SRF-2.115:CHEMICAL TREAT

ACCORDING TO SAE AMS-C-5541,CLASS 1A OR ANODIZE

ACCORDING TO SAE AMS-A-8625,TY I,CL 1.APPLY ONE

COAT OF MIL-PRF-23377G,TY I, PRIMER ACCORDING TO

MFGRS APPLICATION INSTRUCTIONS AND MIL-F-18264.

7.USE SAE 2770 & SAE AMS 2772 I/L/O BAC5602.

8.PART FURNISHED W/O RIVETS & FASTENER HOLES.

..END OF SPECIAL INSTRUCTIONS..

GOV. FURNISHED MYLARS

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 011768577-02123         BASIC DATE: 2002123AMEND NR:    AMEND DT: 2002123

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 64-8326                 BASIC DATE: 1997211AMEND NR:  F AMEND DT: 1997211

TYPE

81205 64-8328                 BASIC DATE: 1988294AMEND NR: AE AMEND DT: 1988294

TYPE 64-8328-229

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2001360

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 2001290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0025 *************** 1560-01-177-4348 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL

RIGHTS GUARD APPLIES

THE FOLLOWING SPECIAL INSTRUCTIONS APPLY: 1)PART

MARKING PER MIL-STD-130, METHOD PER BAC5307. 2)

SURFACE TEXTURE PER ASMEB46.1 ILO BACD2097. 3)

DIM & TOL PER ASMEY14.5M. 4)DEL REF TO BAC5005

& D2-5000. 5)CASTING INSPECTION PER AMS-STD-

2175 ILO MIL-C-6021F & D-13169. 6)OPT TO DEL

RAISED LETTERING ON CASTING. 7)DEL REF TO LOCATE

TO MATCH 65-57051. MATING PARTS WILL NOT BE FUR-

NISHED. 8)DIM CONTROL OF CASTING PER GSS7015 ILO

BAC5405. 9)2024 ALUM PER AMS-QQ-A-225A & AMS-QQ-

A-225/6A ILO QQ-A-225/6. 10)FIN CODE F-2.20 DE-

FINED: ANODIZE ACCORDING TO MIL-A-8625,F TYPE I

CLASS 1.

...END OF EXCEPTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 011774348-03297         BASIC DATE: 2003297AMEND NR:    AMEND DT:

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5423                 BASIC DATE: 1998142AMEND NR:  W AMEND DT: 1998142

TYPE

81205 BAC5423                 BASIC DATE: 1999245AMEND NR:  W AMEND DT: 1999245

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 65-69943                BASIC DATE: 1986027AMEND NR:  B AMEND DT: 1986027

TYPE 65-69943-1

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004149

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0026 *************** 1560-01-177-4353 ***************

              ITEM DESCRIPTION

SUPPORT,STRUCTURAL

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN 1560-01-177-4353

DRAWING 65-68624

1.  DELETE REFERENCE TO BAC5005.

2.  PART MARK PER MIL-STD-130 METHOD PER

BAC5307.

3.  F8.05 FINISH CODE DEFINED:  APPLY NO FINISH.

4.  F8.07 FINISH CODE DEFINED:  PREPARE SURFACE

AND PASSIVATE TO MEET THE REQUIREMENTS OF

QQ-P-35.

5.  USE ASTME1444 IN LIEU OF MIL-STD-1949 AND

ANY ADDITIONAL REQUIREMENTS IDENTIFIED IN THE

ENGINEERING INSTRUCTION.  THE ACCEPT/REJECT

CRITERIA ARE DOCUMENTED IN THE ENGINEERING

INSTRUCTIONS.

6.  USE ANSIB46.1 IN LIEU OF BACD2097J.

7.  USE MIL-H-6875 IN LIEU OF BAC5619.

8.  USE ASTME1444 IN LIEU OF MIL-STD-1949.

9.  ACCEPT/REJECT CRITERIA FOR MAGNETIC PARTICLE

INSPECTION FOR PRECIPITATION HARDNESS CRES OF

180 KSI TO 260 KSI.

A.  INDICATIONS OF MATERIAL DISCONTINUITIES

CAUSED BY OR REVEALED BY ANY PROCESSING STEP ARE

NOT ACCEPTABLE.  EXAMPLES OF DISCONTINUITIES

ARE:  CRACKS, LAPS, COLD SHUTS, LAMINATIONS,

SEAMS, TEARS, BLOWHOLES, FLAKES, FORGING BURSTS,

INTRUDED SCALE, LINEAR POROSITY, PIPES,

CORROSION PITS, CRAZING AND GALLING.  EXAMPLES

OF PROCESSING STEPS INCLUDE:  CASTING, FORGING,

FORMING, GRINDING, HEAT TREATMENT, PLATING,

WELDING, MACHINING AND STRAIGHTENING.

B.  INDICATIONS OF ANY LENGTH THAT EXTEND OVER

OR INTO AN EDGE, CHAMFER, CORNER, RADIUS, FILLET

OR HOLE ARE CAUSE FOR REJECTION.

C.  PARTS EXHIBITING ARC MARKS ARE NOT

ACCEPTABLE.

D.  ANY INDICATIONS DUE TO INCLUSIONS AND ALLOY

OR METALLIC PHASE SEGREGATION EXCEEDING THE

FOLLOWING LENGTH LIMITS ARE NOT ACCEPTABLE.

THREADED AREA SURFACE .20 INCH

SUBSURFACE .30 INCH.

OTHER AREAS SURFACE .40 INCH

SUBSURFACE .60 INCH.

E.  ADJACENT OR IN-LINE INDICATIONS 1/4 INCH OR

LESS APART ARE CONSIDERED AS ONE INDICATION WITH

A LENGTH EQUAL TO THE SUM OF THE INDIVIDUAL

LENGTHS PLUS 1/2 THE TOTAL INTERVENING DISTANCE.

F.  WHEN IT CANNOT BE DETERMINED BY MAGNETIC

PARTICLE INSPECTION AND VISUAL INSPECTION

WHETHER A DISCONTINUITY IS OF THE TYPE(S)

PREVIOUSLY DISCUSSED, THE PART SHALL BE

PROCESSED AS FOLLOWS:

A.  MARK THE LOCATION OF THE MAGNETIC PARTICLE

INDICATION.

B.  PENETRANT INSPECT THE MARKED AREA PER

MIL-STD-6866 TYPE I, LEVEL 4, METHOD C.

C.  FAILURE OF PENETRANT INSPECTION TO CONFIRM

THE MAGNETIC PARTICLE INSPECTION DISCONTINUITY

SHALL BE TAKEN AS EVIDENCE THAT THE

DISCONTINUITY IS A SUBSURFACE INCLUSION AS

LISTED IN PARAGRAPH D.

D.  DISCONTINUITIES REVEALED BY BOTH MAGNETIC

PARTICLE AND PENETRANT INSPECTIONS SHALL BE

CLASSIFIED AS ONE OF THE TYPE(S) IN PARAGRAPH A

OR AS SURFACE INCLUSIONS (PARAGRAPH D).

...END OF SPECIAL INSTRUCTIONS...

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 011774353-00034         BASIC DATE: 2000034AMEND NR:    AMEND DT:

TYPE

81205 BAC5307                 BASIC DATE: 1998099AMEND NR:  L AMEND DT: 1998099

TYPE

81205 BAC5424                 BASIC DATE: 1983115AMEND NR:  U AMEND DT: 1983115

TYPE

81205 BAC5424                 BASIC DATE: 1999245AMEND NR:  U AMEND DT: 1999245

TYPE

81205 BAC5619                 BASIC DATE: 1994173AMEND NR:  H AMEND DT: 1994173

TYPE

81205 BAC5619                 BASIC DATE: 1992218AMEND NR:  H AMEND DT: 1992218

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 65-68624                BASIC DATE: 1986104AMEND NR:  C AMEND DT: 1986104

TYPE 65-68624-3

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1992142

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

