Line Item 0001 *************** 1560-00-007-3597 ***************

              ITEM DESCRIPTION

COVER, EQUIPMENT RACK

IDENTIFY TO:

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

AN UNRESTRICTED TECHNICAL DATA PACKAGE IS

AVAILABLE AT DSCR FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 000073597-04223         BASIC DATE: 2004223AMEND NR:    AMEND DT:

TYPE

98748 7125391                 BASIC DATE: 1972124AMEND NR:  B AMEND DT: 1972124

TYPE

98748 7225207                 BASIC DATE: 1984320AMEND NR:  A AMEND DT: 1984320

TYPE

98748 7225207                 BASIC DATE: 1984310AMEND NR:  A AMEND DT: 1984310

TYPE 7225207-10

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004114

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0002 *************** 1560-00-015-8437 ***************

              ITEM DESCRIPTION

RING,NOSE COWL ATTA

RIGHTS GUARD APPLIES

SPECIAL INSTRUCTIONS FOR NSN 1560-00-015-8437

1.PART MARK PER MIL-STD-130,METHOD PER BAC5307

2.SURFACE TEXTURE PER ASME B46.1 I/L/O BACD2097

3.DIMENSIONS AND TOLERANCES PER ASME Y14.5M

I/L/O MIL-STD-8.

4.2024-O PER AMS-QQ-A-200 AND AMS-QQ-A-200/3

I/L/O QQ-A-267. HEAT TREAT TO T42 PER AMS2770

5.FIN CODE SRF-2.30 DEFINED; CHEMICAL TREAT TO

MEET THE REQUIREMENTS OF MIL-C-5541, CLASS 1A OR

ANODIZE ACCORDING TO MIL-A-8625, TY 1 CL 1.

APPLY ONE COAT OF MIL-P-23377, TY 1 CL C

ACCORDING TO MANUFACTURERS APPLICATION

INSTRUCTIONS AND MIL-F-18264.

6.DELETE REFERENCE TO D2-5000 AND BAC5005

7.PART TO BE FURNISHED W/O FASTENER OR RIVET

HOLES.

8.DELETE REFERENCE TO "SEE 1B7" IN ZONE A4 OF

DRAWING 64-8328 SHEET 2.

...END OF SPECIAL INSTRUCTIONS...

GOVERNMENT FURNISHED MYLAR

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 000158437-03029         BASIC DATE: 2003029AMEND NR:    AMEND DT:

TYPE

81205 64-8325                 BASIC DATE: 1959206AMEND NR: AG AMEND DT: 1998313

TYPE 64-8325-874

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004114

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0003 *************** 1560-00-115-7676 ***************

              ITEM DESCRIPTION

EJECTOR, NOZZLE

"RIGHTS GUARD APPLIES"

"EXCEPTIONS"

1)F-8.05 FINISH CODE DEFINED: APPLY NO FINISH.

2)IN LIEU OF BAC5423, USE MIL-STD-6866. 3)USE

MIL-STD-2219 IN LIEU OF BAC5932. 4)PART MARK PER

MIL-STD-130 METHOD PER BAC5307. 5)DELETE

REFERENCE TO BAC5005. 6)FOR STAINLESS STEEL

AISI 321, USE AMS 5510 IN LIEU OF MIL-S-6721.

7)FOR STAINLESS STEEL AISI 347, USE AMS 5512 IN

LIEU OF MIL-S-6721. 8)DELETE FLAGNOTE 5.

9) MAJOR CHARACTERISTIC: A) .250 +.004,-.000 DIA

HOLE (2 PLACES).

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 001157676-03058         BASIC DATE: 2003058AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5975                 BASIC DATE: 1996040AMEND NR:  L AMEND DT: 1996040

TYPE

81205 BAC5975                 BASIC DATE: 1996309AMEND NR:  L AMEND DT: 1996309

TYPE

81205 69-11606                BASIC DATE: 1982067AMEND NR:  E AMEND DT: 1982067

TYPE

81205 69-11606                BASIC DATE: 1964188AMEND NR:  E AMEND DT: 1964188

TYPE 69-11606-8

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = JC CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1992182

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0004 *************** 1560-00-315-0551 ***************

              ITEM DESCRIPTION

GIMBAL ASSEMBLY,STA

RIGHTS GUARD APPLIES

SPECIAL INSTRUCTIONS FOR NSN 1560-00-315-0551

DRAWING 90-5020 NOTES: 1-6A

DRAWING 9-63200 NOTES: 1-4,6-9

DRAWING 9-63209 NOTES: 1-4, 6-10

1.PART MARK PER MIL-STD-130, METHOD PER BAC5307

2.DIMENSIONS AND TOLERANCES PER ASME Y14.5M

3.DELETE REFEREMCE TO BAC5005 AND D2-5000

4.SURFACE TEXTURE PER ASME B46.1 I/L/O BACD207

5.ENAMEL PER A-A-2962 I/L/O MIL-E-7729, COLOR

RED, #11105 PER FED-STD-595 & COLOR BLUE, #15044

PER FED-STD-595

6.MAJOR CHARACTERISTICS: A)4 PLACE DIMENSIONS

B)SURFACE FINISH C)GRAIN DIRECTION

7.4340 STEEL PER AMS6415 I/L/O MIL-S-5000

8.FINISH CODE F-1.20 DEFINED: CADMIUM PLATE PER

QQ-P-416, TYPE I, CLASS 2.

9.HEAT TREAT PER AMS-H-6875 I/L/O MIL-H-6875,

BAC5601 AND BAC5617

10.FLAGNOTE 5 SHOUD READ: CENTER OF 1.156 DIA

TO INTERSECT CENTER OF .7498 DIA WITHIN .002".

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 003150551-02235         BASIC DATE: 2002235AMEND NR:    AMEND DT: 2002235

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 BAC5424                 BASIC DATE: 1983115AMEND NR:  U AMEND DT: 1983115

TYPE

81205 BAC5424                 BASIC DATE: 1999245AMEND NR:  U AMEND DT: 1999245

TYPE

81205 BAC5440                 BASIC DATE: 1997252AMEND NR:  J AMEND DT: 1997252

TYPE

81205 BAC5440                 BASIC DATE: 1992134AMEND NR:  J AMEND DT: 1992134

TYPE

81205 9-63200                 BASIC DATE: 1963134AMEND NR:  B AMEND DT: 1963134

TYPE

81205 9-63209                 BASIC DATE: 1963134AMEND NR:  D AMEND DT: 1963134

TYPE

81205 90-05020                BASIC DATE: 1986248AMEND NR:  A AMEND DT: 1986248

TYPE

81205 90-5020                 BASIC DATE: 1986248AMEND NR:  C AMEND DT: 1986248

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1999272

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0005 *************** 1560-00-340-9525 ***************

              ITEM DESCRIPTION

ADAPTER,DUCT,AIR

RIGHTS GUARD APPLIES

"GOVERNMENT MYLAR APPLIES"

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

FOLLOWING EXCEPTIONS TO DWG 9-66516 REV D APPLY:

1. PART MARKING PER MIL-STD-130 METHOD PER BAC

5307. 2. DELETE REF TO FASTENER HOLES LOCATION

DRAWINGS. PART SHOULD BE FURNISHED WITHOUT

FASTENER HOLES.

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 003409525-04035         BASIC DATE: 2004035AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BMS8-17K                BASIC DATE: 1987226AMEND NR:  K AMEND DT: 1987226

TYPE

81205 BMS8-17K                BASIC DATE: 1987226AMEND NR:    AMEND DT: 1987226

TYPE

82918 9-66516                 BASIC DATE: 1979009AMEND NR:  D AMEND DT: 1979009

TYPE P/N 9-66516-2

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004120

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0006 *************** 1560-00-506-1705 ***************

              ITEM DESCRIPTION

SCOOP ASSEMBLY,AIR

RIGHTS GUARD APPLIES

"GOVERNMENT FURNISHED MYLAR APPLIES"

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE CONTRACT.

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN: 1560-00-506-1705

PART NUMBER: 65-23290-2

1.  F-2.10 FINISH CODE DEFINED: APPLY NO FINISH,

EXCEPT TEMPORARY COATINGS MAY BE APPLIED AS

REQUIRED FOR PROTECTION DURING HANDLING,

TRANSPORTATION AND STORAGE.

2.  SRF-2.30 FINISH CODE DEFINED: CHEMICAL TREAT

TO MEET THE REQUIREMENTS OF MIL-C-5541,

CLASS 1A, OR ANODIZE ACCORDING TO MIL-A-8625,

TYPE IA, CLASS 1. APPLY ONE COAT OF MIL-P-23377,

TYPE I ACCORDING TO MANUFACTURER'S APPLICATION

INSTRUCTIONS AND MIL-F-18264.

3.  USE MIL-STD-6866 AND ADDITIONAL REQUIREMENTS

SPECIFIED IN ENGINEERING NOTE 10 IN LIEU OF

BAC5423.

4.  USE 6061-0 WW-T-700 AND WW-T-700/6 0 TEMPER

IN LIEU OF 6061-0 WW-T-789 0 TEMPER.

5.  PART MARK PER MIL-STD-130, PER BAC5307.

6.  DELETE REFERENCE TO BAC5005, BAC5009,

BACD2097, D2-5000, BAC5932, BAC5931,

DWG 69-26750, BAC5935.

7.  USE MIL-H-6088 IN LIEU OF BAC5602.

8.  USE MIL-STD-2219 IN LIEU OF BAC5975.

9.  PART TO BE FURNISHED WITHOUT RIVET OR

FASTENER HOLES EXCEPT AS REQUIRED FOR ASSEMBLY

OF PART.

10. FLUORESCENT PENETRANT INSPECTION USE

MIL-STD-6866, WITH THE FOLLOWING REQUIREMENTS:

A.  MATERIALS USED WITHIN A SYSTEM (FAMILY)

SHALL BE FROM THE SAME MANUFACTURE AND

MANUFACTURER'S FAMILY, AND QUALIFIED TOGETHER IN

THE CURRENT QPL 25135.

B.  INSPECTION TO BE ACCOMPLISHED USING, TYPE I,

MINIMUM SENSITIVITY LEVEL 3, METHOD A, B, OR D

PROCESS, AND FORM SEE BELOW.

FOR METHOD A - USE FORM A OR D DEVELOPER.

FOR METHOD B  OR D - USE FORM B OR D DEVELOPER.

CAUTION: IF FORM D DEVELOPER IS USED, CARE SHALL

BE USED IN APPLICATION TO PREVENT A BUILD-UP OF

DEVELOPER ON THE SURFACE.

C.  ACCEPT/REJECT CRITERIA PER MIL-STD-1907

GRADE C.

NOTE: REVISE MIL-STD-1907, TABLE III, GRADE C AS

FOLLOWS:

TYPE DISCONTINUITY                     GRADE C

WELD UNDERCUTTING OR LACK OF

BEAD-EDGE FUSION:

BASE METAL 0.188 INCH THICK

AND OVER.                             0.047 DEEP

...END OF SPECIAL INSTRUCTIONS...

CORRECTION TO NOTE #2- USE MIL-PRF-23377 I/L/O

MIL-P-23377

CORRECTION TO NOTES 3 & 10- USE ASTM E1417

I/L/O MIL-STD-6866.

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 005061705-04014         BASIC DATE: 2004014AMEND NR:    AMEND DT:

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5004-1               BASIC DATE: 1986054AMEND NR:  L AMEND DT: 1986054

TYPE

81205 BAC5004-1               BASIC DATE: 1996113AMEND NR:  L AMEND DT: 1996113

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004217

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0007 *************** 1560-00-532-2511 ***************

              ITEM DESCRIPTION

SEAL, AILERON, RIGHT HAND

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN: 1560-00-532-2511

PART NUMBER:  60-1593-3000

1.  DELETE REFERENCE TO BAC5005.

2.  PART MARKING PER MIL-STD-130 METHOD PER

BAC5307.

3.  F-2.115 FINISH CODE DEFINED:

CHEMICAL TREAT TO MEET THE REQUIREMENTS OF

MIL-C-5541, CLASS 1A OR ANODIZE TO MEET THE

REQUIREMENTS OF MIL-A-8625, TYPE 1, CLASS 1.

APPLY ONE COAT OF MIL-P-23377, TYPE 1, ACCORDING

TO MANUFACTURER'S APPLICATION INSTRUCTIONS AND

MIL-F-18264.

4.  DELETE REFERENCE TO MIL-F-5656, MAKE PER

C-F-206.

...END OF SPECIAL INSTRUCTIONS...

MYLAR REQUIRED

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 005322511-04104         BASIC DATE: 2004104AMEND NR:    AMEND DT:

TYPE

81205 BAC5010                 BASIC DATE: 1998275AMEND NR:  W AMEND DT: 1998275

TYPE

81205 BAC5010                 BASIC DATE: 1998303AMEND NR:  W AMEND DT: 1998303

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BMS5-126H               BASIC DATE: 1998152AMEND NR:  H AMEND DT: 1998152

TYPE

81205 BMS5-126H               BASIC DATE: 2002325AMEND NR:  C AMEND DT: 2002325

TYPE

81205 BMS5-14H                BASIC DATE: 1988246AMEND NR:  H AMEND DT: 1988246

TYPE

81205 BMS5-14H                BASIC DATE: 2001078AMEND NR:  B AMEND DT: 2001078

TYPE

81205 BMS5-34F                BASIC DATE: 1939001AMEND NR:  F AMEND DT: 1939001

TYPE

81205 BMS5-34F                BASIC DATE: 1977340AMEND NR:  A AMEND DT: 1977340

TYPE

81205 D2-5000                 BASIC DATE: 2002024AMEND NR: CG AMEND DT: 2002024

TYPE

81205 60-1593                 BASIC DATE: 1977213AMEND NR:  H AMEND DT: 1977213

TYPE 60-1593-3000

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004217

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0008 *************** 1560-00-570-4546 ***************

              ITEM DESCRIPTION

ARM ASSEMBLY, EMERGENCY

BOEING CO (81205)

"EXCEPTIONS"

SPECIAL INSTRUCTIONS FOR NSN:  1560-00-570-4546

PART NUMBER:  6-84337-5

1.  USE MIL-S-18729 IN LIEU OF AN-QQ-S-685

OR USE MIL-S-18728 IN LIEU OF AN-S-12.

2.  USE QQ-C-320 IN LIEU OF MIL-P-6871.

3.  USE MIL-H-6875 IN LIEU OF BAC5601.

4.  USE ANSIB46.1 IN LIEU OF BACD2097.

5.  BMS3-3 SUPERSEDED BY BAC5811.

6.  FINISH CODE F-1.10 DEFINED:

APPLY NO FINISH EXCEPT TEMPORARY COATING MAY BE

APPLIED AS REQUIRED FOR PROTECTION DURING

HANDLING, TRANSPORTATION AND STORAGE.

7.  FINISH CODE F-1.30 DEFINED:

CADMIUM PLATE PER QQ-P-416 TYPE II CLASS 2.

APPLY MIL-P-23377, TYPE 1, PRIMER TO A DRY FILM

THICKNESS OF 0.0003-0.0005 INCH IN ACCORDANCE

WITH MIL-C-22751 AND MIL-F-18264.

8.  DELETE REFERENCE TO BAC5005.

9.  PART MARK PER MIL-STD-130, METHOD PER

BAC5307.

10. USE MS-20615-4M14 IN LIEU OF NAS-508M4 AND

MS-20427M4-G IN LIEU OF AN427M4.

12. DELETE BAC5009 AND BAC5602.

13. BMS3-8 AND QPL REQUIRED BY BAC5811.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

NOTE: THERE IS NO NOTE 11 IN EXCEPTIONS ABOVE.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 005704546-03002         BASIC DATE: 2003002AMEND NR:    AMEND DT:

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5004-1               BASIC DATE: 1986054AMEND NR:  L AMEND DT: 1986054

TYPE

81205 BAC5004-1               BASIC DATE: 1996113AMEND NR:  L AMEND DT: 1996113

TYPE

81205 BAC5034                 BASIC DATE: 1993204AMEND NR:  M AMEND DT: 1993204

TYPE

81205 BAC5034                 BASIC DATE: 1999214AMEND NR:  M AMEND DT: 1999214

TYPE

81205 BAC5047                 BASIC DATE: 2001205AMEND NR:  H AMEND DT: 2001205

TYPE

81205 BAC5047-1               BASIC DATE: 1988252AMEND NR:  E AMEND DT: 1988252

TYPE

81205 BAC5047-1               BASIC DATE: 1989129AMEND NR:  E AMEND DT: 1989129

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5811                 BASIC DATE: 1996277AMEND NR:  U AMEND DT: 1996277

TYPE

81205 BAC5811                 BASIC DATE: 1997356AMEND NR:  U AMEND DT: 1997356

TYPE

81205 BAC5811                 BASIC DATE: 1999231AMEND NR:  C AMEND DT: 1999231

TYPE

81205 BMS3-8E                 BASIC DATE: 1994263AMEND NR:  E AMEND DT: 1994263

TYPE

81205 BMS3-8E                 BASIC DATE: 2000224AMEND NR:  A AMEND DT: 2000224

TYPE

81205 6-84337                 BASIC DATE: 1938001AMEND NR:  F AMEND DT: 1938001

TYPE 6-84337-5

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  FA

CUSH/DUNN MAT = JC CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 1992076

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0009 *************** 1560-00-571-1590 ***************

              ITEM DESCRIPTION

DRUM,AILERON TRIM C

RIGHTS GUARD APPLIES

SPECIAL INSTRUCTIONS FOR NSN 1560-00-571-1590

1.PART MARK PER MIL-STD-130, METHOD PER BAC5307

2.SURFACE TEXTURE PER ASME B46.1 I/L/O BACD2097

3.DIMENSIONS AND TOLERANCES PER ASME Y14.5M

4.DELETE REFERENCE TO BAC5005 AND D2-5000

5.FINISH CODE F-2.10 DEFINED:APPLY ONLY

TEMPORARY COATING TO PROVIDE PROTECTION

DURING HANDLING, TRANSPORTATION & STORAGE

PER BAC5034

6.FINISH CODE F-2.30 DEFINED: CHEMICAL TREAT

TO MEET AMS-C-5541, CLASS 1A OR ANODIZE TO MEET

AMS-A-8625, TYPE I CLASS I. APPLY ONE COAT OF

MIL-PRF-23377 TYPE I CLASS C PER THE MFR'S

APPLICATION INSTRUCTIONS AND MIL-F-18264

7.OPTIONAL TO DELETE RAISED LETTERING ON

CASTINGS AND FORGINGS.

8.CASTING INSPECTION PER AMS-STD-2175 I/L/O

MIL-C-6021

9.356 ALUMINUM PER ASTM B26 I/L/O QQ-A-601

10.MAJOR CHARACTERISTICS: 4 PLACE DIMENSIONS

11.360 ALUMINUM PER ASTM B85 I/L/O QQ-A-591

12.2024 ALUMINUM PER AMS-QQ-A-225/6 I/L/O

QQ-A-268

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 005711590-04222         BASIC DATE: 2004222AMEND NR:    AMEND DT:

TYPE

81205 BAC5034                 BASIC DATE: 1993204AMEND NR:  M AMEND DT: 1993204

TYPE

81205 BAC5034                 BASIC DATE: 1999214AMEND NR:  M AMEND DT: 1999214

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5423                 BASIC DATE: 1998142AMEND NR:  W AMEND DT: 1998142

TYPE

81205 BAC5423                 BASIC DATE: 1999245AMEND NR:  W AMEND DT: 1999245

TYPE

81205 5-89328                 BASIC DATE: 1985298AMEND NR:  E AMEND DT: 1985298

TYPE

81205 5-89328                 BASIC DATE: 1978093AMEND NR:  E AMEND DT: 1978093

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004121

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0010 *************** 1560-00-574-9699 ***************

              ITEM DESCRIPTION

ARM,EMERGENCY ESCAPE

"RIGHTS GUARD APPLIES"

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN: 1560-00-574-9699

PART NUMBER: 6-83694-1

1.  F-1.10 FINISH CODE DEFINED: APPLY NO FINISH

EXCEPT TEMPORARY COATINGS MAY BE APPLIED AS

REQUIRED FOR PROTECTION DURING HANDLING,

TRANSPORTATION AND STORAGE.

2.  USE QQ-P-416, TYPE II, CLASS 2 IN LIEU OF

BAC5021 TYPE II.

3.  USE BAC5619 IN LIEU OF BAC5601.

4.  SURFACE ROUGHNESS PER ANSIB46.1 IN LIEU OF

BACD2097.

5.  INSPECT CASTING PER LATEST REVISION OF

MIL-C-6021, CLASS 4, GRADE D.

6.  BAC5405 IS SUPERSEDED BY BAC5482 AND BAC5482

IS SUPERSEDED BY BSS7015.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

"SPECIAL QAP 105 IS APPLICABLE"

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 005749699-04222         BASIC DATE: 2004222AMEND NR:    AMEND DT:

TYPE

81205 BAC5009                 BASIC DATE: 1993173AMEND NR:  R AMEND DT: 1993173

TYPE

81205 BAC5009                 BASIC DATE: 2001138AMEND NR:  R AMEND DT: 2003093

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5619                 BASIC DATE: 1994173AMEND NR:  H AMEND DT: 1994173

TYPE

81205 BAC5619                 BASIC DATE: 1992218AMEND NR:  H AMEND DT: 1992218

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 D2-5000                 BASIC DATE: 2002024AMEND NR: CG AMEND DT: 2002024

TYPE

81205 6-83694                 BASIC DATE: 1983299AMEND NR:  G AMEND DT: 1983299

TYPE

81205 6-83694                 BASIC DATE: 1960267AMEND NR:  G AMEND DT: 1960267

TYPE 6-83694-1

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 1991323

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0011 *************** 1560-00-628-2272 ***************

              ITEM DESCRIPTION

COVER,RECESS,BY-PASS

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN 1560-00-628-2272

DRAWING 5-97096 (NOTES: 1-11)

1.  FINISH CODE F-12.62 DEFINED:  APPLY 22-L-20,

FED-STD-595 COLOR NO. 36251 ACCORDING TO

BAC5706.

2.  FINISH CODE F-2.150 DEFINED:  CHEMICAL TREAT

TO MEET THE REQUIREMENTS OF MIL-C-541, COLOR 1A

OR ANODIZE TO MEET THE REQUIREMENTS OF

MIL-A-8625, TYPE I, CLASS 1.  APPLY MIL-P-23377

TYPE 1 TO A DRY FILM THICKNESS OF 0.0006 TO

0.001 INCH ACCORDING TO MANUFACTURERS

APPLICATION INSTRUCTIONS AND MIL-F-18264.

3.  USE ASTME1417 AND ADDITIONAL REQUIREMENTS

ATTACHED IN THE ENGINEERING INSTRUCTIONS IN LIEU

OF BAC5423.

4.  FINISH CODE F-2.10 DEFINED:  APPLY NO FINISH

EXCEPT TEMPORARY COATINGS MAY BE APPLIED AS

REQUIRED FOR PROTECTION DURING HANDLING,

TRANSPORTATION AND STORAGE.

5.  USE BSS7015 IN LIEU OF BAC5405.

6.  INSPECT CASTINGS PER LATEST REVISION OF

MIL-STD-2175 CLASS 4, GRADE D AND RADIOGRAPHIC

INSPECT PER MIL-STD-453.

7.  TO BE FURNISHED BY PCO UPON REQUEST.

8.  DELETE THE FIVE (5) .189 DIAMETER HOLES.

DELETE THE FIVE (5) 100 DEGREE COUNTERSINKS.

9.  DELETE REFERENCE TO BAC5005 AND 32-2727.

10.  PART MARK PER MIL-STD-130 METHOD PER

BAC5307.

11.  FLUORESCENT PENETRANT INSPECTION USE

ASTME1417 WITH THE FOLLOWING REQUIREMENTS:

I.  MATERIALS USED WITHIN A SYSTEM (FAMILY)

SHALL BE FROM THE SAME MANUFACTURE AND

MANUFACTURERS FAMILY AND QUALIFIED TOGETHER IN

THE CURRENT QPL25135.

II.  INSPECTION TO BE ACCOMPLISHED USING TYPE I,

MINIMUM SENSITIVITY LEVEL 1 OR 2, METHOD A

PROCESS AND FORM A OR D DEVELOPER.

CAUTION:  IF FORM D DEVELOPER IS USED, CARE

SHALL BE USED IN APPLICATION TO PREVENT A

BUILD-UP OF DEVELOPER ON THE SURFACE.

III.  ACCEPT/REJECT CRITERIA PER BAC5423.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECHNICAL DATA AVAIALILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 006282272-04223         BASIC DATE: 2004223AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 5-97096                 BASIC DATE: 1956336AMEND NR:  B AMEND DT: 1956336

TYPE 5-97096-2

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004126

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0012 *************** 1560-00-646-7248 ***************

              ITEM DESCRIPTION

FILLER,FLAP,WING

RIGHTS GUARD APPLIES

GOVERNMENT FURNISHED MYLAR APPLIES:

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN:  1560-00-646-7248

PART NUMBER:  65-7360-44

1.  USE FINISH CODE F-2.115 IN LIEU OF F-3.71.

SEE ADDENDUM NOTE 3.

2.  F-2.115 FINISH CODE DEFINED:

CHEMICAL TREAT TO MEET THE REQUIREMENTS OF

MIL-C-5541, TYPE 1A, OR ANODIZE TO MEET THE

REQUIREMENTS OF MIL-A-8625, TYPE I, CLASS 1.

APPLY MIL-P-23377, TYPE 1 TO A DRY FILM

THICKNESS OF 0.0003 TO 0.0005 INCH ACCORDING TO

MIL-C-22751 AND MIL-F-18264.

3.  USE QQ-A-200 AND QQ-A-200/3 T3 CONDITION IN

LIEU OF QQ-M-31 COMP ZK60AT5 TEMP.

4.  DELETE REFERENCE TO BAC5005.

5.  PART TO BE FURNISHED WITHOUT RIVET OR

FASTENER HOLES.

6.  PART MARK PER MIL-STD-130, METHOD PER

BAC5307.

7.  NO FIRST ARTICLE REQUIRED.

8.  CONTAINS MAJOR ENGINEERING/QUALITY

CHARACTERISTICS.

9. DRAWING 65-7360, DASH NUMBER -44, REVISION

CODE F, SPECIFIC ENGINEERING REQUIREMENTS:

A.  FILLER-TRAILING EDGE

10. MAJOR CHARACTERISTICS:

A.  DWG. NOTE 6-USE ALUMINUM ALLOY IN LIEU OF

MAGNESIUM PER OC-ALC FORM 57, ADDENDUM NOTE 4.

...END OF SPECIAL INSTRUCTIONS...

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 006467248-02352         BASIC DATE: 2002352AMEND NR:    AMEND DT:

TYPE

81205 BAC1513                 BASIC DATE: 2000118AMEND NR: AY AMEND DT: 2000118

TYPE

81205 BAC1513                 BASIC DATE: 1990107AMEND NR:  N AMEND DT: 1990107

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 30                      BASIC DATE: 1974303AMEND NR:  A AMEND DT: 1974303

TYPE

81205 65-7360                 BASIC DATE: 1975127AMEND NR:  L AMEND DT: 1975127

TYPE

81205 9-55636                 BASIC DATE: 1974151AMEND NR:  D AMEND DT: 1974151

TYPE

82918 65-7360                 BASIC DATE: 1968099AMEND NR:  L AMEND DT: 1968099

TYPE 65-7360-44

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 41 CLNG/DRY = 1 PRESV MAT = XX WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = XX LEVEL PRESV =

INTRMDT CONT = D3 INTRMDT CONT QTY = AAA CONV DT = 1993105

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0013 *************** 1560-00-646-9535 ***************

              ITEM DESCRIPTION

RIB,SPOILER,OUTBOAR

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN:  1560-00-646-9535

PART NUMBER:  5-84002-3

DWG 5-84002: NOTES 1 THRU 4; 7,8,10A, AND 12

DWG 5-84001: NOTES 4 THRU 6; 9,10B, AND 11

1.  FINISH CODE F2.30 DEFINED:

CHEMICAL TREAT TO MEET THE REQUIREMENTS OF

MIL-C-5541, CLASS 1A OR ANODIZE TO MEET THE

REQUIREMENTS OF MIL-A-8625, TYPE 1, CLASS 1.

APPLY ONE COAT MIL-P-23377, TYPE 1, ACCORDING TO

MANUFACTURER'S APPLICATION INSTRUCTIONS AND

MIL-F-18264.

2.  IN LIEU OF BAC5423, USE MIL-STD-6866 AND ANY

ADDITIONAL REQUIREMENTS IDENTIFIED IN

ENGINEERING NOTE 12.

3.  SURFACE ROUGHNESS PER ANSIB46.1 IN LIEU OF

BACD2097.

4.  PART MARK PER MIL-STD-130 METH0D PER

BAC5307.

5.  USE BSS7015 IN LIEU OF BAC5405.

6.  FINISH CODE F2.10 DEFINED:

APPLY ONLY TEMPORARY COATING TO PROVIDE

PROTECTION DURING TRANSPORTATION, HANDLING AND

STORAGE.

7.  PART TO BE FURNISHED WITHOUT

.189, + .192, - .189 DIA HOLES (6 PLACES).

8.  PART TO BE FURNISHED WITHOUT RIVET HOLES.

9.  OPTIONAL TO DELETE RAISED LETTERING FROM

FORGING.

10. MAJOR CHARACTERISTICS:

A.  LINE REAM .3737, + .3752, - .3737 DIA HOLE.

B.  GRAIN DIRECTION.

11. CRITICAL CHARACTERISTIC:

INSPECTION FOR MECHANICAL PROPERTIES.

12. FLUORESCENT PENETRANT INSPECTION USE

MIL-STD-6866 WITH THE FOLLOWING REQUIREMENTS:

A.  MATERIALS USED WITHIN A SYSTEM (FAMILY)

SHALL BE FROM THE SAME MANUFACTURER AND

MANUFACTURER'S FAMILY AND QUALIFIED TOGETHER IN

THE CURRENT QPL 25135.

B.  INSPECTION TO BE ACCOMPLISHED USING TYPE 1,

MINIMUM SENSITIVITY LEVEL 3, METHOD B OR D

PROCESS AND FORM SEE BELOW:

FOR METHOD B OR D - USE FORM B OR D DEVELOPER.

CAUTION: IF FORM D DEVELOPER IS USED, CARE SHALL

BE USED IN APPLICATION TO PREVENT A BUILD-UP OF

DEVELOPER ON THE SURFACE.

C.  ACCEPT/REJECT CRITERIA PER MIL-STD-1907,

GRADE B.

...END OF SPECIAL INSTRUCITONS...

NOTE: THE 2 EACH .3737 INCH LINE REAMED HOLES

COUNTERBORED WITH FILLET RADIUS AS SPECIFIED ON

BOEING DRAWING 5-84002 ARE REQUIRED.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 006469535-03043         BASIC DATE: 2003043AMEND NR:    AMEND DT:

TYPE

81205 5-84002                 BASIC DATE: 1954347AMEND NR:  K AMEND DT: 1962229

TYPE 5-84002-3

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = JC CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1994088

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0014 *************** 1560-00-772-9677 ***************

              ITEM DESCRIPTION

RETAINER ASSEMBLY

BOEING CO (82918)

SPECIAL INSTRUCTIONS FOR NSN 1560-00-772-9677

1.PART MARK PER MIL-STD-130, METHOD PER BAC5307

2.SURFACE TEXTURE PER ASME B46.1 I/L/O BACD2097

3.DIMENSIONS AND TOLERANCES PER ASME Y14.5M

4.DELETE REFERENCE TO D2-5000 AND BAC5005

5.FINISH CODE F-2.141 DEFINED: CHEMICAL TREAT

TO MEET MIL-C-5541, CLASS 1A OR ANODIZE TO

MEET MIL-A-8625, TYPE I, CLASS 1. APPLY

TT-P-1757, COLOR Y, TO A DRY FILM THICKNESS

OF 0.0003 TO 0.0005 INCH PER BAC5774. OVERCOAT

WITH ONE COAT OF A-A-3164, FED-STD-595, COLOR

37036 PER BAC5706

6.FINISH CODE F-7.10 DEFINED: APPLY NO FINISH

7.2024 CLAD ALUMINUM PER AMS-QQ-A-250 I/L/O

QQ-A-362

8.SYNTHETIC RUBBER CORK PER AMS-C-6183 I/L/O

MIL-G-6183

...END OF SPECIAL INSTRUCTIONS...

GOVERNMENT FURNISHED MYLAR

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

DATA AVAILABILITY:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 007729677-03044         BASIC DATE: 2003044AMEND NR:    AMEND DT:

TYPE

81205 BAC5010                 BASIC DATE: 1998275AMEND NR:  W AMEND DT: 1998275

TYPE

81205 BAC5010                 BASIC DATE: 1998303AMEND NR:  W AMEND DT: 1998303

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5706                 BASIC DATE: 1991303AMEND NR:  M AMEND DT: 1991303

TYPE

81205 BAC5706                 BASIC DATE: 1999316AMEND NR:  M AMEND DT: 1999316

TYPE

81205 BAC5774                 BASIC DATE: 2002189AMEND NR:  J AMEND DT: 2002189

TYPE

81205 BMS5-7G                 BASIC DATE: 1995319AMEND NR:  G AMEND DT: 1995319

TYPE

81205 BMS5-7G                 BASIC DATE: 2001227AMEND NR:  A AMEND DT: 2001227

TYPE

82918 69-10562                BASIC DATE: 1964157AMEND NR:  C AMEND DT: 1964157

TYPE 69-10562-1

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 2000059

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0015 *************** 1560-00-821-0807 ***************

              ITEM DESCRIPTION

SEAL ASSEMBLY

RIGHTS GUARD APPLIES

"EXCEPTIONS"TO DWG 65-3292,REV"J"AS NOTED:

1. USE BMS 1-57 ILO BMS 1-45

2.MARK PART TO MIL-STD 130,PER METHOD BAC5307.

3.OMIT REFERENCE TO ZONE D-3/.156(PLUS .166,-

.156 DIA HOLES)91 PLACES

4.OMIT REFERENCE TO ZONE B-5/.156(PLUS .166

-.156 DIA HOLES (56 PLACES)

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 008210807-04210         BASIC DATE: 2004210AMEND NR:    AMEND DT:

TYPE

81205 BAC1521-522             BASIC DATE: 1980192AMEND NR:  A AMEND DT: 1980192

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 BMS1-57H                BASIC DATE: 1998299AMEND NR:  H AMEND DT: 1998299

TYPE

81205 BMS1-57H                BASIC DATE: 2000025AMEND NR:  B AMEND DT: 2000025

TYPE

81205 65-3292                 BASIC DATE: 1982272AMEND NR:  J AMEND DT: 1982272

TYPE 65-3292-2

81205 65-3292                 BASIC DATE: 1986035AMEND NR:  C AMEND DT: 1986035

TYPE

81205 65-88700                BASIC DATE: 1990353AMEND NR:  U AMEND DT: 1990353

TYPE

81205 65-88700                BASIC DATE: 1987310AMEND NR:  U AMEND DT: 1987310

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1993105

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

MIL-STD-2073 PACKAGING RQMNTS EXCEPT

MIL-STD-129 MARKINGS HAVE BEEN WAIVED

FOR CONTRACT NUMBERS F34601-92-G-0024-

TYPY & SP0400-96-D-9501-0297 BY MELISSA

MILES & KATHY HAMMER-HEATH RESPECTIVELY.

Line Item 0016 *************** 1560-00-864-1955 ***************

              ITEM DESCRIPTION

ROD ASSEMBLY,COWL SUPPORT

RIGHTS GUARD APPLIES

EXCEPTIONS ARE CONTAINED ON DSCR FORM 924

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 008641955-02150         BASIC DATE: 2002150AMEND NR:    AMEND DT:

TYPE

81205 BACC13AM                BASIC DATE: 1993119AMEND NR:  K AMEND DT: 1993119

TYPE

81205 BACT14A                 BASIC DATE: 1989039AMEND NR:  M AMEND DT: 1989039

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5004-3               BASIC DATE: 2000183AMEND NR:  H AMEND DT: 2000183

TYPE

81205 BAC5004-3               BASIC DATE: 2001353AMEND NR:  H AMEND DT: 2001353

TYPE

81205 BAC5009                 BASIC DATE: 2002044AMEND NR:  P AMEND DT: 2002044

TYPE

81205 BAC5010                 BASIC DATE: 1998275AMEND NR:  W AMEND DT: 1998275

TYPE

81205 BAC5010                 BASIC DATE: 1998303AMEND NR:  W AMEND DT: 1998303

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 BMS5-126H               BASIC DATE: 1998152AMEND NR:  H AMEND DT: 1998152

TYPE

81205 BMS5-126H               BASIC DATE: 2001003AMEND NR:  B AMEND DT: 2001003

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 63-2892                 BASIC DATE: 1999284AMEND NR:  E AMEND DT: 1999284

TYPE

81205 63-2892                 BASIC DATE: 1999327AMEND NR:  D AMEND DT: 1999327

TYPE

81205 66-5563                 BASIC DATE: 1999089AMEND NR:  E AMEND DT: 1999089

TYPE

81205 69-11242                BASIC DATE: 1996193AMEND NR:  G AMEND DT: 1996193

TYPE 69-11242-15

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1993110

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0017 *************** 1560-00-876-1580 ***************

              ITEM DESCRIPTION

CLAMP, ENGINE DRAIN

RIGHTS GUARD APPLIES

"EXCEPTIONS"

1. DELETE REFERENCE TO BAC5005.

2. FINISH CODES F-8.05 & F-6.10 DEFINED: APPLY

   NO FINISH.

3. PART MARK PER MIL-STD-130 METHOD PER BAC5307

4. USE AISI-301 OR AISI-302 PER MIL-S-5059, AISI

  -321 PER AMS-5510, OR AISI-347 PER AMS-5512.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 008761580-03053         BASIC DATE: 2003053AMEND NR:    AMEND DT: 2003053

TYPE

13873 008761580-04223         BASIC DATE: 2004223AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 66-11225                BASIC DATE: 1982187AMEND NR:  C AMEND DT: 1982187

TYPE P/N 66-11225

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004135

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0018 *************** 1560-00-886-2667 ***************

              ITEM DESCRIPTION

RATCHET,FORWARD THR

RIGHTS GUARD APPLIES

SPECIAL INSTRUCTIONS FOR NSN 1560-00-886-2667

1.PART MARK PER MIL-STD-130, METHOD PER BAC5307

2.SURFACE TEXTURE PER ASME B46.1 I/L/O BACD2097

3.DIMENSIONS AND TOLERANCES PER ASME Y14.5M

4.DELETE REFERENCE TO D2-5000 AND BAC5005

5.HEAT TREAT PER AMS-H-6875 I/L/O BAC5619

6.CASTING INSPECTION PER AMS-STD-2175 I/L/O

MIL-C-6021B.

7.TOOLING POINTS PER BSS7015 I/L/O BAC5405

8.VAPOR BLAST PER BAC5748 I/L/O BAC5013

9.FINISH CODE F-8.22 DEFINED: CLEAN PER

TT-C-490, METHOD 1. APPLY TT-P-1757, COLOR Y

TO A DRY FILM THICKNESS OF 0.0003 TO 0.0005

INCH PER BAC5706. OVERCOAT WITH TWO COATS OF

A-A-3164, FED-STD-595, COLOR 37306 PER BAC5706

10.17-4PH CRES STEEL PER SAE AMS5355 I/L/O

AMS5355

11.15-5PH CRES STEEL PER SAE AMS5659 I/L/O

AMS5659

12.416 CRES STEEL PER AMS-QQ-S-763 I/L/O

QQ-S-763

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 008862667-02081         BASIC DATE: 2002081AMEND NR:    AMEND DT:

TYPE

81205 66-1817                 BASIC DATE: 1956289AMEND NR:  D AMEND DT: 1978055

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1994193

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0019 *************** 1560-00-886-8925 ***************

              ITEM DESCRIPTION

OUTLET ASSEMBLY, EXHUAST

RIGHTS GUARD APPLIES

EXCEPTIONS: 1)USE NAS1103-1 ILO NAS1103-1W.

2)USE AMS5510 FOR STAINLESS STEEL TYPE 321 AND

AMS5512 FOR STAINLESS STEEL TYPE 347 ILO MIL-S-

6721. 3)FINISH CODE F8.05 AND F7.10 DEFINED:

APPLY NO FINISH. 4)FINISH CODE F8.07 DEFINED:

PREPARE SURFACE AND PASSIVATE ACCORDING TO QQ-P-

35. 5)USE MIL-W-6858 ILO OF BAC5933.

6)USE MIL-R-83248 ILO MIL-R-25897. 7)DELETE

REFERENCE TO PART MARK PER BAC5003. 8)USE MIL-H-

6875 ILO OF BAC5601. 9)USE MIL-L-46010 ILO BMS

3-3, TY 1. 10)SURFACE  ROUGHNESS PER ANSIB46.1

ILO BACD2097. 11)DELETE REFERENCE TO BAC5005.

12)PART MARK PER MIL-STD-130 METHOD PER BAC5307.

13)MAJOR CHARACTERISTICS: SURFACE ROUGHNESS

32-64 RMS.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 008868925-02338         BASIC DATE: 2002338AMEND NR:    AMEND DT:

TYPE

81205 BAC5009                 BASIC DATE: 2002044AMEND NR:  P AMEND DT: 2002044

TYPE

81205 BAC5009                 BASIC DATE: 2002044AMEND NR:  P AMEND DT: 2002044

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5811                 BASIC DATE: 1996277AMEND NR:  U AMEND DT: 1996277

TYPE

81205 BAC5811                 BASIC DATE: 1997356AMEND NR:  U AMEND DT: 1997356

TYPE

81205 BAC5811U                BASIC DATE: 2002161AMEND NR:  G AMEND DT: 2002161

TYPE

81205 BMS3-8E                 BASIC DATE: 1994263AMEND NR:  E AMEND DT: 1994263

TYPE

81205 BMS3-8E                 BASIC DATE: 2000224AMEND NR:  A AMEND DT: 2000224

TYPE

81205 66-10690                BASIC DATE: 1959275AMEND NR:    AMEND DT:

TYPE

81205 66-10691                BASIC DATE: 1959295AMEND NR:    AMEND DT:

TYPE

81205 66-10692                BASIC DATE: 1962018AMEND NR:  A AMEND DT: 1962018

TYPE

81205 66-10697                BASIC DATE: 1959275AMEND NR:    AMEND DT:

TYPE

81205 66-10707                BASIC DATE: 1959295AMEND NR:    AMEND DT:

TYPE

81205 66-10728                BASIC DATE: 1959275AMEND NR:    AMEND DT:

TYPE

81205 69-10945                BASIC DATE: 1961362AMEND NR:  B AMEND DT: 1961362

TYPE 69-10945-1

81205 69-10956                BASIC DATE: 1959275AMEND NR:    AMEND DT:

TYPE

82918 69-10934                BASIC DATE: 1975226AMEND NR:  B AMEND DT: 1975226

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004135

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0020 *************** 1560-00-886-8926 ***************

              ITEM DESCRIPTION

BRACKET ASSEMBLY

RIGHTS GUARD APPLIES

EXCEPTIONS: 1)FINISH CODE F8.05 DEFINED: APPLY

NO FINISH. 2)USE AMS5510 FOR STAINLESS STEEL

TYPE 321 OR AMS5512 FOR STAINLESS STEEL TYPE

347 ILO MIL-S-6721. 3)FUSION WELD STEEL PER MIL-

W-8611 ILO BAC5932. 

4)DELETE REFERENCE TO

BAC5005. 5)MARK PER MIL-STD-130 METHOD PER

BAC5307.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

TDP AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 008868926-03053         BASIC DATE: 2003053AMEND NR:    AMEND DT: 2003053

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5004-1               BASIC DATE: 1986054AMEND NR:  L AMEND DT: 1986054

TYPE

81205 BAC5004-1               BASIC DATE: 1996113AMEND NR:  L AMEND DT: 1996113

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 69-11195                BASIC DATE: 1961083AMEND NR:  C AMEND DT: 1961083

TYPE 69-11195-4

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004135

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0021 *************** 1560-00-896-1263 ***************

              ITEM DESCRIPTION

COVER ASSEMBLY

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN 1560-00-896-1263

DRAWING 5-89321, (NOTES: 1-8)

1.  F-2.115 FINISH CODE DEFINED:  CHEMICAL TREAT

TO MEET THE REQUIREMENTS OF MIL-C-5541, CLASS IA

OR ANODIZE TO MEET THE REQUIREMENTS OF

MIL-A-8625, TYPE IB, CLASS 1.  APPLY

MIL-P-23377, TYPE I TO A DRY FILM THICKNESS OF

0.0003 TO 0.0005 INCH ACCORDING TO MIL-C-22751

AND MIL-F-18264.

2.  PART MARK PER MIL-STD-130 METHOD PER

BAC5307.

3.  USE ANSY14.5 IN LIEU OF MIL-STD-8.

4.  USE QQ-A-250 AND QQ-A-250/5 IN LIEU OF

QQ-A-362.

5.  F-2.10 FINISH CODE DEFINED:  APPLY ONLY

TEMPORARY COATING TO PROVIDE PROTECTION DURING

TRANSPORTATION, HANDLING AND STORAGE.

6.  DELETE REFERENCE TO ALL RIVET HOLE LOCATIONS

NOT REQUIRED FOR -3 COVER ASSEMBLY.

7.  DELETE REFERENCE TO BAC5005.

8.  USE BMS8-86 TYPE III PER BAC5447 IN LIEU OF

RIGID ROYALITE 5000 SERIES OR BOLATRON 6700

SERIES.

...END OF SPECIAL INSTRUCTIONS...

GOVERNMENT FURNISHED MYLAR

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TDP AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 008961263-02290         BASIC DATE: 2002290AMEND NR:    AMEND DT:

TYPE

81205 BAC5010                 BASIC DATE: 1998275AMEND NR:  W AMEND DT: 1998275

TYPE

81205 BAC5010                 BASIC DATE: 1998303AMEND NR:  W AMEND DT: 1998303

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5447                 BASIC DATE: 1997260AMEND NR:  L AMEND DT: 1997260

TYPE

81205 BMS5-14H                BASIC DATE: 1988246AMEND NR:  H AMEND DT: 1988246

TYPE

81205 BMS5-14H                BASIC DATE: 2001078AMEND NR:  B AMEND DT: 2001078

TYPE

81205 BMS8-86L                BASIC DATE: 1997160AMEND NR:  L AMEND DT: 1997160

TYPE

81205 BMS8-86L                BASIC DATE: 2000335AMEND NR:  A AMEND DT: 2000335

TYPE

81205 5-89321                 BASIC DATE: 1977129AMEND NR:  P AMEND DT: 1977129

TYPE 5-89321-3

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1998138

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0022 *************** 1560-00-962-6511 ***************

              ITEM DESCRIPTION

DUCT ASSEMBLY,AIR CONDITIONING-HEATING

"RIGHTS GUARD APPLIES"

"GOVERNMENT MYLAR APPLIES"

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

"EXCEPTIONS:"

SPECIAL INSTRUCTIONS FOR NSN:  1560-00-962-6511

PART NUMBER:  64-8328-235

1.  FINISH CODE F2.10 DEFINED:

APPLY ONLY TEMPORARY COATING TO PROVIDE

PROTECTION DURING TRANSPORTATION, HANDLING AND

STORAGE.

2.  FINISH CODE SRF2.30 DEFINED:

CHEMICAL TREAT TO MEET THE REQUIREMENTS OF

MIL-C-5541, CLASS 1A OR ANODIZE ACCORDING TO

MIL-A-8625, TYPE 1A, CLASS 1. APPLY ONE COAT OF

MIL-P-23377, TYPE 1 ACCORDING TO MIL-C-22751 AND

MIL-F-18264.

3.  USE ANSIY14.5 IN LIEU OF MIL-STD-8.

4.  PART MARK PER MIL-STD-130 METHOD PER

BAC5307.

5.  DELETE REFERENCE TO BAC5005.

6.  USE QQ-A-250 AND QQ-A-250/11 IN LIEU OF

QQ-A-327.

7.  USE WW-T-700 AND WW-T-700/6 IN LIEU OF

WW-T-789.

8.  HEAT TREAT TO T42 TEMPER IN LIEU OF T4.

9.  WELD PER BAC5975.

10. WELDING SYMBOLS, TERMS AND DEFINITIONS PER

AWSA2.4 AND AWSA3.0 IN LIEU OF BACD2022.

11. HEAT TREAT PER MIL-H-6088.

12. PART TO BE FURNISHED WITHOUT RIVET OR

FASTENER HOLES EXCEPT THOSE REQUIRED FOR

ASSEMBLY.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

SPECIAL QAP 104 IS APPLICABLE

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-104                 BASIC DATE: 1997182AMEND NR:    AMEND DT:

TYPE

13873 009626511-03060         BASIC DATE: 2003060AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5975                 BASIC DATE: 1996040AMEND NR:  L AMEND DT: 1996040

TYPE

81205 BAC5975                 BASIC DATE: 1996309AMEND NR:  L AMEND DT: 1996309

TYPE

81205 64-8326                 BASIC DATE: 1997211AMEND NR:  F AMEND DT: 1997211

TYPE

81205 64-8328                 BASIC DATE: 2000116AMEND NR: AG AMEND DT: 2000116

TYPE

81205 64-8328                 BASIC DATE: 1998313AMEND NR: AG AMEND DT: 1998313

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004139

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0023 *************** 1560-01-007-5393 ***************

              ITEM DESCRIPTION

LINK,MOUNTING BRACKET

THE FOLLOWING EXCEPTIONS TO DWG:3500639 APPLY:

1. PART MARK PER MIL-STD-130 METHOD PER

AS478-35D IN LIEU OF NOTES 5, 102 AND 103.

2. USE ANSIB46.1 AND ANSIY14.5 IN LIEU OF SC6001

3. ALL SURFACES TO BE MAX 250 SURFACE FINISH

ROUGHNESS PER ANSIB46.1 UNLESS OTHERWISE

SPECIFIED.

4. CLEAN AND DESCALE PER MIL-S-5002 AND

PASSIVATE PER ASTM A967,IN LIEU OF NOTE 12.

5. DELETE REFERENCE TO NOTES 2,7,8,9 AND 11.

6. INSPECT CASTING PER MIL-STD-2175, CLASS 2,

GRADE B IN LIEU OF EMS52300.

7.HEAT TREAT TO RC 35-42 PER MIL-H-6875 IN LIEU

OF HT-5036,& HT-5038.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PKG AVAILABILITY:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010075393-03044         BASIC DATE: 2003044AMEND NR:    AMEND DT: 2003044

TYPE

99193 3500639                 BASIC DATE: 1974275AMEND NR:  A AMEND DT: 1974275

TYPE P/N 3500639-1

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004184

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0024 *************** 1560-01-018-0292 ***************

              ITEM DESCRIPTION

LINK ASSEMBLY

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN: 1560-01-018-0292

PART NUMBER:  6-73387-3001

1.  FINISH CODE F-2.20 DEFINED: ANODIZE IN

ACCORDANCE WITH MIL-A-8625, TYPE 1B, CLASS 1.

2.  FINISH CODE F-12.40 DEFINED: APPLY WET

MIL-P-23377, TYPE I, PRIMER PER MIL-C-22751, AND

MIL-F-18264, TO ALL AREAS OF THE HOLES INCLUDING

ANY COUNTERSINK, COUNTERBORE, OR OTHER RECESS

AND IMMEDIATELY INSTALL FASTENER OR INSERT,

EXCEPT WHEN FASTENER IS INSTALLED INTO AN

INSERT, OR OTHER LOCATION REQUIRING EASE OF

REMOVAL OF THE FASTENER, USE CORROSION

PREVENTITIVE COMPOUND MIL-C-11796, CLASS 3

INSTEAD OF PRIMER.

3.  USE QQ-A-250 AND QQ-A-250/12 IN LIEU OF

QQ-A-283.

4.  IN LIEU OF BAC5423, USE MIL-STD-6866, AND

ANY ADDITIONAL REQUIREMENTS IDENTIFIED IN (9).

5.  SURFACE ROUGHNESS PER ANSIB46.1 IN LIEU OF

BACD2097.

6.  PART MARKING PER MIL-STD-130 METHOD PER

BAC5307.

7.  USE MS27645-4A IN LIEU OF BACB10A313.

8.  USE MS27645-6A IN LIEU OF BACB10A314.

9.  FLOURESCENT PENETRANT INSPECTION, USE

MIL-STD-6866 WITH THE FOLLOWING REQUIREMENTS AND

GUIDELINES:

MATL'S USED WITHIN A FAMILY SYSTEM SHALL BE FROM

THE SAME MFR, & MFR'S FAMILY, AND QUALIFIED

TOGETHER IN THE CURRENT QPL 25135, INSPECTION TO

BE ACCOMPLISHED USING TYPE I, MINIMUM

SENSITIVITY LEVEL 2 OR 3 AND METHOD A, B, OR D

PROCESS, ACCEPT/REJECT PER MIL-P-47158, GRADE C.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

TECHNICAL DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010180292-02302         BASIC DATE: 2002302AMEND NR:    AMEND DT: 2002302

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5435                 BASIC DATE: 2001332AMEND NR:  V AMEND DT: 2001332

TYPE

81205 BAC5435                 BASIC DATE: 2001325AMEND NR:  V AMEND DT: 2001325

TYPE

81205 6-73387                 BASIC DATE: 1977283AMEND NR:  B AMEND DT: 1977283

TYPE 6-73387-3001

82918 ST932                   BASIC DATE: 1975052AMEND NR:  G AMEND DT: 1975052

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 1993067

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0025 *************** 1560-01-018-9481 ***************

              ITEM DESCRIPTION

DRUM,RELEASE EMERGE

RIGHTS GUARD APPLIES

EXCEPTIONS

SPECIAL INSTRUCTIONS FOR NSN 1560-01-018-9481

PART NUMBER 65-2350-5

DRAWING 65-2350 (NOTES: 1-14)

1.  PART MARKING PER MIL-STD-130 METHOD BER

BAC5307.

2.  SURFACE TEXTURE PER ASMEB46.1 IN LIEU OF

BACD2097.

3.  DELETE REFERENCE TO D2-5000, BAC5005 AND

65-88700.

4.  FINISH CODE F-2.10 DEFINED: APPLY ONLY

TEMPORARY COATING AS REQUIRED FOR PROTECTION

DURING HANDLING, TRANSPORTATION AND STORAGE,

ACCORDING TO BAC5034.

5.  FINISH CODE SRF-14.9812 DEFINED: APPLY

BMS10-60 BOEING COLOR 702 WHITE GLOSS ENAMEL PER

BAC5845.

6.  FINISH CODE SRF-2.30 DEFINED: CHEMICAL TREAT

TO MEET THE REQUIREMENTS OF MIL-C-5541, CLASS 1A

OR ANODIZE ACCORDING TO MIL-A-8625, TYPE I CLASS

I.  APPLY ONE COAT OF MIL-P-23377, TYPE I,

CLASS C ACCORDING TO MANUFACTURERS APPLICATION

INSTRUCTIONS AND MIL-F-18264.

7.  DIMENSIONING AND TOLERANCING PER ASMEY14.5M

IN LIEU OF ANSIY14.5.

8.  DIMENSION CONTROL OF CASTING PER BSS7015 IN

LIEU OF BAC5405.

9.  USE FINISH CODE F-2.10 IN LIEU OF F-3.15.

10. USE FINISH CODE SRF-2.30 IN LIEU OF

SRF-3.30.

11.  CASTING INSPECTON PER MIL-STD-2175 IN LIEU

OF MIL-C-6021 AND D-13169.

12.  DELETE RAISED LETTERING FROM CASTING.

13.  USE ALUMINUM PER ASTMB26/B26M IN LIEU OF

MAGNESIUM PER QQ-M-56.

14.  USE FED-STD-595 COLOR NO. 27875 IN LIEU OF

BOEING COLOR 702.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010189481-02343         BASIC DATE: 2002343AMEND NR:    AMEND DT:

TYPE

81205 BACD2033                BASIC DATE: 1968037AMEND NR:  B AMEND DT: 1968037

TYPE

81205 BAC5034                 BASIC DATE: 1993204AMEND NR:  M AMEND DT: 1993204

TYPE

81205 BAC5034                 BASIC DATE: 1999214AMEND NR:  M AMEND DT: 1999214

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5734                 BASIC DATE: 1994355AMEND NR:  G AMEND DT: 1994355

TYPE

81205 BAC5734                 BASIC DATE: 1993166AMEND NR:  G AMEND DT: 1993166

TYPE

81205 BAC5738                 BASIC DATE: 1996088AMEND NR:  D AMEND DT: 1996088

TYPE

81205 BAC5738                 BASIC DATE: 1988299AMEND NR:  D AMEND DT: 1988299

TYPE

81205 BMS10-60M               BASIC DATE: 1998156AMEND NR:  M AMEND DT: 1998156

TYPE

81205 BMS10-60M               BASIC DATE: 1998316AMEND NR:  B AMEND DT: 1998316

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 65-2350                 BASIC DATE: 1977258AMEND NR:  E AMEND DT: 1977258

TYPE 65-2350-5

81205 65-2350                 BASIC DATE: 1977145AMEND NR:    AMEND DT:

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004141

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0026 *************** 1560-01-020-0454 ***************

              ITEM DESCRIPTION

BRACKET(1),STRUCTUA

RIGHTS GUARD APPLIES

MYLAR APPLIES

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

THE FOLLOWING EXCEPTIONS APPLY: PART MARKING PER

MIL-STD-130, METHOD PER BAC5307. SURFACE TEXTURE

PER ASMEB46.1 IN LIEU OF BACD2097. DIMENSIONING

AND TOLERANCING PER ASMEY14.5M. DEL REF TO

D2-5000 AND BAC5005. FINISH CODE F-8.07 DEFINED:

PREPARE SURFACE & PASSIVATE ACCORDING TO

ASTMA967. USE AMS5516 IN LIEU OF MIL-S-5059.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010200454-03060         BASIC DATE: 2003060AMEND NR:    AMEND DT: 2003060

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 69-60270                BASIC DATE: 1978025AMEND NR:  A AMEND DT: 1978025

TYPE 69-60270-1

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004141

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0027 *************** 1560-01-020-8671 ***************

              ITEM DESCRIPTION

PROBE ASSEMBLY,ENGINE INLET PRESSURE

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN 1560-01-020-8671

DRAWING 69-13299 (NOTES: 1-5,7,9,13B)

DRAWING 69-2129 (NOTES: 1-4,7-9,13B)

DRAWING 66-2148 (NOTES: 1-3,5)

1.  PART MARK PER MIL-STD-130 METHOD PER

BAC5307.

2.  FINISH CODE F-8.05 DEFINED:  APPLY NO

FINISH.

3.  DELETE REFERENCE TO BAC5005.

4.  USE MIL-W-8611 IN LIEU OF BAC5932.

5.  SURFACE ROUGHNESS PER ANSIB46.1 IN LIEU OF

BACD2097.

6.  APPLIES TO DRAWING 69-13299.

7.  USE AMS5510 FOR AISI321 OR AMS5512 FOR

AISI347 IN LIEU OF CRES SH AISI321 OR 347 PER

MIL-S-6721 ANNEALED.

8.  BAC5392 SHOULD READ BAC5932.

9.  USE MIL-T-8088 IN LIEU OF AN-WW-T-858.

10. USE AWSA5.9 AND AWSA5.14 IN LIEU OF

MIL-R-5031.

11. DELETED.

12. USE MS21921-4J IN LIEU OF MS21921-4C.

13. MAJOR CHARACTERISTICS:

A.  125 RHR.

B.  PRESSURE TEST.

14. USE MIL-W-8611 IN LIEU OF BAC5975.

...END OF SPECIAL INSTRUCTIONS...

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECHNICAL DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

GOV FURNISHED MYLAR APPLIES:

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010208671-03056         BASIC DATE: 2003056AMEND NR:    AMEND DT:

TYPE

81205 BAC5001                 BASIC DATE: 1995193AMEND NR:  K AMEND DT: 1995193

TYPE

81205 BAC5001                 BASIC DATE: 1990235AMEND NR:  K AMEND DT: 1990235

TYPE

81205 BAC5001-2               BASIC DATE: 1991023AMEND NR:  G AMEND DT: 1991023

TYPE

81205 BAC5001-2               BASIC DATE: 1999309AMEND NR:  G AMEND DT: 1999309

TYPE

81205 BAC5001-3               BASIC DATE: 1993231AMEND NR:  E AMEND DT: 1993231

TYPE

81205 BAC5001-3               BASIC DATE: 1999132AMEND NR:  E AMEND DT: 1999132

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 66-2148                 BASIC DATE: 1968129AMEND NR:  A AMEND DT: 1968129

TYPE

81205 66-2148                 BASIC DATE: 1939001AMEND NR:  A AMEND DT: 1939001

TYPE

81205 69-13299                BASIC DATE: 2001109AMEND NR:  D AMEND DT: 2001109

TYPE 69-13299-6

81205 69-2129                 BASIC DATE: 1982292AMEND NR:  D AMEND DT: 1982292

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = LC CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1992142

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0028 *************** 1560-01-021-7128 ***************

              ITEM DESCRIPTION

ARM,CONTROL ROD

RIGHTS GUARD APPLIES

THE FOLLOWING EXCEPTIONS APPLY: F-8.05 FINISH

CODE DEFINED: APPLY NO FINISH.  DELETE REFERENCE

TO BAC5005 AND D2-5000.

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECHNICAL DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010217128-04204         BASIC DATE: 2004204AMEND NR:    AMEND DT:

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 66-18949                BASIC DATE: 1963214AMEND NR:  B AMEND DT: 1963214

TYPE

81205 66-18949                BASIC DATE: 1978059AMEND NR:  B AMEND DT: 1978059

TYPE 66-18949-1

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004141

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0029 *************** 1560-01-022-9655 ***************

              ITEM DESCRIPTION

QUADRANT,ENGINE

EXCEPTIONS: 1)FINISH CODE F-2.10 DEFINED: APPLY

NO FINISH EXCEPT TEMPORARY COATINGS MAY BE

APPLIED AS REQUIRED FOR PROTECTION DURING

HANDLING, TRANSPORTATION AND STORAGE. 2) USE

ANSIB46.1 ILO BACD2097. 3)DELETE MIL-C-6021

CL IIB, 13169 AND USE LATEST REV OF MIL-C-6021

CL 4 GRADE D. 4) FINISH CODE SRF-2.30 DEFINED:

CHEMICAL TREAT TO MEET THE REQUIREMENTS OF MIL-

C-5541 CL 1A OR ANODIZE ACCORDING TO MIL-C-8625

TY I CL 1. APPLY ONE COAT OF MIL-P-23377

ACCORDING TO MIL-C-22751 AND MIL-F-18264.

5) DIMENSIONS AND TOLERANCES PER ANSIY14.5.

6)ANSB92.1-1970 SHOULD READ ANSIB92.1-1970.

DATA AVAILABILITY:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010229655-02337         BASIC DATE: 2002337AMEND NR:    AMEND DT:

TYPE

81205 BACD2033                BASIC DATE: 1968037AMEND NR:  B AMEND DT: 1968037

TYPE

81205 BAC5034                 BASIC DATE: 1993204AMEND NR:  M AMEND DT: 1993204

TYPE

81205 BAC5034                 BASIC DATE: 1999214AMEND NR:  M AMEND DT: 1999214

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5423                 BASIC DATE: 1998142AMEND NR:  W AMEND DT: 1998142

TYPE

81205 BAC5423                 BASIC DATE: 1999245AMEND NR:  W AMEND DT: 1999245

TYPE

81205 BAC5439                 BASIC DATE: 1987265AMEND NR:  H AMEND DT: 1987265

TYPE

81205 BAC5439                 BASIC DATE: 1987042AMEND NR:  H AMEND DT: 1987042

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT:

TYPE

81205 204-83052               BASIC DATE: 1980351AMEND NR:  C AMEND DT: 1980351

TYPE 204-83052-1

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1997007

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0030 *************** 1560-01-027-9745 ***************

              ITEM DESCRIPTION

CAM ASSEMBLY

RIGHTS GAURD APPLIES

EXCEPTIONS:

1)PART MARK PER MIL-STD-130 METHOD PER BAC5307.

2)SURFACE ROUGHNESS PER ASME B46.1 ILO BACD2097.

3)DIMENSIONING AND TOLERANCING PER ASME Y14.5M.

4)DELETE REFERENCE TO BAC5005 AND D2-5000.

5)FINISH CODE SRF-12.205 DEFINED: APPLY ONE COAT

OF MIL-P-23377 TY I CL C PER MANUFACTURER'S

INSTRUCTIONS AND MIL-F-18264.

6)FINISH CODE SRF-1.286 DEFINED: CADMIUM (TITAN-

IUM ALLOY) PLATE AND BAKE 23 HOURS MINIMUM AT

375+-25F WITH CHROMATE POST PLATE TREATMENT PER

BAC5804. APPLY ONE COAT OF MIL-P-23377 TY I CL C

PER MANUFACTURERS APPLICATION INSTRUCTIONS AND

MIL-F-18264.

7)4340 STEEL BAR PER AMS6415 ILO MIL-S-5000.

8)SHOTPEEN PER AMS-S-13165 ILO BAC5730.

9)COTTER PIN PER NASM24665 ILO AN381.

10)BOLT PER NAS6203-NAS6220 ILO NAS1106.

11)MAJOR CHARACTERISTICS: BEFORE AND AFTER PLAT-

ING DIMENSIONS, GRAIN DIRECTION AND SURFACE

TEXTURE.

...END OF SPECIAL INSTRUCTIONS...

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TDP AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010279745-04141         BASIC DATE: 2004141AMEND NR:    AMEND DT:

TYPE

81205 BACB10M                 BASIC DATE: 1997169AMEND NR:  L AMEND DT: 1997169

TYPE

81205 BAC5009                 BASIC DATE: 1993173AMEND NR:  R AMEND DT: 1993173

TYPE

81205 BAC5009                 BASIC DATE: 2003093AMEND NR:  R AMEND DT: 2003093

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5424                 BASIC DATE: 2001001AMEND NR:  W AMEND DT: 2001001

TYPE

81205 BAC5435                 BASIC DATE: 2001332AMEND NR:  V AMEND DT: 2001332

TYPE

81205 BAC5435                 BASIC DATE: 2001325AMEND NR:  V AMEND DT: 2001325

TYPE

81205 BAC5440                 BASIC DATE: 1997252AMEND NR:  K AMEND DT: 1997252

TYPE

81205 BAC5440                 BASIC DATE: 2003262AMEND NR:  K AMEND DT: 2003262

TYPE

81205 BAC5617                 BASIC DATE: 1990064AMEND NR:  R AMEND DT: 1990064

TYPE

81205 BAC5617                 BASIC DATE: 1988319AMEND NR:  R AMEND DT: 1988319

TYPE

81205 BAC5804                 BASIC DATE: 1986080AMEND NR: AB AMEND DT: 1986080

TYPE

81205 BAC5804                 BASIC DATE: 2003085AMEND NR: AB AMEND DT: 2003085

TYPE

81205 BMS7-122D               BASIC DATE: 1990107AMEND NR:  D AMEND DT: 1990107

TYPE

81205 65-18456                BASIC DATE: 1968191AMEND NR:  B AMEND DT: 1968191

TYPE 65-18456-7

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004141

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0031 *************** 1560-01-028-7990 ***************

              ITEM DESCRIPTION

TORQUE TUBE, FLAP DRIVE

RIGHTS GUARD APPLIES

MYLAR APPLIES

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

THE FOLLOWING SPECIAL INSTRUCTIONS APPLY:

1)PART MARK PER MIL-STD-130, METHOD PER BAC5307.

2)DEL REF TO BAC5005. 3)USE ANSIB46.1 ILO

BACD2097. 4)USE ANSIY14.5 ILO MIL-STD-8. 5)ILO

FINISH CODE SRF-3.30, FINISH AS FOLLOWS: ANODIZE

ACCORDING TO MIL-M-45202, TYPE II, CLASS D OR

CHEMICAL TREAT TO MEET THE REQMTS OF MIL-M-3171,

TYPE II. APPLY ONE COAT OF MIL-P-23377, TYPE 1,

CLASS 2 ACCORDING TO MANUFACTURERS APPLICATION

INSTRUCTIONS AND MIL-F-18264. 7)SRF-14.967 FIN-

ISE CODE DEFINED: APPLY ONE COAT OF BMS10-11,

TYPE 2 ENAMEL, COLOR BAC7025 GRAY, SEMI-GLOSS

PER BAC5736. 8)DETERMINE CONTOUR FROM DRAWING

65-11850. 

9)USE BSS7015 ILO BAC5482. 10)USE

MIL-STD-2175, CLASS 3, GRADE C ILO MIL-C-

6021B, CLASS IIA AND D-13169. 11)USE MIL-STD-

2219 ILO BAC5921.

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECHNICAL DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010287990-02343         BASIC DATE: 2002343AMEND NR:    AMEND DT:

TYPE

81205 65-32242                BASIC DATE: 1962215AMEND NR:  B AMEND DT: 1967208

TYPE 65-32242-3

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = EC LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1995199

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0032 *************** 1560-01-032-9907 ***************

              ITEM DESCRIPTION

CAM ASSEMBLY,COVE L

RIGHTS GUARD APPLIES:

EXCEPTIONS TO DWG 65-18455 REV:B

SPECIAL INSTRUCTIONS FOR NSN: 1560-01-032-9907AW

DRAWING NOTES: 1-9

DWG PART NUMBER: 65-18455-10

1. PART MARKING PER MIL-STD-130 METHOD PER

BAC5307

2. SURFACE TEXTURE PER ASMEB46.1 IN LIEU OF

BACD2097.

3. DIMENSIONS AND TOLERANCES PER ASME Y14.5M.

4. DELETE REFERENCE TO BAC5005 AND D2-5000.

5. FINISH CODE SRF-1.286 DEFINED: CADMIUM

TITANIUM ALLOY PLATE AND BAKE 23 HOURS MINIMUM

AT 375 +/- 25F WITH CHROMATE POST PLATE

TREATMENT ACCORDING TO BAC5804. APPLY ONE COAT

OF MIL-PRF-23377, TYPE I, CLASS C, ACCORDING TO

MANUFACTURERS APPLICATION INSTRUCTIONS AND

MIL-F-18264.

6. FINISH CODE SRF-12.205 DEFINED: APPLY ONE

COAT OF MIL-PRF-23377 TYPE I, CLASS C, ACCORDING

TO MANUFACTURERS APPLICATION INSTRUCTIONS AND

MIL-F-18264.

7. OPTIONAL MAGNETIC PARTICLE INSPECT PER ASTM

E1444 IN LIEU BAC5424, WITH THE FOLLOWING

ADDITIONAL REQUIREMENT. THE INTENSITY OF VISIBLE

LIGHT REFERRED TO IN PARAGRAPH 5.7.1 TO BE

MINIMUM OF 200FC.

8. STEEL PER AMS-F-7190 IN LIEU OF MIL-F-7190.

9. MAJOR CHARACTERISTICS: A.  GRAIN DIRECTION

B. BEFORE AND AFTER PLATING.  C. SHOT PEEN

SURFACES.  D. 4 PLACE DIMENSIONS.  E. SURFACE

FINISH  F. PLATING THICKNESS.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010329907-03063         BASIC DATE: 2003063AMEND NR:    AMEND DT: 2003063

TYPE

81205 BACB10M                 BASIC DATE: 1997169AMEND NR:  L AMEND DT: 1997169

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5424                 BASIC DATE: 1983115AMEND NR:  U AMEND DT: 1983115

TYPE

81205 BAC5424                 BASIC DATE: 1999245AMEND NR:  U AMEND DT: 1999245

TYPE

81205 BAC5440                 BASIC DATE: 1997252AMEND NR:  J AMEND DT: 1997252

TYPE

81205 BAC5440                 BASIC DATE: 1992134AMEND NR:  J AMEND DT: 1992134

TYPE

81205 BAC5617                 BASIC DATE: 1990064AMEND NR:  R AMEND DT: 1990064

TYPE

81205 BAC5617                 BASIC DATE: 1988319AMEND NR:  R AMEND DT: 1988319

TYPE

81205 BAC5730                 BASIC DATE: 1999224AMEND NR:  N AMEND DT: 1999224

TYPE

81205 BAC5730                 BASIC DATE: 1999208AMEND NR:  N AMEND DT: 1999208

TYPE

81205 BMS7-122D               BASIC DATE: 1990107AMEND NR:  D AMEND DT: 1990107

TYPE

81205 65-18455                BASIC DATE: 1968023AMEND NR:  B AMEND DT: 1968023

TYPE 65-18455-10

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004142

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0033 *************** 1560-01-038-8947 ***************

              ITEM DESCRIPTION

SEAL,WING BALANCE

RIGHTS GUARD APPLIES

EXCEPTIONS:

USE FED SPEC C-F-206 IN LIEU OF MIL-F-5656.

USE 2024-T3 EXTRUSION I/L/O 2024-T4 EXTRUSION.

FINISH CODE SRF-1.285 DEFINED: CADMIUM PLATE TO

MEET THE REQUIREMENTS OF QQ-P-416 TYPE II CLASS

2. BAKE 3 HOURS MINIMUM AT 375 DEGREES PLUS OR

MINUS  25 DEGREES. APPLY ONE COAT OF MIL-P-23377

TYPE I ACCORDING TO MIL-C-22751 & MIL-F-18264.

FINISH CODE SRF-12.205 DEFINED: APPLY ONE COAT

OF MIL-P-23377 TYPE I ACCORDING TO MIL-C-22751

AND MIL-F-18264.FINISH CODE SRF-2.30 DEFINED:

CHEMICAL TREAT TO MEET THE REQUIREMENTS OF

MIL-C-5541 CLASS 1A OR ANODIZE ACCORDING TO MIL-

A-8625 TYPE 1 CLASS 1. APPLY ONE COAT OF MIL-P-

23377 TYPE 1 ACCORDING TO MIL-C-22751 AND MIL-F-

18264.

PART TO BE FURNISHED WITH NO RIVET OR FASTENER

HOLES (EXCEPT AS REQUIRED FOR ASSEMBLY OF -3008)

USE QQ-A-200/3 IN LIEU OF QQ-A-267.

HEAT TREAT PER MIL-H-6875 CLASS A I/L/O BAC5601.

USE MS20426B5 I/L/O AN426B5.

DELETE REFERENCE TO BAC5005.

USE MIL-S-81733 TYPE I-2 I/L/O BAC5010 TYPE 49.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

MYLAR REQUIRED

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

DATA AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010388947-03118         BASIC DATE: 2003118AMEND NR:    AMEND DT: 2003118

TYPE

81205 BAC1503                 BASIC DATE: 2000112AMEND NR: BC AMEND DT: 2000112

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BMS5-126H               BASIC DATE: 1998152AMEND NR:  H AMEND DT: 1998152

TYPE

81205 BMS5-126H               BASIC DATE: 1998152AMEND NR:  B AMEND DT: 1998152

TYPE

81205 6-72099                 BASIC DATE: 1986182AMEND NR:  K AMEND DT: 1986182

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = D3 INTRMDT CONT QTY = AAA CONV DT = 1995067

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0034 *************** 1560-01-039-9139 ***************

              ITEM DESCRIPTION

COLLAR

CERTIFIED SAMPLE APPLIES

RIGHTS GUARD APPLIES

THE FOLLOWING EXCEPTIONS APPLY:USE BSS7230 IN

LIEU OF D6-8099. USE FAR 25.853 IN LIEU OF

D6-9069. BOEING COLOR 711 PER D14080. DEL REF TO

BAC5005. PART MAKR PER MIL0STD-130 METHOD PER

BAC5307. PART TO BE FURNISHED WITHOUT 0.218 DIA-

METER HOLES. DISREGARD FLAGNOTE 3. DETERMINE

CONTOUR FROM SAMPLE PART PROVIDED. DISREGARD

"NOTE" ABOUT FIRST PART IN ZONE B4 OF DWG.

DISREGARD REQUIREMENTS CONTAINED ON SHEETS

4.1 THROUGH 4.5. MATERIAL SHALL MEET REQUIRE-

MENTS OF BMS8-86, TYPE I.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

TECHNICAL DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010399139-03059         BASIC DATE: 2003059AMEND NR:    AMEND DT:

TYPE

77272 D-14080                 BASIC DATE: 1986121AMEND NR: BB AMEND DT: 1986121

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5447                 BASIC DATE: 1997260AMEND NR:  L AMEND DT: 1997260

TYPE

81205 BAC5568                 BASIC DATE: 1997106AMEND NR:  G AMEND DT: 1997106

TYPE

81205 BAC5568                 BASIC DATE: 1995268AMEND NR:  G AMEND DT: 1995268

TYPE

81205 BMS8-86L                BASIC DATE: 1997160AMEND NR:  L AMEND DT: 1997160

TYPE

81205 BMS8-86L                BASIC DATE: 2000335AMEND NR:  A AMEND DT: 2000335

TYPE

81205 BSS7230                 BASIC DATE: 1994210AMEND NR:  H AMEND DT: 1994210

TYPE

81205 204-40005               BASIC DATE: 1986302AMEND NR:  J AMEND DT: 1986302

TYPE

81205 204-40005               BASIC DATE: 2002182AMEND NR:  J AMEND DT: 2002182

TYPE

81205 65-15992                BASIC DATE: 1987016AMEND NR: CL AMEND DT: 1987016

TYPE

81205 65-52703                BASIC DATE: 1978126AMEND NR:  B AMEND DT: 1978126

TYPE 65-52703-1AW

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004145

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0035 *************** 1560-01-039-9227 ***************

              ITEM DESCRIPTION

GUARD,TORQUE TUBE

RIGHTS GUARD APPLIES

EXCEPTIONS:

1)PART MARK PER MIL-STD-130 METHOD PER BAC5307.

2)SURFACE TEXTURE PER ASME B46.1 ILO BAC5005.

3)DELETE REFERENCE TO D2-5000 AND BAC5005.

4)DIMENSIONING AND TOLERANCING PER ASME Y14.5M.

5)FINSH CODE F-6.10 DEFINED: APPLY NO FINISH.

6)USE BAC5317 AND BAC5317-2 ILO BAC5449.

7)USE BAC5556 ILO BAC5470.

TDP AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

GOV FURNISHED MYLAR APPLIES:

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010399227-03049         BASIC DATE: 2003049AMEND NR:    AMEND DT:

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5317                 BASIC DATE: 1995164AMEND NR:  D AMEND DT: 1995164

TYPE

81205 BAC5317                 BASIC DATE: 1999322AMEND NR:  D AMEND DT: 1999322

TYPE

81205 BAC5317-2               BASIC DATE: 1999271AMEND NR:  E AMEND DT: 1999271

TYPE

81205 BAC5317-2               BASIC DATE: 1999322AMEND NR:  E AMEND DT: 1999322

TYPE

81205 BAC5556                 BASIC DATE: 1996353AMEND NR:  C AMEND DT: 1996353

TYPE

81205 BAC5556                 BASIC DATE: 1989178AMEND NR:  C AMEND DT: 1989178

TYPE

81205 BMS8-13L                BASIC DATE: 2000105AMEND NR:  L AMEND DT: 2000105

TYPE

81205 BMS8-13L                BASIC DATE: 2000105AMEND NR:    AMEND DT:

TYPE

81205 BMS8-214G               BASIC DATE: 1986220AMEND NR:  G AMEND DT: 1986220

TYPE

81205 BMS8-214G               BASIC DATE: 2000313AMEND NR:  A AMEND DT: 2000313

TYPE

81205 BMS8-79AC               BASIC DATE: 2001248AMEND NR: AC AMEND DT: 2001248

TYPE

81205 BMS8-79AC               BASIC DATE: 2001340AMEND NR:  A AMEND DT: 2001340

TYPE

81205 69-2871                 BASIC DATE: 1976098AMEND NR:  C AMEND DT: 1976098

TYPE

81205 69-2871                 BASIC DATE: 1999279AMEND NR:  C AMEND DT: 1999279

TYPE 69-2871-2

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = XX WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = XX LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1999218

PACK CODE = Z PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

CONTRACTOR TO PACKAGE IAW

ATA 300 OR ASTM-D-3951-95

WITH MIL-STD-129 MARKINGS

INCLUDED.

Line Item 0036 ***************1560-01-040-2835 ***************

              ITEM DESCRIPTION

ROD ASSEMBLY,TRIM

RIGHTS GUARD APPLIES

EXCEPTION DATA FOR NSN:1560-01-040-2835

SPECIAL INSTRUCTIONS FOR NSN 1560-01-040-2835

DRAWING 69-11426 (NOTES: 1-4,9-13)

DRAWING 3-55365 (NOTES: 1-8,17)

DRAWING 3-58187 (NOTES: 1-4,8,14,15)

1.  PART MARKING PER MIL-STD-130 METHOD PER

BAC5307.

2.  SURFACE TEXTURE PER ASMEB46.1 IN LIEU OF

BACD2097.

3.  DIMENSIONS AND TOLERANCES PER ASME Y14.5M

4.  DELETE REFERENCE TO BAC5005, D2-5000 AND

D2-6979.

5.  FINISH CODE F-6.10 DEFINED: APPLY NO FINISH.

6.  FINISH CODE SRF-2.30 DEFINED: CHEMICAL TREAT

TO MEET THE REQUIREMENTS OF MIL-C-5541, CLASS

1A, OR ANODIZE ACCORDING TO MIL-A-8625, TYPE I,

CLASS I. APPLY ONE COAT OF MIL-P-23377, TYPE I,

CLASS C ACCORDING TO MANUFACTURERS APPLICATION

INSTRUCTIONS AND MIL-F-18264.

7.  2024 ALUMINUM PER AMS-QQ-A-200 AND

AMS-QQ-A-200/3 ILO QQ-A-267.

8.  ALUMINUM PER AMS-QQ-A-225 AND AMS-QQ-A-225/6

ILO QQ-A-268 AND QQ-A-354.

9.  FINISH CODE F-12.40 DEFINED: APPLY WET

MIL-P-23377, TYPE I CLASS C PRIMER ACCORDING TO

THE MANUFACTURERS  INSTRUCTIONS AND MIL-F-18264

TO ALL AREAS OF THE HOLE INCLUDING ANY

COUNTERSINK, COUNTERBORE, OR OTHER RECESS, AND

IMMEDIATELY INSTALL FASTENER.

10.  FINISH CODE F-2.902 DEFINED: CHEMICAL TREAT

INTERIOR AND EXTERIOR SURFACES TO MEET THE

REQUIREMENTS OF MIL-C-5541, CLASS 1A (COLORED

FILM). APPLY ONE COAT OF BMS 10-11, TYPE I, ON

INTERIOR SURFACES ONLY ACCORDING TO BAC5736.

11.  FINISH CODE F-12.14 DEFINED: ASSEMBLE WITH

A THIN COAT OF MIL-C-16173, GRADE 2 CORROSION

PREVENTIVE COMPOUND ON BOTH INTERNAL AND

EXTERNAL SURFACES OF MATING THREADS ACCORDING TO

BAC 5034.

12.  TUBING PER WW-T-700 AND WW-T-700/3 ILO

WW-T-785.

13.  RIVETS PER NASM20470 ILO AN470.

14.  THREADS PER MIL-S-7742 ILO AN-S-126.

15.  FINISH CODE F-2.20 DEFINED: ANODIZE

ACCORDING TO MIL-A-8625, TYPE I, CLASS 1.

16.  HEAT TREAT PER AMS-H-6088 AND AMS2770 ILO

BAC5602.

17.  PHENOLIC PER ASTM D709 ILO HH-P-256.

...END OF SPECIAL INSTRUCTIONS...

*PER ENGRS:EXCEPTION NOTE #16 CHG TO READ*

HEAT TREAT PER MIL-H-6088 & AMS2770 IN LIEU OF

BAC5602.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TDP AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010402835-04204         BASIC DATE: 2004204AMEND NR:    AMEND DT:

TYPE

81205 BACB10A                 BASIC DATE: 2000250AMEND NR: AK AMEND DT: 2000250

TYPE

81205 BACD2074                BASIC DATE: 2002058AMEND NR: AG AMEND DT: 2002058

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5004-1               BASIC DATE: 1986054AMEND NR:  L AMEND DT: 1986054

TYPE

81205 BAC5004-1               BASIC DATE: 1996113AMEND NR:  L AMEND DT: 1996113

TYPE

81205 BAC5010                 BASIC DATE: 1998275AMEND NR:  W AMEND DT: 1998275

TYPE

81205 BAC5010                 BASIC DATE: 1998303AMEND NR:  W AMEND DT: 1998303

TYPE

81205 BAC5034                 BASIC DATE: 1993204AMEND NR:  M AMEND DT: 1993204

TYPE

81205 BAC5034                 BASIC DATE: 1999214AMEND NR:  M AMEND DT: 1999214

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5423                 BASIC DATE: 1998142AMEND NR:  W AMEND DT: 1998142

TYPE

81205 BAC5423                 BASIC DATE: 1999245AMEND NR:  W AMEND DT: 1999245

TYPE

81205 BAC5736                 BASIC DATE: 1988356AMEND NR:  R AMEND DT: 1988356

TYPE

81205 BAC5736                 BASIC DATE: 1998072AMEND NR:  R AMEND DT: 1998072

TYPE

81205 BMS10-11V               BASIC DATE: 1994187AMEND NR:  V AMEND DT: 1994187

TYPE

81205 BMS10-11V               BASIC DATE: 2001102AMEND NR:  G AMEND DT: 2001102

TYPE

81205 BMS5-14H                BASIC DATE: 1988246AMEND NR:  H AMEND DT: 1988246

TYPE

81205 BMS5-14H                BASIC DATE: 2001078AMEND NR:  B AMEND DT: 2001078

TYPE

81205 3-55365                 BASIC DATE: 1966304AMEND NR:  H AMEND DT: 1966304

TYPE

81205 3-58187                 BASIC DATE: 1982320AMEND NR:  R AMEND DT: 1982320

TYPE

81205 69-11426                BASIC DATE: 1982102AMEND NR:  D AMEND DT: 1982102

TYPE 69-11426-2

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004145

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0037 ***************1560-01-040-9567 ***************

              ITEM DESCRIPTION

STRUT,WING PANEL

RIGHTS GUARD APPLIES

EXCEPTIONS:

1)PART MARK PER MIL-STD-130 METHOD PER BAC5307.

2)SURFACE TEXTURE PER ASME B46.1 ILO BACD2097.

3)DIMENSIONING AND TOLERANCING PER ASME Y14.5M.

4)DELETE REFERENCE TO BAC5005 AND D2-5000.

5)2024 ALUM PER AMS-QQ-A-250 AND AMS-QQ-A-250/5A

ILO QQ-A-362.

6)FINISH CODE SRF-2.115 DEFINED: CHEMICAL TREAT

PER MIL-C-5541 CL 1A OR ANODIZE PER MIL-A-8625

TY I CL 1. APPLY ONE COAT OF MIL-P-23377 TY I

CL C PRIMER PER MANUFACTURER'S INSTRUCTIONS AND

MIL-F-18264.

7)HEAT TREAT PER AMS2770 AND AMS-H-6088 ILO

BAC5602.

8)PART TO BE FURNISHED WITHOUT FASTENER OR

RIVET HOLES.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

GOV FURNISHED MYLAR APPLIES:

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010409567-03065         BASIC DATE: 2003065AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 9-64064                 BASIC DATE: 1977237AMEND NR:  J AMEND DT: 1977237

TYPE 9-64064-2006

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004145

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0038 ***************1560-01-048-8451 ***************

              ITEM DESCRIPTION

SLEEVE,PIN RETAINER

RIGHTS GUARD APPLIES

EXCEPTIONS:

1)PART MARK PER MIL-STD-130 METHOD PER BAC5307.

2)SURFACE TEXTURE PER ASME B46.1 ILO BACD2097.

3)DELETE REFERENCE TO D2-5000 AND BAC5005.

4)DIMENSIONING AND TOLERANCING PER ASME Y14.5M.

5)4340 STEEL PER MIL-H-6875 ILO BAC5601.

6)HEAT TREAT STEEL PER MIL-H-6875 ILO BAC5601.

7)FINISH CODE F-1.20 DEFINED: CADMIUM PLATE PER

QQ-P-416 TY I CL 2.

8)MAGNETIC PARTICLE INSPECT PER ASTM E1444 ILO

MIL-I-6868 WITH THE FOLLOWING ADDITIONAL REQUIR-

EMENT: THE INTENSITY OF VISIBLE LIGHT REFERRED

TO IN PARAGRAPH 5.7.1 IS TO BE A MINIMUM OF

200FC.

9)MAJOR CHARACTERISTIC: GRAIN DIRECTION.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TDP AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010488451-02078         BASIC DATE: 2002078AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 66-3884                 BASIC DATE: 1957101AMEND NR:    AMEND DT:

TYPE 66-3884

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1999132

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0039 ***************1560-01-052-0391 ***************

              ITEM DESCRIPTION

HANDLE ASSEMBLY, ESC

RIGHTS GUARD APPLIES

EXCEPTIONS:

1)PART MARK PER MIL-STD-130 METHOD PER BAC5307.

2)SURFACE TEXTURE PER ASME B46.1 ULO BACD2097.

3)DIMENSIONING AND TOLERANCING PER ASME Y14.5M.

4)DELETE REFERENCE TO D2-5000 AND BAC5005.

5)FINISH CODE F-6.10 DEFINED: APPLY NO FINISH.

6)RIVETS PER NASM20426 ILO MS20426.

7)82-35-295-15 SOURCE OF SUPPLY: SOUTH CHESTER

CORP. CAGE 94222.

8)PART TO BE FURNISHED WITHOUT HOLES EXCEPT AS

REQUIRED FOR ASSEMBLY OF PART.

9)BAC778 COLOR PER D-14080.

10)RIVET TUBULAR PER MS16536 ILO MS20450.

*****END OF SPECIAL INSTRUCTIONS*****

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

TDP AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010520391-02056         BASIC DATE: 2002056AMEND NR:    AMEND DT: 2002056

TYPE

77272 D-14080                 BASIC DATE: 1986121AMEND NR: BB AMEND DT: 1986121

TYPE

81205 BACD2074                BASIC DATE: 2001064AMEND NR: AF AMEND DT: 2001064

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5004-1               BASIC DATE: 1986054AMEND NR:  L AMEND DT: 1986054

TYPE

81205 BAC5004-1               BASIC DATE: 1996113AMEND NR:  L AMEND DT: 1996113

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 65-3729                 BASIC DATE: 1978312AMEND NR:  H AMEND DT: 1978312

TYPE

81205 65-3729                 BASIC DATE: 1977102AMEND NR:  H AMEND DT: 1977102

TYPE P/N 65-3729-13A

81205 65-3729                 BASIC DATE: 1982301AMEND NR:  F AMEND DT: 1982301

TYPE

81205 65-79110-1024           BASIC DATE: 1986343AMEND NR: RU AMEND DT: 1986343

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1999159

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0040 ***************1560-01-056-6844 ***************

              ITEM DESCRIPTION

RIB,FILLET FLAP

RIGHTS GUARD APPLIES

THE FOLLOWING EXCEPTIONS TO DWG 9-66834,REV"F"

APPLY:1)USE 2024-0 TEMPER CLAD ALUMINUM PER QQ-A

-250 & QQ-A-250/5.2)OPTIONAL TO HEAT TREAT PER

MIL-H-6088 & AMS 2770 IN LIEU OF BAC5602.3)IN

LIEU OF F-2.115,USE THE FOLLOWING:CHEMICAL TREAT

TO MEET THE REQMT'S OF MIL-C-5541,CLASS 1A OR AN

-ODIZE TO MEET THE REQMT'S OF MIL-A-8625,TYPE 1,

CLASS 1.APPLY 1 COAT OF MIL-P-23377,REV"F"TYPE 1

CLASS 2 I/A/W MFR'S APPLICATION INSTRUCTIONS &

MIL-F-18264.4)DELETE ALL FASTENER HOLES,THESE

WILL BE DRILLED DURING INSTALLATION OF NHA.5)

PART MARK PER MIL-STD-130,METHOD PER BAC5307.6)

DELETE REFERENCE TO BAC5005.

...END OF EXCEPTIONS...

GOVERNMENT FURNISHED MYLAR APPLIES

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

EXPORT CONTROL

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010566844-03003         BASIC DATE: 2003003AMEND NR:    AMEND DT:

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5602                 BASIC DATE: 1969321AMEND NR: AF AMEND DT: 1969321

TYPE

81205 BAC5602                 BASIC DATE: 2001240AMEND NR: AF AMEND DT: 2001240

TYPE

82918 9-66834                 BASIC DATE: 1982272AMEND NR:  F AMEND DT: 1982272

TYPE 9-66834-15

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  FA

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1994130

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0041 ***************1560-01-066-2639 ***************

              ITEM DESCRIPTION

STRAP ASSEMBLY,ACCESSORY

"RIGHTS GUARD APPLIES"

EXCEPTIONS TO 65-6071 FOR -32 AS FOLLOWS

1) FINISH CODE F-1.90: CHROMIUM PLATE TO DWG

SPECIFIED THICKNESS PER QQ-C-320, CLASS 2.

2) USE FED-STD-595 COLOR 36231 IN LIEU OF

BAC704.USE V-T-295 IN LIEU OF MIL-T-7807.

3) PART MARK PER MIL-STD-130 PER BAC5307.

4) DELETE REF TO 65-88700 AND BAC 5005.

5) BAC COLOR 774 PER D14080. USE ANSIB46.1

IN LIEU OF BACD2097.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010662639-03022         BASIC DATE: 2003022AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5437                 BASIC DATE: 1997336AMEND NR:  M AMEND DT: 1997336

TYPE

81205 BAC5437                 BASIC DATE: 1988194AMEND NR:  M AMEND DT: 1988194

TYPE

81205 D14080                  BASIC DATE: 1980025AMEND NR: AM AMEND DT: 1980025

TYPE

81205 65-29966                BASIC DATE: 1976251AMEND NR:  J AMEND DT: 1976251

TYPE

81205 65-29966                BASIC DATE: 1939001AMEND NR:  J AMEND DT: 1939001

TYPE

81205 65-29966                BASIC DATE: 1982315AMEND NR:  E AMEND DT: 1982315

TYPE

81205 65-6071                 BASIC DATE: 1986027AMEND NR:  M AMEND DT: 1986027

TYPE 65-6071-32

81205 65-6071                 BASIC DATE: 1986020AMEND NR:  B AMEND DT: 1986020

TYPE

81205 66-4262                 BASIC DATE: 1981306AMEND NR:  K AMEND DT: 1981306

TYPE

81205 66-4262                 BASIC DATE: 1981334AMEND NR:  C AMEND DT: 1981334

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = D3 INTRMDT CONT QTY = AAA CONV DT = 1992141

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0042 ***************1560-01-069-7763 ***************

              ITEM DESCRIPTION

SUPPORT ANGLE,RIB

RIGHTS GUARD APPLIES

EXCEPTIONS:

1)PART MARK PER MIL-STD-130 METHOD PER BAC5307.

2)SURFACE TEXTURE PER ASME B46.1.

3)DIMENSIONING AND TOLERANCING PER ASME Y14.5M.

4)DELETE REFERENCE TO D2-5000 AND BAC5005.

5)F-2.30 DEFINED: CHEMICAL TREAT PER MIL-C-

5541 CL IA OR ANODIZE PER MIL-A-8625 TY I CL 1.

APPLY ONE COAT OF MIL-PRF-23377 TY I CL C PER

MFR'S INSTRUCTIONS AND MIL-F-18264.

6)7075 AL PER AMS-QQ-A-200 AND AMS-QQ-A-200/11.

7)DELETE REFERENCE TO LOCATE TO MATCH 5-89816.

8)PART TO BE FURNSIHED WITHOUT RIVET OR

FASTENER HOLES.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010697763-03066         BASIC DATE: 2003066AMEND NR:    AMEND DT:

TYPE

81205 BAC1514                 BASIC DATE: 2000118AMEND NR: BE AMEND DT: 2000118

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 60-2853                 BASIC DATE: 1956166AMEND NR:  A AMEND DT: 1956166

TYPE 60-2853-1

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004146

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0043 ***************1560-01-069-7855 ***************

              ITEM DESCRIPTION

FILLER-BULB END,PAN

THE FOLOWING EXCEPTIONS APPLY: DELETE REFERENCE

TO BAC5005. F6.10 FINISH CODE DEFINED: APPLYNO

FINISH. USE L-P-509, TYPE II, GRADE C IN LIEU OF

MIL-P-15035, TYPE FBM. PART MARK PER MIL-STD-130

METHOD PER BAC5307.

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECHNICAL DATA AVAILABILITY

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010697855-03058         BASIC DATE: 2003058AMEND NR:    AMEND DT: 2003058

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 63-2839                 BASIC DATE: 1959089AMEND NR:  C AMEND DT: 1959089

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = D3 INTRMDT CONT QTY = AAA CONV DT = 1992141

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0044 ***************1560-01-074-7622 ***************

              ITEM DESCRIPTION

PANE,TRACK AND SHIE

MYLAR APPLIES

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

THE FOLLOWING EXCEPTIONS APPLY: FINISH CODE

F-6.10 DEFINED: APPLY NO FINISH. COLOR NUMBER

BAC996 PER D-14080. PART MARKING PER MIL-STD-130

METHOD PER BAC5307. DIMENSIONING AND TOLERANCING

PER ASMEY14.5 ILO USASY14.5. DEL REF TO D2-5000

AND BAC5005. PART TO BE FURNISHED WITHOUT

.250 - .261 DIAMETER HOLES.

ALTERNATE MATERIAL- USE OF AMS-L-P-391 I/L/O

MIL-P-5425 IS ACCEPTABLE

DATA AVAILABILITY:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010747622-03056         BASIC DATE: 2003056AMEND NR:    AMEND DT:

TYPE

81205 BAC5038                 BASIC DATE: 1990061AMEND NR:  J AMEND DT: 1990061

TYPE

81205 BAC5038                 BASIC DATE: 1999158AMEND NR:  J AMEND DT: 1999158

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 D-14080                 BASIC DATE: 1980025AMEND NR: AM AMEND DT: 1980025

TYPE

81205 D6-5016                 BASIC DATE: 1969037AMEND NR:  H AMEND DT: 1969037

TYPE

81205 D6-5016                 BASIC DATE: 1982244AMEND NR:  H AMEND DT: 1982244

TYPE

81205 204-40520               BASIC DATE: 1984240AMEND NR:  B AMEND DT: 1984240

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004146

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0045 ***************1560-01-084-9350 ***************

              ITEM DESCRIPTION

SEAL,SIDE COWL

THE FOLLOWING EXCEPTIONS APPLY:PART MARKINGPER

MIL-STD-130, METHOD PER BAC5307. SURFACE TEXTURE

PER ASMEB46.1 ILO BACD2097. DIM & TOL PER ASME

Y14.5M ILO ANSIY14.5 AND USASY14.5. DEL REF TO

BAC5005, D2-5000, D6-5000 AND 65-88700. FINISH

CODE SRF-2.30 DEFINED: CHEMICAL TREAT TO MEET

THE REQUIREMENTS OF MIL-C-5541,CLASS 1A, OR

ANODIZE ACCORDING TO MIL-A-8625, TYPE I, CLASS I

APPLY ONE COAT OF MIL-P-23377, TYPE I, CLASS C

ACCORDING TO MFG'S APPLICATION INSTRUCTIONS AND

MIL-F-18264. 2024 ALUMINUM PER AMS-QQ-A-250 AND

AMS-QQ-A-250/5 ILO QQ-A-250/5. HEAT TREAT PER

AMS2770 AND AMS-H-6088 IN LIEU OF BAC5602.

TECHNICAL DATA AVAILABILITY

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 010849350-03170         BASIC DATE: 2003170AMEND NR:    AMEND DT: 2003170

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 204-70067               BASIC DATE: 1986325AMEND NR:  H AMEND DT: 1986325

TYPE

81205 204-70067               BASIC DATE: 1985129AMEND NR:  E AMEND DT: 1985129

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = A1 LEVEL PRESV =

INTRMDT CONT = D3 INTRMDT CONT QTY = AAA CONV DT = 1992143

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0046 *************** 1560-01-104-9443 ***************

              ITEM DESCRIPTION

BULKHEAD,AIRCRAFT

RIGHTS GUARD APPLIES

THE FOLLOWING EXCEPTIONS APPLY: DEL REF TO

BAC5005. PART MARK PER MIL-STD-130 PER

BAC5307.  USE ANSIY14.5 IN LIEU OF USASY14.5.

DEL REF TO OPTIONAL MIL-A-8920. USE MIL-H-6088

IN LIEU OF BAC5602. FINISH CODE SRF-2.30 DE-

FINED: CHEMICAL TREAT TO MEET REQMTS OF MIL-C-

5541, CLASS 1A OR ANODIZE ACCORDING TO MIL-A-

8625, TYPE I, CLASS 1. APPLY ONE COAT OF

MIL-P-23377, TYPE I, ACCORDING TO MIL-C-22751

AND MIL-F-18264.  PART TO BE FURNISHED WITHOUT

BOLT AND/OR RIVET HOLES.  MIL-F-18264, PG. 13,

PARA 5.12, DELETE REF TO LAST SENTENCE - SUB-

STITUTE "ANY RESIDUE LEFT BY MASKING SHALL BE

REMOVED WITH ISOPROPYL ALCOHOL (TT-I-735).

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECHNICAL DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

GOV FURNISHED MYLAR APPLIES:

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 011049443-02129         BASIC DATE: 2002129AMEND NR:    AMEND DT:

TYPE

81205 BAC1514                 BASIC DATE: 1983053AMEND NR: BG AMEND DT: 1983053

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 204-70099               BASIC DATE: 1982201AMEND NR:  K AMEND DT: 1982201

TYPE 204-70099-92

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004146

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0047 ***************1560-01-111-4795 ***************

              ITEM DESCRIPTION

END BLOCK,TRAILING

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN 1560-01-111-4795

DRAWING 6-74121-2

1.  F-3.71 FINISH CODE DEFINED:  ANODIZE

ACCORDING TO MIL-M-45202, TYPE II, CLASS D OR

CHEMICAL TREAT TO MEET THE REQUIREMENTS OF

MIL-M-3171, TYPE III.  APPLY MIL-P-23377, TYPE 1

PRIMER TO A DRY FILM THICKNESS OF 0.001 TO

0.0015 INCH ACCORDING TO MANUFACTURERS

APPLICATION INSTRUCTIONS AND MIL-F-18264.

2. USE A356.0-T6 ALUMINUM ALLOY CASTING PER

QQ-A-601 IN LIEU OF MAGNESIUM ALLOY CASTING PER

QQ-M-56, COMP AZ91 COND HTA.  USE FINISH CODE

F-2.115 IN LIEU OF F-3.15.  OPTIONAL MATERIAL:

USE 2024 ALUMINUM ALLOY PER QQ-A-200/3, T3

TEMPER IN LIEU OF QQ-M-31, COMP AZ31B, COND E

AND F-2.115 IN LIEU OF F-3.71.

3.  USE BSS7015 IN LIEU OF BAC5482.

4.  DELETE REFERENCE TO 5 HOLES.

5.  F-3.15 FINISH CODE DEFINED:  TEMPORARY

PROTECTION FOR CASTINGS AND FORGINGS DURING

TRANSPORTATION TO MEET THE REQUIREMENTS OF THE

APPLICABLE MILITARY OR FEDERAL SPECIFICATION OF

THE MATERIAL OR MIL-P-116 AND MIL-STD-1186.

6.  F-2.115 FINISH CODE DEFINED:  CHEMICAL TREAT

TO MEET THE REQUIREMENTS OF MIL-C-5541 TYPE 1A

OR ANODIZE TO MEET THE REQUIREMENTS OF

MIL-A-8625, TYPE I, CLASS 1.  APPLY MIL-P-23377

TYPE 1 TO A DRY FILM THICKNESS OF 0.0003 TO

0.0005 INCH ACCORDING TO MANUFACTURERS

APPLICATION INSTRUCTIONS AND MIL-F-18264.

7.  INSPECT CASTING PER LATEST REVISION OF

MIL-C-6021, CLASS 4, GRADE D IN LIEU OF

MIL-C-6021 B, CLASS IIB.

8.  USE ANSIB46.1 IN LIEU OF BACD2097.

9.  DELETE REFERENCE TO 32-2727 AND BAC5005.

...END OF SPECIAL INSTRUCTIONS...

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TDP AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 011114795-02166         BASIC DATE: 2002166AMEND NR:    AMEND DT: 2002166

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 BSS7015                 BASIC DATE: 1989298AMEND NR:    AMEND DT: 1989298

TYPE

81205 6-74121                 BASIC DATE: 1956164AMEND NR:  B AMEND DT: 1956164

TYPE

81205 90-3344                 BASIC DATE: 1958204AMEND NR:  A AMEND DT: 1958204

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1999026

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0048 ***************1560-01-132-6665 ***************

              ITEM DESCRIPTION

BLOCKER SEGMENT,THR

RIGHTS GUARD APPLIES

EXCEPTIONS:

SPECIAL INSTRUCTIONS FOR NSN 1560-01-132-6665

1.  PART MARK PER MIL-STD-130, METHOD PER

BAC5307.

2.  DELETE REFERENCE TO BAC5005.

3.  F-8.05 FINISH CODE DEFINED:  APPLY NO

FINISH.

4.  F-8.07 FINISH CODE DEFINED:  PREPARE SURFACE

AND PASSIVATE ACCORDING TO QQ-P-35.

5.  USE MIL-STD-2219 IN LIEU OF BAC5932.

6.  "DH" FASTENER CODE IS MS20427F.

7.  IN LIEU OF BAC5423, USE MIL-STD-6866 AND

ADDITIONAL REQUIREMENTS IDENTIFIED IN

ENGINEERING NOTE 10.

8.  GRIND THE 69-40427-1 AND -2 TO ALLOW

69-41541-2 TO FIT FLUSH WITH CONTOUR OF

65-14510-9.

9.  69-40427-3 SHALL HAVE THE OVERALL

CONFIGURATION OF 69-40427-5, EXCEPT WITH THE

THICKNESS CALLED OUT ON THE DRAWING FOR

69-40427-3.

10. FLUORESCENT PENETRANT INSPECTION USE

MIL-STD-6866, WITH THE FOLLOWING REQUIREMENTS:

I.  MATERIALS USED WITH A SYSTEM (FAMILY) SHALL

BE FROM THE SAME MANUFACTURER AND MANUFACTURER'S

FAMILY, AND QUALIFIED TOGETHER IN THE CURRENT

QPL25135.

II. INSPECTION TO BE ACCOMPLISHED USING TYPE I,

MINIMUM SENSITIVITY LEVEL 4, METHOD D PROCESS,

AND FORM B OR D DEVELOPER.

CAUTION:  IF FORM D DEVELOPER IS USED, CARE

SHALL BE USED IN APPLICATION TO PREVENT A

BUILD-UP OF DEVELOPER ON THE SURFACE.

III.  ACCEPT/REJECT CRITERIA PER MIL-STD-1907

GRADE A.

...END OF SPECIAL INSTRUCTIONS...

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

TECH DATA PACKAGE AVAILABILITY:

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 011326665-03057         BASIC DATE: 2003057AMEND NR:    AMEND DT:

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5004-1               BASIC DATE: 1986054AMEND NR:  L AMEND DT: 1986054

TYPE

81205 BAC5004-1               BASIC DATE: 1996113AMEND NR:  L AMEND DT: 1996113

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 65-14510                BASIC DATE: 1965285AMEND NR:  C AMEND DT: 1965285

TYPE 65-14510-8

81205 69-10356                BASIC DATE: 1960172AMEND NR:    AMEND DT:

TYPE

81205 69-40427                BASIC DATE: 1982349AMEND NR:  B AMEND DT: 1982349

TYPE

81205 69-41541                BASIC DATE: 1982349AMEND NR:  A AMEND DT: 1982349

TYPE

82918 66-10281                BASIC DATE: 1980161AMEND NR:  A AMEND DT: 1980161

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004147

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0049 ***************1560-01-237-4849 ***************

              ITEM DESCRIPTION

STAND PIPE ASSEMBLY

EXCEPTIONS:

1)PART MARK PER MIL-STD-130 METHOD PER BAC5307.

2)DELETE REFERENCE TO BAC5005,D2-5000 AND

FLAGNOTE 7.

3)FINISH CODE F-2.10 DEFINED: APPLY ONLY TEMPOR-

ARY COATING TO PROVIDE PROTECTION DURING TRANS-

PORTATION, HANDLING AND STORAGE.

4)FINISH CODE F-2.22 DEFINED: CHEMICAL TREAT PER

MIL-C-5541 CL 1A OR ANODIZE PER MIL-A-8625 TY I

CL 1.

5)USE MS33584 ILO AND10061

6)USE MIL-W-6858 ILO BAC5908.

7)USE AMS-QQ-A-250 AND AMS-QQ-A-250/5 ILO

QQ-A-362.

8)USE WW-T-700 AND WW-T-700/3 ILO WW-T-785.

9)USE SAE-AMS-2770 AND SAE-AMS-H-6088 ILO

BAC5602.

DATA AVAILABILITY:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 012374849-03056         BASIC DATE: 2003056AMEND NR:    AMEND DT: 2003056

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 90-8458                 BASIC DATE: 1964167AMEND NR:  B AMEND DT: 1964167

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1989030

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0050 ***************1560-01-284-9939 ***************

              ITEM DESCRIPTION

TRAILING EDGE ASSEMBLY

RIGHTS GUARD APPLIES

EXCEPTION DATA FOR NSN:1560-01-284-9939

SPECIAL INSTRUCTIONS FOR NSN 1560-01-284-9939

DRAWING 65-18689 (NOTES: 1-27,29,35-38)

DRAWING 69-14886 (NOTES: 24-26,29)

DRAWING 65-18902 (NOTES: 24-26,31-33,40)

ADCNS 11 AND 12 (NOTE: 34)

DRAWING 65-18903 (NOTES: 24-26,29,31,32,40)

ADCN 7 AND 8 (NOTE: 39)

1.  CONTRACT AWARD MANUFACTURER MOST OBTAIN

BONDING FROM OC-ALC/MMIRBE APPROVED SOURCES.

2.  FINISH CALLOUT:  CHEMICAL TREAT TO MEET THE

REQUIREMENTS OF MIL-C-5541, CLASS 3 AND

MIL-C-81706, CLASS 3 FORM I OR II, METHOD A OR

B.  APPLY TWO COATS OF MIL-P-23377 TYPE I TO A

DRY FILM THICKNESS OF 0.0006 TO 0.0010 INCH

TOTAL ACCORDING TO MANUFACTURERS APPLICATION

INSTRUCTIONS AND MIL-F-18264.

3.  PART TO BE FURNISHED WITHOUT RIVET OR

FASTENER HOLES EXCEPT AS REQUIRED FOR ASSEMBLY

OF PART.

4.  USE BARE ALUMINUM QQ-A-250 AND QQ-A-250/4 IN

LIEU OF BOTH QQ-A-355 AND QQ-A-362.

5.  USE FINISH CALLOUT IN ENGINEERING NOTE

NUMBER 2 IN LIEU OF FINISH CODES F-20.02,

F-17.10, SRF-12.205 AND F-2.940.

6.  USE BMS5-101 IN LIEU OF BMS5-71 AND BMS5-17.

7.  UES BAC5514, BAC5514-5101 AND BMS5-101 IN

LIEU OF BAC5514-570 AND BMS5-70.

8.  OPTIONAL TO USE MIL-C-7438 (ALL HONEYCOMB

CORE TO BE NON-PERFORATED) IN LIEU OF BMS4-4.

9.  USE D3-1453 AND BMS5-95 IN LIEU OF BAC5000.

10.  OPTIONAL TO USE APR1524 IN LIEU OF BAC5555.

11.  USE BBS5-90, TYPE II, BAC5514 AND

BAC5514-590 IN LIEU OF BMS8-30, TYPE II.

12.  DELETE REFERENCE TO D6-9002.

13.  USE BAC5514, BAC5514-5101 AND BMS5-101 IN

LIEU OF BAC5413 AND BAC5414.

14.  USE BAC5514, BAC5514-590 AND BMS5-90 TYPE

II IN LIEU OF BAC5457.

15.  USE D6-44879 IN LIEU OF D6-7388.

16.  QUALIFICATION OF BONDING SOURCES SHALL BE

CONTROLLED BY THE RESPONSIBLE OC-ALC ENGINEER.

17.  USE BAC5514, BAC5514-5101 AND BMS5-101 IN

LIEU OF BAC5514-551 AND BMS5-51.  OPTIONAL TO

USE BAC5514, BAC5514-580 AND BMS5-80.

18.  OPTIONAL TO USE BAC5514, BAC5514-5101 AND

BMS5-101 IN LIEU OF BAC5514-580 AND BMS5-80.

19.  USE MIL-C-22751 AND MIL-F-18264 IN LIEU OF

BAC5736.

20.  USE MIL-P-23377 TYPE 1 PRIMER IN LIEU OF

BMS10-11 TYPE 1.

21.  APPLY BMS5-28 PER BAC5503.

22.  APPLY BMS5-25 PER BAC5010, TYPE 54,

GRADE I.

23.  DELETE REFERENCE TO BMS10-60, TYPE 1.

24.  FINISH CODE F-2.10 DEFINED:  APPLY ONLY

TEMPORARY COATING TO PROVIDE PROTECTION DURING

TRANSPORTATION HANDLING AND STORAGE.

25.  PART MARK PER MIL-STD-130 METHOD PER

BAC5307.

26.  DELETE REFERENCE TO BAC5005.

27.  USE BMS5-92 TYPE I OR III WITH BAC5010,

TYPE 70.

28.  NO NOTE.

29.  USE MIL-H-6088 IN LIEU OF BAC5602.

30.  APPLIES TO BOEING DRAWING 69-14886.

31.  USE ANSIB46.1 IN LIEU OF BACD2097.

32.  IN LIEU OF BAC5423, USE ASTME1417 AND ANY

ADDITIONAL REQUIREMENTS IDENTIFIED IN

ENGINEERING NOTE 40.

33.  HEAT TREAT PER MIL-H-6088.

34.  APPLIES TO BOEING DRAWING 65-18902.

35.  OPTIONAL TO USE NAS1526 IN LIEU OF

BACB30GP-6.

36.  OPTIONAL TO USE NAS1097 IN LIEU OF

BACR15CE.

37.  OPTIONAL MANUFACTURING METHOD FOR -112

CHORD:  ALTER BAC1503-5946 BY MACHINING TO

CROSS-SECTIONAL DIMENSIONS OF BAC1514-1486.

(SEE FLAGNOTE 19, DRAWING 65-18689, SHT 1).

38.  MAJOR CHARACTERISTICS:

A. CORE RIBBON DIRECTION.

B.  .1905/.1895 DIA HOLES FOR LOCKBOLTS.

39.  APPLIES TO BOEING DRAWING 65-18903.

40.  FLUORESCENT PENETRANT INSPECTION USE

ASTME1417 WITH THE FOLLOWING REQUIREMENTS AND

GUIDELINES:

I. MATERIALS USED WITHIN A SYSTEM (FAMILY) SHALL

BE FROM THE SAME MANUFACTURER AND MANUFACTURERS

FAMILY AND QUALIFIED TOGETHER IN THE CURRENT

QPL25135.

II.  INSPECTION TO BE ACCOMPLISHED USING, TYPE

I, MINIMUM SENSITIVITY LEVEL 2 OR 3 AND METHOD A

B OR D PROCESS.

III.  ACCEPT/REJECT CRITERIA PER MIL-P-47158

GRADE C.

...END OF SPECIAL INSTRUCTIONS...

GOVERNMENT FURNISHED MYLAR

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

BONDING SOURCES

OC-ALC APPROVED SOURCES FOR STRUCTURAL BONDED

C/KC135 AND E-3 ASSEMBLIES MAINTAINED BY C/KC135

AND E-3 ENGINEERING, OC-ALC/LCRA JUNE 14, 2004.

AIRCRAFT TYPE CAN BE FOUND ON THE DRAWING FOR

DETERMINATION OF SERVICE APPROVED BONDING

SOURCES:

1. ROHR INDUSTRIES, INC. P. O. BOX 878 CHULA

VISTA, CA 92012, CAGE: 51563, APPROVAL DATE

UNKNOWN.

2. AVIATION EQUIPMENT, INC., 1571 MACARTHUR

BLVD, COSTA MESA, CA. 92626, CAGE: 0TEG3

APPROVAL DATE 07/23/2002. (KC-135 ONLY).

3. AEROSPACE TECHNOLOGIES, INC. 7445 E.

LANCASTER, P. O. BOX 50727, FT WORTH, TX 76105

CAGE: 32818, APPROVAL DATE UNKNOWN.

4. AIRBORNE SUPPLY, INC., 1923 CENTRAL AVENUE,

HOT SPRINGS NATIONAL PARK, AR 71901, CAGE: 65088

APPROVAL DATE UNKNOWN.

5. BOEING MILITARY AIRPLANE COMPANY, 3801 SOUTH

OLIVER P. O. BOX 7723 WICHITA, KS 67277-7723

CAGE: 82918, APPROVAL DATE UNKNOWN.

6. NORDAM, 510 SOUTH LANSING, P. O. BOX 3365,

TULSA, OK 74101, CAGE: 29957, APPROVAL DATE

UNKNOWN.

7. HONEYCOMB COMPANY OF AMERICA, INC., 1950

LIMBUS AVE P. O. BOX 13024 SARASOTA, FL 34243

CAGE: 99115, APPROVAL DATE UNKNOWN. (KC-135

ONLY).

8. AERONCA, INC., AEROSPACE DIVISION, 1712

GERMANTOWN ROAD MIDDLETOWN, OH 45042-1716 CAGE:

80512, APPROVAL DATE UNKNOWN. (METAL TO METAL

CAPABILITY ONLY).

9. PRATT & WHITNEY COMPOSITES 4075 RUFFIN RD

SAN DIEGO, CA. 92123, CAGE: 49380

APPROVAL DATE 21 NOV 2001. (KC-135 ONLY).

10. FLEET INDUSTRIES, GILMORE ROAD P. O. BOX 400

FORT ERIE, ONTARIO CANADA L2A5N3 CAGE: 35356

APPROVAL DATE UNKNOWN.

11. PLASTIC FABRICATING CO. INC., 1650 SOUTH

MCCOMAS, P. O. BOX 9410 WICHITA, KS 67277-9410

CAGE: 96145 APPROVAL DATE UNKNOWN.

12. HELICOMB INTERNATIONAL INC., 1402 S. 69TH

EAST AVE, TULSA, OK 74112-6610, CAGE: 6W159

APPROVAL DATE UNKNOWN.

13. AERO SPACE COMPOSITES, 11782 WESTERN AVE,

UNIT 7 STANTON, CA 90680, CAGE: 0JWH9 APPROVAL

DATE UNKNOWN.

14. TTF, LLC 1400 MILLS HIGHWAY,

BREAUX BRIDGE, LA 70547, CAGE: 6BC04,

APPROVAL DATE UNKNOWN. (APPPROVED ONLY FOR

STRUCTUAL METAL-TO-METAL BONDED ASSEMBLIES).

15. HONEYCOMB COMPOSITE SYSTEMS, INC P. O. BOX

11113, 7000 A AVENUE AMARILLO, TX 79111 CAGE:

ORY43, APPROVAL DATE 7/12/93.

16. CYCLONE AVIATION PRODUCTS LTD, WESTERN

GALILEE, P. O. BOX 114, CARMIEL 20100, ISRAEL

CAGE: S5503, APPROVAL DATE 11/18/93. PHONE

NUMBER: (256) 534-2487.

17. LUFTHANSA TECHNIK COMPOSITE., 6956 E 13TH

ST, TULSA, OK 74112, CAGE: 0BDL0, APPROVAL DATE

4/22/96.

18. LUNN INDUSTRIES, INC., 1 GARVIES POINT ROAD,

GLEN COVE, NY 11542, CAGE: 94304 APPROVAL DATE

11/7/96.

19. TOLO, INCORPORATED, 18341 JAMBOREE ROAD,

IRVINE, CA 92612, CAGE: 18118, APPROVAL DATE

11/27/96. (SEE CAGE 51563 ROHR INDUSTRIES).

20. APEX COMPOSITES, INC.

414 CHAMBER LOOP DRIVE

ADA, OK 74820 CAGE 0X451

KC135 ONLY

21. APPLIED AEROSPACE STRUCTURES CORP

3437 SOUTH AIRPORT WAY

STOCKTON, CA 95206 CAGE 23296

KC135 ONLY

22. AURORA FLIGHT SCIENCES 300 EAST BENEDUM

INDUSTRIAL DRIVE, BRIDGEPORT, WEST VA 26330

CAGE 1PFX4. APPROVAL DATE 7/16/2004.

THE ABOVE LISTED SOURCES ARE APPROVED TO BOND

C/KC135 AND E-3 STRUCTURAL HONEYCOMB CORE AND

METAL TO METAL BONDED ASSEMBLIES, UNLESS

OTHERWISE NOTED.  THE MASTER LIST IS MAINTAINED

BY OC-ALC/LCRA ENGINEERING.  ALL CHANGES TO THIS

LIST REQUIRES LCRA APPROVAL.

THESE LISTS DATED JUNE 14, 2004

SUPERSEDES ALL PREVIOUS LISTS AND ALL UNDATED

LISTS.

...END OF SPECIAL INSTRUCTIONS...

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

ORIGIN INSPECTION REQUIRED

TECH DATA AVAILABILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 012849939-03311         BASIC DATE: 2003311AMEND NR:    AMEND DT:

TYPE

81205 BACB30GD                BASIC DATE: 1999015AMEND NR:  E AMEND DT: 1999015

TYPE

81205 BACR15CE                BASIC DATE: 2003220AMEND NR: BG AMEND DT: 2003220

TYPE

81205 BAC1503-5946            BASIC DATE: 1991339AMEND NR: AY AMEND DT: 1991339

TYPE

81205 BAC1514                 BASIC DATE: 1983053AMEND NR: BG AMEND DT: 1983053

TYPE

81205 BAC5004                 BASIC DATE: 1995347AMEND NR:  K AMEND DT: 1995347

TYPE

81205 BAC5004                 BASIC DATE: 1994056AMEND NR:  K AMEND DT: 1994056

TYPE

81205 BAC5004-1               BASIC DATE: 1986054AMEND NR:  M AMEND DT: 1986054

TYPE

81205 BAC5004-1               BASIC DATE: 2003024AMEND NR:  M AMEND DT: 2003024

TYPE

81205 BAC5004-2               BASIC DATE: 1998132AMEND NR:  U AMEND DT: 1998132

TYPE

81205 BAC5004-2               BASIC DATE: 1998027AMEND NR:  U AMEND DT: 1998027

TYPE

81205 BAC5010                 BASIC DATE: 1998275AMEND NR:  W AMEND DT: 1998275

TYPE

81205 BAC5010                 BASIC DATE: 1998303AMEND NR:  W AMEND DT: 1998303

TYPE

81205 BAC5049                 BASIC DATE: 1990024AMEND NR:  H AMEND DT: 1990024

TYPE

81205 BAC5049                 BASIC DATE: 1996141AMEND NR:  H AMEND DT: 1996141

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BAC5444                 BASIC DATE: 1991149AMEND NR:  E AMEND DT: 1991149

TYPE

81205 BAC5444                 BASIC DATE: 1986294AMEND NR:  E AMEND DT: 1986294

TYPE

81205 BAC5503                 BASIC DATE: 1991161AMEND NR:  D AMEND DT: 1991161

TYPE

81205 BAC5503                 BASIC DATE: 1988195AMEND NR:  D AMEND DT: 1988195

TYPE

81205 BAC5514                 BASIC DATE: 1995121AMEND NR: AP AMEND DT: 1995121

TYPE

81205 BAC5514                 BASIC DATE: 1999253AMEND NR: AP AMEND DT: 1999253

TYPE

81205 BAC5514-5101            BASIC DATE: 1996046AMEND NR:  V AMEND DT: 1996046

TYPE

81205 BAC5514-5101            BASIC DATE: 1999105AMEND NR:  V AMEND DT: 1999105

TYPE

81205 BAC5514-580             BASIC DATE: 1993228AMEND NR:  V AMEND DT: 1993228

TYPE

81205 BAC5514-589             BASIC DATE: 1996046AMEND NR:  W AMEND DT: 1996046

TYPE

81205 BAC5514-589             BASIC DATE: 1999105AMEND NR:  W AMEND DT: 1999105

TYPE

81205 BAC5514-590             BASIC DATE: 2003184AMEND NR:  P AMEND DT: 2003184

TYPE

81205 BAC5555                 BASIC DATE: 1995121AMEND NR:  N AMEND DT: 1995121

TYPE

81205 BAC5555                 BASIC DATE: 2000311AMEND NR:  N AMEND DT: 2000311

TYPE

81205 BMS4-4W                 BASIC DATE: 1999333AMEND NR:  W AMEND DT: 1999333

TYPE

81205 BMS4-4W                 BASIC DATE: 2002189AMEND NR:  E AMEND DT: 2002189

TYPE

81205 BMS5-101J               BASIC DATE: 1993320AMEND NR:  J AMEND DT: 1993320

TYPE

81205 BMS5-101J               BASIC DATE: 2003041AMEND NR:  C AMEND DT: 2003041

TYPE

81205 BMS5-129J               BASIC DATE: 2002126AMEND NR:  J AMEND DT: 2002126

TYPE

81205 BMS5-129J               BASIC DATE: 2002126AMEND NR:    AMEND DT:

TYPE

81205 BMS5-25D                BASIC DATE: 1991263AMEND NR:  D AMEND DT: 1991263

TYPE

81205 BMS5-25D                BASIC DATE: 2001047AMEND NR:  C AMEND DT: 2001047

TYPE

81205 BMS5-28AE               BASIC DATE: 2003036AMEND NR: AE AMEND DT: 2003036

TYPE

81205 BMS5-28AE               BASIC DATE: 2003036AMEND NR:    AMEND DT:

TYPE

81205 BMS5-89M                BASIC DATE: 2003199AMEND NR:  M AMEND DT: 2003199

TYPE

81205 BMS5-89M                BASIC DATE: 2003199AMEND NR:    AMEND DT:

TYPE

81205 BMS5-90R                BASIC DATE: 2003184AMEND NR:  R AMEND DT: 2003184

TYPE

81205 BMS5-90R                BASIC DATE: 2003184AMEND NR:    AMEND DT:

TYPE

81205 BMS5-92H                BASIC DATE: 1999032AMEND NR:  H AMEND DT: 1999032

TYPE

81205 BMS5-92H                BASIC DATE: 2001206AMEND NR:  B AMEND DT: 2001206

TYPE

81205 BMS5-95L                BASIC DATE: 2003052AMEND NR:  L AMEND DT: 2003052

TYPE

81205 BMS5-95L                BASIC DATE: 2003052AMEND NR:    AMEND DT:

TYPE

81205 D3-1453                 BASIC DATE: 1989152AMEND NR: AE AMEND DT: 1989152

TYPE

81205 D6-44879                BASIC DATE: 1994061AMEND NR:  C AMEND DT: 1994061

TYPE

81205 D6-44879                BASIC DATE: 1984179AMEND NR:  C AMEND DT: 1984179

TYPE

81205 65-18689                BASIC DATE: 1988327AMEND NR:  G AMEND DT: 1988327

TYPE 65-18689-104

81205 65-18902                BASIC DATE: 1971258AMEND NR:  B AMEND DT: 1971258

TYPE

81205 65-18902                BASIC DATE: 1968037AMEND NR:  B AMEND DT: 1968037

TYPE

81205 65-18903                BASIC DATE: 1973255AMEND NR:  B AMEND DT: 1973255

TYPE

81205 65-18903                BASIC DATE: 1968038AMEND NR:  B AMEND DT: 1968038

TYPE

81205 69-14886                BASIC DATE: 1986153AMEND NR:    AMEND DT:

TYPE

81205 69-14886                BASIC DATE: 1961094AMEND NR:    AMEND DT:

TYPE

82918 9-64317                 BASIC DATE: 1963177AMEND NR:  J AMEND DT: 1963177

TYPE

82918 9-64317                 BASIC DATE: 1986045AMEND NR:  J AMEND DT: 1986045

TYPE

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = EC LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004166

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0051 ***************1560-01-436-6441 ***************

              ITEM DESCRIPTION

INSULATION,THERMAL,

EXCEPTIONS:

1)PART MARK PER MIL-STD-130 METHOD PER BAC5307.

2)DIMENSIONING AND TOLERANCING PER ASME Y14.5.

3)DELETE REFERENCE TO BAC5005,D2-5000,D6-5000

AND D6-19736.

4)SURFACE TEXTURE PER ASME B46.1 ILO BACD2097.

5)FINISH CODE F-8.05 DEFINED: APPLY NO FINISH.

6)321 STEEL PER AMS5510 AND 347 STEEL PER

AMS5512 ILO MIL-S-6721.

EXPORT CONTROL APPLIES:

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILABILITY

AN UNRESTRICTED TECHNICAL DATA PACKAGE IS

AVAILABLE AT DSCR FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 014366441-04090         BASIC DATE: 2004090AMEND NR:    AMEND DT:

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1998194AMEND NR:  N AMEND DT: 1998194

TYPE

81205 BAC5307                 BASIC DATE: 2002164AMEND NR:  N AMEND DT: 2002164

TYPE

81205 BMS8-48W                BASIC DATE: 2000158AMEND NR:  W AMEND DT: 2000158

TYPE

81205 BMS8-48W                BASIC DATE: 2001192AMEND NR:  B AMEND DT: 2001192

TYPE

81205 204-65503               BASIC DATE: 1939001AMEND NR:  A AMEND DT: 1939001

TYPE 204-65503-1

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = XX INTRMDT CONT QTY = AAA CONV DT = 1998313

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV B

DATED 1997212

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

Line Item 0052 *************** 1560-01-487-2873 ***************

              ITEM DESCRIPTION

CHANNEL,AIRCRAFT

RIGHTS GUARD APPLIES:

EXCEPTIONS FOE DWG 204-70045 REV M:

1.PART MARK PER MIL-STD-130,METHOD PER BAC5307.

2.SURFACE TEXTURE PER ASME B46.1 I/L/O/ BACD2097

3.DIMENSIONS AND TOLERANCES PER ASME Y14.5M IN

LIEU OF USAS Y14.5.

4.DELETE REFERENCE TO D2-5000 AND BAC5005.

5.FINISH CODE SRF-12.205 DEFINED:APLLY ONE COAT

OF MIL-PRF-23377, TYPE I, CLASS C,ACCORDING TO

MFGR'S APPLICATION INSTRUCTIONS AND MIL-F-18264.

6.PART FURNISHED W/O RIVET OR FASTENER HOLES.

7. TITANIUM PER SAE AMS-T-9046 I/L/O MIL-T-9046.

..END OF SPECIAL INSTRUCTIONS..

GOV. FURNISHED MYLARS APPLIES

NOTE:  A STABLE BASE DRAWING FORMS A PART OF

THE DATA PACKAGE REQUIRED FOR PERFORMANCE AND

AS SUCH WILL BE FORWARDED TO THE SUCCESSFUL

OFFEROR WITHIN 30 DAYS AFTER AWARD OF THE

CONTRACT.

EXPORT CONTROL APPLIES

AN "EXPORT CONTROL" TECHNICAL DATA PACKAGE (TDP

EXISTS FOR THIS NSN. TECHNICAL DATA WILL ONLY BE

RELEASED TO CONTRACTORS AUTHORIZED/CERTIFIED BY

DEFENSE LOGISTICS SERVICE CENTER. 

MARK IAW MIL-STD-130K, DATED 15 JAN 00.

CONFIGURATION CONTROL APPLIES

SEE CLAUSE 52.246-9G36 (SECTION I).

TECH DATA AVAILIBILITY

A BOEING "RIGHTS GUARD" PROTECTED TECHNICAL DATA

PACKAGE (TDP) EXISTS FOR THIS NSN. 

13873 QAP-008                 BASIC DATE: 1997152AMEND NR:    AMEND DT:

TYPE

13873 014872873-02032         BASIC DATE: 2002032AMEND NR:    AMEND DT: 2002032

TYPE

81205 BAC5300                 BASIC DATE: 1986301AMEND NR:  K AMEND DT: 1986301

TYPE

81205 BAC5300                 BASIC DATE: 2000040AMEND NR:  K AMEND DT: 2000040

TYPE

81205 BAC5307                 BASIC DATE: 1994223AMEND NR:  M AMEND DT: 1994223

TYPE

81205 BAC5307                 BASIC DATE: 1999326AMEND NR:  M AMEND DT: 1999326

TYPE

81205 204-70045               BASIC DATE: 1973253AMEND NR:  M AMEND DT: 1973253

TYPE 204-70045-146

CRITICAL APPLICATION ITEM

              PACKAGING

PKGING DATA - MIL-STD-2073-1B & MIL-STD-2073-2C, 21 JUNE 1991

QUP = 001 PRES MTHD = 10 CLNG/DRY = 1 PRESV MAT = 00 WRAP MAT =  XX

CUSH/DUNN MAT = XX CUSH/DUNN THKNESS = X UNIT CONT = D3 LEVEL PRESV =

INTRMDT CONT = 00 INTRMDT CONT QTY = 000 CONV DT = 2004169

PACK CODE = E PACKING LEVEL = A

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129M SPECIAL

MARKING CODE: 00 - NO SPECIAL MARKING.

PALLETIZATION SHALL BE IN ACCORDANCE WITH D001450000 REV C

DATED 2003290

SUPPLEMENTAL INSTRUCTIONS

SEE CLAUSE 52.211-9G22, SECTION F, CODE F8,

FOR D001450000 PALLETIZATION REQUIREMENTS.

