DSCR QUALITY ASSURANCE PROVISION (QAP) 136    (Jul 1995)


1.  MANDATORY CONTRACTOR INSPECTION SYSTEM:


The inspection system identified in FAR clause 52.246-2, Inspection of Supplies - Fixed Price, applies.  This inspection system shall, as a minimum, encompass all tests and examinations specified in para 3 below.  Records of all these examinations and tests shall be maintained by the contractor for a period of at least two years after final contract delivery.


2.  CALIBRATION REQUIREMENTS:


Contractor's inspection and test equipment utilized in determining conformity of supplies with contract requirements shall have a current valid calibration traceable to National Institute of Standards and Technology (NIST).  This calibration is to have been performed within the past 12 months or the contractor maintains sufficient documented records proving continuing equipment accuracy and control throughout the established interval. 





3.  INSPECTION AND TEST:


a.  The contractor shall perform or have performed all inspections and tests necessary and as governed by drawings, specifications and standards cited elsewhere in this contract to insure total compliance to contract requirements. 


	b.  Each component comprising the end item shall be visually and dimensionally examined to determine compliance with the referenced applicable requirements.  Any component not complying to the applicable requirement shall not be accepted. 


	c.  Each end item shall be visually and dimensionally examined and tested to determine compliance with the referenced applicable requirement.  Any unit not complying to the applicable requirement shall be rejected. 


	d.  If the end item cannot be inspected at the contractor's plant to determine compliance with any specific characteristic, the inspection for the specific characteristic shall be performed at destination by the contractor.  The contractor shall furnish any equipment necessary for the inspection at destination.


	e.  Final inspection and acceptance of the end item shall be at destination after installation of the unit.  


INSPECTION AND ACCEPTANCE AT DESTINATION     

















