DSCR QUALITY ASSURANCE PROVISION (QAP) 149    (Jul 1997)


1.  CONTRACTOR QUALITY SYSTEM:


Reference:  ANSI/ASQC Z1.4-1993, Sampling Procedures and Tables for Inspection by Attributes; ANSI/NCSL Z540-1-1994, Calibration Laboratories and Measuring and Test Equipment �General Requirements; FAR 52.246-11, Higher Level Contract Quality Requirements (Refer to Section E); ISO 10012-1:1992, Quality Assurance Requirements for Measuring Equipment �Part 1.


a.  The contractor shall provide and maintain a quality


system which meets or exceeds the requirements of FAR Clause 52.246-11, Higher Level Contract Quality Requirement (Government Specification).  (Refer to Section E)


b.  The calibration of measuring and testing equipment


shall adhere to the requirements of one of the following: ANSI/NCSL Z540-1-1994; ISO 10012-1:1992; or other calibration standards or systems that are equivalent to, or better, than the ANSI/NCSL/ISO standards.  Records of calibration and functional adequacy of the supplier's inspection, measuring, and test equipment shall be available for evaluation by the Government.


c.  Inspection and test records shall be maintained and


available for evaluation by the Government for a period of two years after final contract delivery.  Inspection and test records shall indicate the nature and number of observations made, and the number and type of deficiencies found.  Data included in inspection and test records shall be used for trend analysis and to assess corrective action effectiveness.


	d.  Third party registration or certification of the contractor's quality system is not required; nor shall third party registration or certification be considered a substitute for Government contract quality assurance.





2.  INSPECTION AND TEST:





a.  Inspections, examinations, and tests shall be


performed in accordance with Section 4 of MIL-C-3885, Revision F, to determine compliance with prescribed requirements.


b.  Sampling:  Sampling for inspection and acceptance


shall be in accordance with ANSI/ASQC Z1.4-1993.  If the contractor elects to use an alternate sampling plan, it must be approved by the Government.


c.  First Article Inspection:  When a first article


(preproduction) sample is required, the sample shall be examined and tested by the contractor for compliance to MIL-C-3885, Revision F, and all applicable requirements cited


and referenced.  The first article sample shall be manufactured in the same facilities to be used for the manufacturing of the production units.  The first article inspection report shall be in the format as prescribed in MIL-STD-831, Revision A.  The report shall be submitted to the Procuring Contracting Officer (PCO) for approval before


production can be authorized.  The approval of the first article sample authorizes the commencement of production but does not relieve the supplier of responsibility for compliance with all applicable provisions of this contract. The presence of one or more defects, any nonconformance to requirements, or failure to gage properly using mechanical gages shall be cause for rejection of the first article sample.


	d.  Gaging:  Mechanical gages must be used for determining that the applicable interchangeability dimensions are within required tolerances.  The drawing numbers for the mechanical gages shall be as specified in the item description of this contract.  The contractor may submit official test results from the connector manufacturer to show that the gaging requirements of the applicable specification(s) have been met or he may perform the gaging at his facility either as a function of receiving inspection of the connectors or during final inspection of the completed cable assemblies.


e.  Visual/Dimensional Inspections:  The inspection


level shall be II.  Any departure from a specified requirement shall be classified as a defect.  Any defect shall be cause for rejection of the entire shipment quantity.


f.  End Item Tests (if applicable):  The inspection


level shall be II.  Failure of a sample unit to pass any test shall be cause for rejection of the entire shipment quantity.


g.  Examination of Preparation for Delivery:  The


inspection level shall be S-2.  An examination of preservation, packaging, packing and marking shall be performed to determine compliance with contract requirements. Any noncompliance with contractual requirements shall be cause for rejection of the entire shipment quantity.


h.  Any defective item discovered by the Government


after shipment may be cause for rejection of the entire contract quantity.|


