DSCR QUALITY ASSURANCE PROVISION (QAP) 229    (Aug 1997)





1.  CONTRACTOR QUALITY SYSTEM:





Reference:  ANSI/ASQC Z1.4-1993, Sampling Procedures and Tables for Inspection by Attributes; ANSI/NCSL Z540-1�1994, Calibration Laboratories and Measuring and Test Equipment General Requirements; FAR 52.246-11, Higher Level Contract Quality Requirements (Refer to Section E); ISO 10012-1:1992, Quality Assurance Requirements for Measuring Equipment Part 1.


 a.  The contractor shall provide and maintain a quality


system which meets or exceeds the requirements of FAR Clause 52.246-11, Higher Level Contract Quality Requirement (Government Specification).  (Refer to Section E)


b.  The calibration of measuring and testing equipment


shall adhere to the requirements of one of the following: ANSI/NCSL Z540-1-1994; ISO 10012-1:1992; or other calibration standards or systems that are equivalent to, or better, than the ANSI/NCSL/ISO standards.  Records of calibration and functional adequacy of the supplier's inspection, measuring, and test equipment shall be available for evaluation by the Government.


   c.  Inspection and test records shall be maintained and available for evaluation by the Government for a period of two years after final contract delivery.  Inspection and test records shall indicate the nature and number of observations made, and the number and type of deficiencies found.  Data included in inspection and test records shall be used for trend analysis and to assess corrective action effectiveness.


	d.  Third party registration or certification of the contractor's quality system is not required; nor shall third party registration or certification be considered a substitute for Government contract quality assurance.





2.  INSPECTION AND TEST:





	a.  The contractor shall perform or have performed all inspections and tests necessary and as governed by drawings, specifications, and standards cited elsewhere in this contract to insure total compliance to contract requirements.





	b.  Visual/Dimensional Inspections:  Any departure from aspecified requirement shall be classified as a defect. Any defect shall be cause for rejection of the entire shipment quantity.





	c.  End Item Tests (if applicable):  Failure of a


sample unit to pass any test shall be cause for rejection of the entire shipment quantity.


	d.  Examination of Preparation for Delivery:  An


examination of preservation, packaging, packing and marking shall be performed to determine compliance with contract requirements.  Any non-compliance with contractual requirements shall be cause for rejection of the entire shipment quantity.


e.  Any defective item discovered by the Government


after shipment may be cause for rejection of the entire shipment or lot quantity.


